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 3.5”单板计算机   3.5”单板计算机
Model Number ECM-CFS ECM-KBLH ECM-SKLH ECM-SKLU ECM-QM87R/QM87 ECM-APL ECM-APL2 ECM-BSWA ECM-BYT2 ECM-BYT ECM-KA ECM-A50M

Processor
8th Gen Intel® Core™

i7/i5/i3/Celeron®
rPGA processor

7th Gen Intel® Core™ 
i7/i5/i3/Celeron® 

processor

6th Gen Intel® Core™ 
i7/i5/i3/Celeron® 

processor

6th Gen Intel® Core™ 
i7/i5/i3/Celeron® 

processor

4th Gen Intel® Core™ 
i7/i5/i3 processor

Intel® Pentium®/
Celeron®/Atom™ SoC 

Processor

 Intel® Pentium®/Celeron®
/Atom™ SoC Processor 

(with CPU Bottom Mounted)

Intel® Pentium®/
Celeron® processor

Intel® Atom™/
Celeron® processor

Intel® Atom™/
Celeron® processor AMD G-Series processor AMD G-Series processor

System Chipset Intel® Q370/H310
Express Chipset Intel® QM175 Express Chipset Intel® QM170 Express Chipset N/A Intel® QM87 Express Chipset N/A N/A N/A N/A N/A N/A AMD G-Series A50M 

Chipset

System Memory
1 x 260-Pin DDR4

2400MHz SO-DIMM
up to 16 GB

1 x 260-Pin  DDR4 2400MHz 
SO-DIMM

up to 16 GB

1 x 260-Pin DDR4 2133MHz 
SO-DIMM

up to 16 GB

1 x 260-Pin DDR4 2133MHz 
SO-DIMM 

up to 16 GB

1 x 204-Pin DDR3L 
1333/1600MHz SO-DIMM 

up to 8 GB

1x204-Pin DDR3L 
1866MHz SO-DIMM,

supports 4G/8G & Up to 
8GB DDR3L 1866MTs 

SDRAM (Non-ECC)

1x204-Pin DDR3L 
1866MHz SO-DIMM,

supports 4G/8G & Up to 
8GB DDR3L 1866MTs 

SDRAM (Non-ECC)

1 x 204-Pin DDR3L 
1600MHz SO-DIMM 

up to 8 GB

1 x 204-Pin DDR3L 
1066/1333MHz 

SO-DIMM 
up to 8 GB

1 x 204-Pin DDR3L 
1066/1333MHz 

SO-DIMM
up to 8 GB

1 x 204-Pin DDR3
1600MHz SO-DIMM

up to 8 GB

1 x 204-Pin DDR3 
1066MHz SO-DIMM

up to 4 GB

Watchdog Timer H/W Reset,
1sec. ~ 65535sec.

H/W Reset,
1sec. ~ 65535sec.

H/W Reset,
1sec. ~ 65535sec.

H/W Reset,
1sec. ~ 65535sec.

H/W Reset: 
1sec. ~ 65535sec./min. and 

1sec. or 1min./step

H/W Reset, 
1sec. ~ 65535sec. 

and 1sec./step

H/W Reset, 
1sec. ~ 65535sec. 

and 1sec./step

H/W Reset: 
1sec. ~ 65535sec./min. 
and 1sec. or 1min./step

H/W Reset, 
1sec. ~ 65535sec 

and 1sec. or 1min./step

H/W Reset,
1sec. ~ 65535sec 

and 1sec. or 1min./step

H/W Reset, 
1sec. ~ 65535sec.

H/W Reset: 
1sec. ~ 65535sec./min. 
and 1sec. or 1min./step

Expansion

1 x Mini PCIe Supports
mSATA (Q370 support MPCIe/
mSATA device, H310 support 

mSATA device only)

1 x Mini PCIe Supports mSATA
1 x M.2 (2242) B-Key

1 x Mini PCIe Supports mSATA
1 x M.2 (2242) B-Key

1 x Mini PCIe Supports
mSATA

1 x M.2 (2242) B-Key
1 x Mini PCIe Supports mSATA

 1 x Mini PCIe
(for PCIe & USB2.0)

1 x M.2 (2242) B-Key

2 x Mini PCIe
1 x Full-size Mini PCIe 

with mSATA Supported
1 x Half-size Mini PCIe

2 x Mini PCIe, 1 x Full-size 
Mini PCIe with mSATA 

Supported, 
1 x Half-size Mini PCIe

2 x Mini PCIe, 1 x Full-size 
Mini PCIe with mSATA 

Supported, 
1 x Half-size Mini PCIe

1 x Mini PCIe 
Supports mSATA

1 x Mini PCIe 
Supports mSATA

1 x Mini PCIe Supports 
mSATA

Storage 1 x mSATA Supported
from Mini PCIe

1 x mSATA Supported 
from Mini PCIe,

1 x M.2 (M.2 support SATA or 
PCIe x1/USB)

1 x mSATA Supported 
from Mini PCIe,

1 x M.2 (M.2 support SATA 
or PCIe x1/USB)

1 x mSATA Supported
from Mini PCIe

1 x M.2(M.2 support SATA 
or PCIe x1/USB)

1 x mSATA Supported 
from Mini PCIe

1 x M.2 (M.2 support 
SATA or PCIe x1/USB)

1 x mSATA Supported 
from Mini PCIe

1 x mSATA Supported 
from Mini PCIe 

1 x mSATA Supported 
from Mini PCIe

1 x CompactFlash 
Type I/II Socket

1 x mSATA Supported 
from Mini PCIe

1 x CompactFlash 
Type I/II Socket

1 x mSATA Supported 
from Mini PCIe

1 x CompactFlash 
Type I/II Socket

I/O

2 x USB 2.0, 4 x USB 3.1,
2 x SATA III, 2 x RS-232,
1 x 8bit GPIO, 1 x LPC,

1 x SPI

2 x USB 2.0, 4 x USB 3.0,
2 x SATA III, 1 x RS-232,

1 x RS-232/422/485,
1 x 8bit GPIO, 1 x LPC,

1 x SPI

2 x USB 2.0, 4 x USB 3.0, 
2 x SATA III, 1 x RS-232, 

1 x RS-232/422/485,
1 x 8bit GPIO, 1 x LPC, 

1 x SPI

2 x USB 2.0, 4 x USB 3.0,
1 x SATA III, 5 x RS-232,

1 x RS-232/422/485,
1 x 8bit GPIO, 1 x LPC,

1 x SPI

2 x USB 2.0, 6 x USB 3.0, 
2 x SATA III, 1 x RS-232, 

1 x RS-232/422/485,
1 x 8bit GPIO, 1 x LPC

1 x USB 2.0, 4 x USB 3.0,
1 x SATA III, 5 x RS-232,

1 x RS-232/422/485,
1 x Micro SIM Card Slot,
1 x 8bit GPIO, 1 x LPC,

1 x SPI

2 x USB 2.0, 4 x USB 3.0, 
1 x SATA III, 

2 x RS-232/422/485,
1 x 8bit GPIO, 1x LPC,

1 x SPI

2 x USB 2.0, 4 x USB 3.0,
1 x SATA III, 5 x RS-232,

1 x RS-232/422/485,
1 x 8bit GPIO, 1 x LPC,

1 x SPI

7 x USB 2.0, 1 x USB 3.0, 
1 x SATA II, 1 x RS-232, 
1 x RS-232/422/485, 
1 x 8bit GPIO, 1 x LPC

5 x USB 2.0, 1 x USB 3.0, 
1 x SATA II, 3 x RS-232, 
1 x RS-232/422/485, 
1 x 8bit GPIO, 1 x LPC, 

1 x PS2/ KB & MS

6 x USB 2.0, 2 x USB 3.0,
2 x SATA III, 1 x RS-232,

1 x RS-232/422/485,
1 x 8bit GPIO, 1 x LPC,

1 x SPI, 1 x PS2/ KB & MS

7 x USB 2.0, 
2 x SATA II, 1 x RS-232, 
1 x RS-232/422/485, 

1 x 16bit GPIO, 1 x LPC, 
1 x SPI, 1 x PS2/ KB & MS

Display Chipset
Intel® Coffee Lake Processor 

integrated Graphics
Supports triple display

Intel® Kaby lake SoC
integrated Graphics

Supports triple display

Intel® Skylake SoC
integrated Graphics

Supports triple display

Intel® Skylake U SoC
integrated Graphics

Supports triple display

Intel® QM87 Chipset Inte-
grated

Supports triple display

Intel® Apollo Lake SoC 
integrated Gen9 LP Graphics 

Supports triple display

Intel® Apollo Lake SoC 
integrated Gen9 LP Graphics 

Supports triple display

Intel® Braswell SoC
integrated Graphics

Supports triplel display

Intel® Valleyview SoC
integrated Graphics

Supports dual display

Intel® Valleyview SoC
integrated Graphics

Supports dual display

AMD SoC Integrated 
Graphics 

Supports dual display

AMD Fusion Accelerated 
Processors

Supports dual display

Resolution

Dual HDMI: Max. resolution
4096x2304 @ 30Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

Dual HDMI: Max. resolution
4096x2160 @ 24Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

Dual HDMI: Max. resolution
4096x2160 @ 24Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

Dual HDMI: Max. resolution
4096x2160 @ 24Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

VGA: Max. resolution
1920x1200 @ 60Hz

HDMI: Max. resolution
3840x2160 @ 24Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

Dual HDMI: Max. resolution
3840x2160 @ 30Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

Dual HDMI: Max. resolution
3840x2160 @ 30Hz

VGA:1920x1200@60Hz

HDMI: Max. resolution
1920x1080 @ 30Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

VGA: Max. resolution
2560x1080 @ 60Hz

HDMI: Max. resolution
1920x1200 @ 60Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

VGA: Max. resolution
2560x1080 @ 60Hz

HDMI: Max. resolution
1920x1200 @ 60Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

VGA: Max. resolution
1920x1200 @ 60Hz

HDMI: Max. resolution
1920x1080 @ 60Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

For T56N: VGA: 2560 
x 1600 @ 75Hz  LVDS: 
2048 x 1536 @ 75Hz  
For T40E: VGA: 1920 
x 1200 @ 75Hz LVDS: 
1920 x 1200 @ 75Hz

Audio Chipset
Realtek ALC892
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC233
supports 2.1-CH
Audio Amp.:2W

Realtek ALC233
supports 2.1-CH
Audio Amp.:2W

Realtek ALC892
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892
Supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892
Supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892 
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892 
supports 5.1-CH

Mic-In, Line-In, Line-Out

Ethernet Chipset 1 x Intel® I211AT
1 x Intel® I219LM

1 x Intel® I210AT
1 x Intel® I219LM

1 x Intel® I210AT
1 x Intel® I219LM

1 x Intel® I210AT
1 x Intel® I219LM

1 x Intel® I210AT
1 x Intel® I217LM

2 x Intel® I211AT
(Intel I210IT for WT)

2 x Intel® I211AT
(Intel I210IT for WT) 2 x Intel I211AT 2 x Realtek 8111E 2 x Intel® I211AT 2 x Realtek 8111E 2 x Realtek 8111E

Power Requirement +12V +12V +12V +12V ~ +26V +12V +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V

Power Type AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX

Operating 
Temperature

0°C ~ 60°C
(32°F ~ 140°F)

0°C ~ 60°C
(32°F ~ 140°F) 

0°C ~ 60°C
(32°F ~ 140°F) 

0°C ~ 60°C
(32°F ~ 140°F) 

0°C ~ 60°C
(32°F ~ 140°F) 

0°C ~ 60°C (32°F ~ 140°F)
-40°C ~ 85°C (-40°F ~ 185°F)
(Optional for Wide Temp.)

0°C ~ 60°C (32°F ~ 140°F)
-40°C ~ 85°C (-40°F ~ 185°F)
(Optional for Wide Temp.)

0°C ~ 60°C 
(32°F ~ 140°F) 

0°C ~ 60°C 
(32°F ~ 140°F) 

0°C ~ 60°C (32°F ~ 140°F)
-40°C ~ 85°C (-40°F ~ 185°F)
(Optional for Wide Temp. )

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F) 

Dimension (L x W) 5.7” x 4” (146mm x 101mm) 5.7” x 4” (146mm x 101mm)
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 3.5”单板计算机   3.5”单板计算机
Model Number ECM-CFS ECM-KBLH ECM-SKLH ECM-SKLU ECM-QM87R/QM87 ECM-APL ECM-APL2 ECM-BSWA ECM-BYT2 ECM-BYT ECM-KA ECM-A50M

Processor
8th Gen Intel® Core™

i7/i5/i3/Celeron®
rPGA processor

7th Gen Intel® Core™ 
i7/i5/i3/Celeron® 

processor

6th Gen Intel® Core™ 
i7/i5/i3/Celeron® 

processor

6th Gen Intel® Core™ 
i7/i5/i3/Celeron® 

processor

4th Gen Intel® Core™ 
i7/i5/i3 processor

Intel® Pentium®/
Celeron®/Atom™ SoC 

Processor

 Intel® Pentium®/Celeron®
/Atom™ SoC Processor 

(with CPU Bottom Mounted)

Intel® Pentium®/
Celeron® processor

Intel® Atom™/
Celeron® processor

Intel® Atom™/
Celeron® processor AMD G-Series processor AMD G-Series processor

System Chipset Intel® Q370/H310
Express Chipset Intel® QM175 Express Chipset Intel® QM170 Express Chipset N/A Intel® QM87 Express Chipset N/A N/A N/A N/A N/A N/A AMD G-Series A50M 

Chipset

System Memory
1 x 260-Pin DDR4

2400MHz SO-DIMM
up to 16 GB

1 x 260-Pin  DDR4 2400MHz 
SO-DIMM

up to 16 GB

1 x 260-Pin DDR4 2133MHz 
SO-DIMM

up to 16 GB

1 x 260-Pin DDR4 2133MHz 
SO-DIMM 

up to 16 GB

1 x 204-Pin DDR3L 
1333/1600MHz SO-DIMM 

up to 8 GB

1x204-Pin DDR3L 
1866MHz SO-DIMM,

supports 4G/8G & Up to 
8GB DDR3L 1866MTs 

SDRAM (Non-ECC)

1x204-Pin DDR3L 
1866MHz SO-DIMM,

supports 4G/8G & Up to 
8GB DDR3L 1866MTs 

SDRAM (Non-ECC)

1 x 204-Pin DDR3L 
1600MHz SO-DIMM 

up to 8 GB

1 x 204-Pin DDR3L 
1066/1333MHz 

SO-DIMM 
up to 8 GB

1 x 204-Pin DDR3L 
1066/1333MHz 

SO-DIMM
up to 8 GB

1 x 204-Pin DDR3
1600MHz SO-DIMM

up to 8 GB

1 x 204-Pin DDR3 
1066MHz SO-DIMM

up to 4 GB

Watchdog Timer H/W Reset,
1sec. ~ 65535sec.

H/W Reset,
1sec. ~ 65535sec.

H/W Reset,
1sec. ~ 65535sec.

H/W Reset,
1sec. ~ 65535sec.

H/W Reset: 
1sec. ~ 65535sec./min. and 

1sec. or 1min./step

H/W Reset, 
1sec. ~ 65535sec. 

and 1sec./step

H/W Reset, 
1sec. ~ 65535sec. 

and 1sec./step

H/W Reset: 
1sec. ~ 65535sec./min. 
and 1sec. or 1min./step

H/W Reset, 
1sec. ~ 65535sec 

and 1sec. or 1min./step

H/W Reset,
1sec. ~ 65535sec 

and 1sec. or 1min./step

H/W Reset, 
1sec. ~ 65535sec.

H/W Reset: 
1sec. ~ 65535sec./min. 
and 1sec. or 1min./step

Expansion

1 x Mini PCIe Supports
mSATA (Q370 support MPCIe/
mSATA device, H310 support 

mSATA device only)

1 x Mini PCIe Supports mSATA
1 x M.2 (2242) B-Key

1 x Mini PCIe Supports mSATA
1 x M.2 (2242) B-Key

1 x Mini PCIe Supports
mSATA

1 x M.2 (2242) B-Key
1 x Mini PCIe Supports mSATA

 1 x Mini PCIe
(for PCIe & USB2.0)

1 x M.2 (2242) B-Key

2 x Mini PCIe
1 x Full-size Mini PCIe 

with mSATA Supported
1 x Half-size Mini PCIe

2 x Mini PCIe, 1 x Full-size 
Mini PCIe with mSATA 

Supported, 
1 x Half-size Mini PCIe

2 x Mini PCIe, 1 x Full-size 
Mini PCIe with mSATA 

Supported, 
1 x Half-size Mini PCIe

1 x Mini PCIe 
Supports mSATA

1 x Mini PCIe 
Supports mSATA

1 x Mini PCIe Supports 
mSATA

Storage 1 x mSATA Supported
from Mini PCIe

1 x mSATA Supported 
from Mini PCIe,

1 x M.2 (M.2 support SATA or 
PCIe x1/USB)

1 x mSATA Supported 
from Mini PCIe,

1 x M.2 (M.2 support SATA 
or PCIe x1/USB)

1 x mSATA Supported
from Mini PCIe

1 x M.2(M.2 support SATA 
or PCIe x1/USB)

1 x mSATA Supported 
from Mini PCIe

1 x M.2 (M.2 support 
SATA or PCIe x1/USB)

1 x mSATA Supported 
from Mini PCIe

1 x mSATA Supported 
from Mini PCIe 

1 x mSATA Supported 
from Mini PCIe

1 x CompactFlash 
Type I/II Socket

1 x mSATA Supported 
from Mini PCIe

1 x CompactFlash 
Type I/II Socket

1 x mSATA Supported 
from Mini PCIe

1 x CompactFlash 
Type I/II Socket

I/O

2 x USB 2.0, 4 x USB 3.1,
2 x SATA III, 2 x RS-232,
1 x 8bit GPIO, 1 x LPC,

1 x SPI

2 x USB 2.0, 4 x USB 3.0,
2 x SATA III, 1 x RS-232,

1 x RS-232/422/485,
1 x 8bit GPIO, 1 x LPC,

1 x SPI

2 x USB 2.0, 4 x USB 3.0, 
2 x SATA III, 1 x RS-232, 

1 x RS-232/422/485,
1 x 8bit GPIO, 1 x LPC, 

1 x SPI

2 x USB 2.0, 4 x USB 3.0,
1 x SATA III, 5 x RS-232,

1 x RS-232/422/485,
1 x 8bit GPIO, 1 x LPC,

1 x SPI

2 x USB 2.0, 6 x USB 3.0, 
2 x SATA III, 1 x RS-232, 

1 x RS-232/422/485,
1 x 8bit GPIO, 1 x LPC

1 x USB 2.0, 4 x USB 3.0,
1 x SATA III, 5 x RS-232,

1 x RS-232/422/485,
1 x Micro SIM Card Slot,
1 x 8bit GPIO, 1 x LPC,

1 x SPI

2 x USB 2.0, 4 x USB 3.0, 
1 x SATA III, 

2 x RS-232/422/485,
1 x 8bit GPIO, 1x LPC,

1 x SPI

2 x USB 2.0, 4 x USB 3.0,
1 x SATA III, 5 x RS-232,

1 x RS-232/422/485,
1 x 8bit GPIO, 1 x LPC,

1 x SPI

7 x USB 2.0, 1 x USB 3.0, 
1 x SATA II, 1 x RS-232, 
1 x RS-232/422/485, 
1 x 8bit GPIO, 1 x LPC

5 x USB 2.0, 1 x USB 3.0, 
1 x SATA II, 3 x RS-232, 
1 x RS-232/422/485, 
1 x 8bit GPIO, 1 x LPC, 

1 x PS2/ KB & MS

6 x USB 2.0, 2 x USB 3.0,
2 x SATA III, 1 x RS-232,

1 x RS-232/422/485,
1 x 8bit GPIO, 1 x LPC,

1 x SPI, 1 x PS2/ KB & MS

7 x USB 2.0, 
2 x SATA II, 1 x RS-232, 
1 x RS-232/422/485, 

1 x 16bit GPIO, 1 x LPC, 
1 x SPI, 1 x PS2/ KB & MS

Display Chipset
Intel® Coffee Lake Processor 

integrated Graphics
Supports triple display

Intel® Kaby lake SoC
integrated Graphics

Supports triple display

Intel® Skylake SoC
integrated Graphics

Supports triple display

Intel® Skylake U SoC
integrated Graphics

Supports triple display

Intel® QM87 Chipset Inte-
grated

Supports triple display

Intel® Apollo Lake SoC 
integrated Gen9 LP Graphics 

Supports triple display

Intel® Apollo Lake SoC 
integrated Gen9 LP Graphics 

Supports triple display

Intel® Braswell SoC
integrated Graphics

Supports triplel display

Intel® Valleyview SoC
integrated Graphics

Supports dual display

Intel® Valleyview SoC
integrated Graphics

Supports dual display

AMD SoC Integrated 
Graphics 

Supports dual display

AMD Fusion Accelerated 
Processors

Supports dual display

Resolution

Dual HDMI: Max. resolution
4096x2304 @ 30Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

Dual HDMI: Max. resolution
4096x2160 @ 24Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

Dual HDMI: Max. resolution
4096x2160 @ 24Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

Dual HDMI: Max. resolution
4096x2160 @ 24Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

VGA: Max. resolution
1920x1200 @ 60Hz

HDMI: Max. resolution
3840x2160 @ 24Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

Dual HDMI: Max. resolution
3840x2160 @ 30Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

Dual HDMI: Max. resolution
3840x2160 @ 30Hz

VGA:1920x1200@60Hz

HDMI: Max. resolution
1920x1080 @ 30Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

VGA: Max. resolution
2560x1080 @ 60Hz

HDMI: Max. resolution
1920x1200 @ 60Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

VGA: Max. resolution
2560x1080 @ 60Hz

HDMI: Max. resolution
1920x1200 @ 60Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

VGA: Max. resolution
1920x1200 @ 60Hz

HDMI: Max. resolution
1920x1080 @ 60Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

For T56N: VGA: 2560 
x 1600 @ 75Hz  LVDS: 
2048 x 1536 @ 75Hz  
For T40E: VGA: 1920 
x 1200 @ 75Hz LVDS: 
1920 x 1200 @ 75Hz

Audio Chipset
Realtek ALC892
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC233
supports 2.1-CH
Audio Amp.:2W

Realtek ALC233
supports 2.1-CH
Audio Amp.:2W

Realtek ALC892
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892
Supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892
Supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892 
supports 5.1-CH

Mic-In, Line-In, Line-Out

Realtek ALC892 
supports 5.1-CH

Mic-In, Line-In, Line-Out

Ethernet Chipset 1 x Intel® I211AT
1 x Intel® I219LM

1 x Intel® I210AT
1 x Intel® I219LM

1 x Intel® I210AT
1 x Intel® I219LM

1 x Intel® I210AT
1 x Intel® I219LM

1 x Intel® I210AT
1 x Intel® I217LM

2 x Intel® I211AT
(Intel I210IT for WT)

2 x Intel® I211AT
(Intel I210IT for WT) 2 x Intel I211AT 2 x Realtek 8111E 2 x Intel® I211AT 2 x Realtek 8111E 2 x Realtek 8111E

Power Requirement +12V +12V +12V +12V ~ +26V +12V +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V

Power Type AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX

Operating 
Temperature

0°C ~ 60°C
(32°F ~ 140°F)

0°C ~ 60°C
(32°F ~ 140°F) 

0°C ~ 60°C
(32°F ~ 140°F) 

0°C ~ 60°C
(32°F ~ 140°F) 

0°C ~ 60°C
(32°F ~ 140°F) 

0°C ~ 60°C (32°F ~ 140°F)
-40°C ~ 85°C (-40°F ~ 185°F)
(Optional for Wide Temp.)

0°C ~ 60°C (32°F ~ 140°F)
-40°C ~ 85°C (-40°F ~ 185°F)
(Optional for Wide Temp.)

0°C ~ 60°C 
(32°F ~ 140°F) 

0°C ~ 60°C 
(32°F ~ 140°F) 

0°C ~ 60°C (32°F ~ 140°F)
-40°C ~ 85°C (-40°F ~ 185°F)
(Optional for Wide Temp. )

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F) 

Dimension (L x W) 5.7” x 4” (146mm x 101mm) 5.7” x 4” (146mm x 101mm)

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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  EPIC 模块   5.25”单板计算机
Model Number EPI-QM87R/EPI-QM87 Model Number EBM-SKLU EBM-QM87U EBM-APL EBM-BYT

Processor 4th Gen Intel® Core™ i7/i5/i3 processor Processor 6th Gen Intel® Core™ i7/i5/i3/Celeron® 
processor

4th Gen Intel® Core™ i7/i5/i3 proces-
sor

 Intel® Pentium®/ Celeron®/ Atom™ 
SoC Processor

Intel® Atom™/
Celeron® processor

System Chipset Intel® QM87 Express Chipset System Chipset N/A N/A N/A N/A 

System Memory 1 x 204-Pin DDR3L 1333/1600MHz 
SO-DIMM up to 8 GB System Memory

2 x 260-Pin DDR4
2133MHz SO-DIMM

up to 32 GB

2 x 204-pin DDR3L 
1600MHz SO-DIMM Up to 8G

Per DIMM, total 16GB

1 x 204-Pin DDR3L 1866MHz 
SO-DIMM, supports 4G/8G & Up 
to 8GB DDR3L 1866MTs SDRAM 

(Non-ECC)

1 x 204-pin DDR3L 1066/1333MHz 
SO-DIMM Up to 8GB

Watchdog Timer H/W Reset, 1sec. ~ 65535sec
and 1sec. or 1min./step Watchdog Timer H/W Reset, 1sec. ~ 65535sec. 

and 1sec./step
H/W Reset, 1sec. ~ 65535sec. 

and 1sec./step
H/W Reset, 1sec. ~ 65535sec. 

and 1sec./step
H/W Reset, 1sec. ~ 65535sec. 

and 1sec./step

Expansion 1 x Mini PCIe Supports mSATA Expansion
1 x Mini PCIe 

Supports SIM Card,
1 x Mini PCIe Supports mSATA

1 x Mini PCIe 
Supports SIM Card,

1 x Mini PCIe Supports mSATA

1 x Mini PCIe 
(for PCIe, USB2.0 & SIM Card),

1 x M.2 (2242) B-Key

1 x Mini PCIe 
Supports SIM Card

1 x Mini PCIe Supports mSATA

Storage 1 x mSATA Supported from Mini PCIe Storage 1 x mSATA Supported 
from Mini PCIe

1 x CompactFlash Type I/II Socket,
1 x mSATA Supported 

from Mini PCIe

1 x M.2 support SATA/PCIe/USB  
interface for SSD

1 x CompactFlash Type I/II Socket
1 x mSATA Supported 

from Mini PCIe

I/O

6 x USB 3.0, 2 x USB 2.0, 2 x SATA III, 
2 x RS-232/422/485, 2 x RS-232, 

1 x 8bit GPIO, 1 x LPC, 1 x SPI, 
1 x PS2/ KB & MS, 1 x IrDA

I/O

4 x USB 3.0, 4 x USB 2.0, 
1 x SATA III, 4 x RS232 (Optional), 

2 x RS-232/422/485,
1 x SIM Card Slot, 1 x LPC, 

1 x SPI, 1 x 16bit GPIO

2 x USB 2.0, 2 x USB 3.0,
2 x SATA II, 2 x RS-232/422/485,

1 x SIM Card Slot,
1 x 16bit GPIO

4 x USB 3.0, 4 x USB 2.0,
1 x SATA III, 4 x RS-232(Optional),

2 x RS-232/422/485,
1 x SIM Card Slot, 1 x LPC,

1 x SPI, 1 x 16bit GPIO

1 x USB 3.0, 5 x USB 2.0,
1 x SATA II, 4 x RS-232 (Optional),

2 x RS-232/422/485,
1 x SIM Card Slot, 1 x LPC,

1 x SPI, 1 x 16bit GPIO,
1 x PS2/ KB & MS

Display Chipset Intel® QM87 Chipset Integrated
Supports triple display Display Chipset

Intel® Skylake U SoC 
integrated Graphics 

Supports dual display

Intel® Lynx Point 
integrated Graphics

Supports dual display

Intel® Apollo Lake SoC 
integrated Gen9 LP Graphics

Supports dual display

Intel® Valleyview SoC 
integrated Graphics

Supports dual display

Resolution

DVI-I: Max. resolution
1920x1200 @ 60Hz

HDMI: Max. resolution
3840x2160 @ 24Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

Resolution

Dual HDMI: Max. resolution 
4096x2160 @ 24Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

HDMI: Max. resolution
4000x2000 @ 25Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

HDMI: Max. resolution
3840x2160 @ 30Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

eDP: Max. resolution
2560x1600 @ 60Hz

HDMI: Max. resolution
1920x1200 @ 60Hz

Audio Chipset Realtek ALC892 supports 5.1-CH
Mic-In, Line-In, Line-Out Audio Chipset

Realtek ALC233 
supports 2.1-CH
Line-Out, Amp.

Realtek ALC892 
supports 5.1-CH

Mic-In, Line-In, Line-Out, Speak-out

Realtek ALC892 
supports 5.1-CH

Mic-In, Line-In, Line-Out, 
5W Amp.

Realtek ALC892 
supports 5.1-CH

Mic-In, Line-In, Line-Out

Ethernet Chipset 1 x Intel® I210AT
1 x Intel® I217LM Ethernet Chipset 1 x Intel® I210AT

1 x Intel® I219LM
1 x Intel® I210AT
1 x Intel® I218LM

2 x Intel® I211AT 2 x Intel® I210IT

Power Requirement +12V ~ +19V Power Requirement +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V ~ +26V

Power Type AT/ATX Power Type AT/ATX AT/ATX AT/ATX AT/ATX

Operating Temperature 0°C ~ 60°C (32°F ~ 140°F) Operating Temperature 0°C ~ 60°C 
(32°F ~ 140°F) 

0°C ~ 60°C
(32°F ~ 140°F)

0°C ~ 60°C
(32°F ~ 140°F)

-40°C ~ 85°C (-40°F ~ 185°F)
0°C ~ 60°C (with Processor J1900)

Dimension (L x W) 4.5” x 6.5” (115mm x 165mm) Dimension (L x W) 8” x 5.75” (203mm x 146mm)
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  EPIC 模块   5.25”单板计算机
Model Number EPI-QM87R/EPI-QM87 Model Number EBM-SKLU EBM-QM87U EBM-APL EBM-BYT

Processor 4th Gen Intel® Core™ i7/i5/i3 processor Processor 6th Gen Intel® Core™ i7/i5/i3/Celeron® 
processor

4th Gen Intel® Core™ i7/i5/i3 proces-
sor

 Intel® Pentium®/ Celeron®/ Atom™ 
SoC Processor

Intel® Atom™/
Celeron® processor

System Chipset Intel® QM87 Express Chipset System Chipset N/A N/A N/A N/A 

System Memory 1 x 204-Pin DDR3L 1333/1600MHz 
SO-DIMM up to 8 GB System Memory

2 x 260-Pin DDR4
2133MHz SO-DIMM

up to 32 GB

2 x 204-pin DDR3L 
1600MHz SO-DIMM Up to 8G

Per DIMM, total 16GB

1 x 204-Pin DDR3L 1866MHz 
SO-DIMM, supports 4G/8G & Up 
to 8GB DDR3L 1866MTs SDRAM 

(Non-ECC)

1 x 204-pin DDR3L 1066/1333MHz 
SO-DIMM Up to 8GB

Watchdog Timer H/W Reset, 1sec. ~ 65535sec
and 1sec. or 1min./step Watchdog Timer H/W Reset, 1sec. ~ 65535sec. 

and 1sec./step
H/W Reset, 1sec. ~ 65535sec. 

and 1sec./step
H/W Reset, 1sec. ~ 65535sec. 

and 1sec./step
H/W Reset, 1sec. ~ 65535sec. 

and 1sec./step

Expansion 1 x Mini PCIe Supports mSATA Expansion
1 x Mini PCIe 

Supports SIM Card,
1 x Mini PCIe Supports mSATA

1 x Mini PCIe 
Supports SIM Card,

1 x Mini PCIe Supports mSATA

1 x Mini PCIe 
(for PCIe, USB2.0 & SIM Card),

1 x M.2 (2242) B-Key

1 x Mini PCIe 
Supports SIM Card

1 x Mini PCIe Supports mSATA

Storage 1 x mSATA Supported from Mini PCIe Storage 1 x mSATA Supported 
from Mini PCIe

1 x CompactFlash Type I/II Socket,
1 x mSATA Supported 

from Mini PCIe

1 x M.2 support SATA/PCIe/USB  
interface for SSD

1 x CompactFlash Type I/II Socket
1 x mSATA Supported 

from Mini PCIe

I/O

6 x USB 3.0, 2 x USB 2.0, 2 x SATA III, 
2 x RS-232/422/485, 2 x RS-232, 

1 x 8bit GPIO, 1 x LPC, 1 x SPI, 
1 x PS2/ KB & MS, 1 x IrDA

I/O

4 x USB 3.0, 4 x USB 2.0, 
1 x SATA III, 4 x RS232 (Optional), 

2 x RS-232/422/485,
1 x SIM Card Slot, 1 x LPC, 

1 x SPI, 1 x 16bit GPIO

2 x USB 2.0, 2 x USB 3.0,
2 x SATA II, 2 x RS-232/422/485,

1 x SIM Card Slot,
1 x 16bit GPIO

4 x USB 3.0, 4 x USB 2.0,
1 x SATA III, 4 x RS-232(Optional),

2 x RS-232/422/485,
1 x SIM Card Slot, 1 x LPC,

1 x SPI, 1 x 16bit GPIO

1 x USB 3.0, 5 x USB 2.0,
1 x SATA II, 4 x RS-232 (Optional),

2 x RS-232/422/485,
1 x SIM Card Slot, 1 x LPC,

1 x SPI, 1 x 16bit GPIO,
1 x PS2/ KB & MS

Display Chipset Intel® QM87 Chipset Integrated
Supports triple display Display Chipset

Intel® Skylake U SoC 
integrated Graphics 

Supports dual display

Intel® Lynx Point 
integrated Graphics

Supports dual display

Intel® Apollo Lake SoC 
integrated Gen9 LP Graphics

Supports dual display

Intel® Valleyview SoC 
integrated Graphics

Supports dual display

Resolution

DVI-I: Max. resolution
1920x1200 @ 60Hz

HDMI: Max. resolution
3840x2160 @ 24Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

Resolution

Dual HDMI: Max. resolution 
4096x2160 @ 24Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

HDMI: Max. resolution
4000x2000 @ 25Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

HDMI: Max. resolution
3840x2160 @ 30Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

eDP: Max. resolution
2560x1600 @ 60Hz

HDMI: Max. resolution
1920x1200 @ 60Hz

Audio Chipset Realtek ALC892 supports 5.1-CH
Mic-In, Line-In, Line-Out Audio Chipset

Realtek ALC233 
supports 2.1-CH
Line-Out, Amp.

Realtek ALC892 
supports 5.1-CH

Mic-In, Line-In, Line-Out, Speak-out

Realtek ALC892 
supports 5.1-CH

Mic-In, Line-In, Line-Out, 
5W Amp.

Realtek ALC892 
supports 5.1-CH

Mic-In, Line-In, Line-Out

Ethernet Chipset 1 x Intel® I210AT
1 x Intel® I217LM Ethernet Chipset 1 x Intel® I210AT

1 x Intel® I219LM
1 x Intel® I210AT
1 x Intel® I218LM

2 x Intel® I211AT 2 x Intel® I210IT

Power Requirement +12V ~ +19V Power Requirement +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V ~ +26V

Power Type AT/ATX Power Type AT/ATX AT/ATX AT/ATX AT/ATX

Operating Temperature 0°C ~ 60°C (32°F ~ 140°F) Operating Temperature 0°C ~ 60°C 
(32°F ~ 140°F) 

0°C ~ 60°C
(32°F ~ 140°F)

0°C ~ 60°C
(32°F ~ 140°F)

-40°C ~ 85°C (-40°F ~ 185°F)
0°C ~ 60°C (with Processor J1900)

Dimension (L x W) 4.5” x 6.5” (115mm x 165mm) Dimension (L x W) 8” x 5.75” (203mm x 146mm)

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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 COM Express 模块   ECOM Express 模块
Model Number ESM-KBLH ESM-KBLA ESM-KBLU ESM-SKLH ESM-SKLA ESM-SKLU ESM-BDW ESM-QM87/QM87R ESM-APLM ESM-APLC ESM-BYT2 ESM-BYT

Processor 7th Gen Intel® Core™ 
i7/i5/i3 processor

7th Generation Intel® 
Xeon® E3-1505M v6/ 

E3-1505L v6 processor

7th Gen Intel® Core™ 
i7/i5/i3/Celeron® 

processor

6th Gen Intel® Core™ 
i7/i5/i3 processor

6th Gen Intel® Xeon®/
Core™ i3 processor

6th Gen Intel® Core™ 
i7/i5/i3/

Celeron® processor

5th Gen Intel® Core™ i7/i5/i3 
Processor 

4th Gen Intel® Core™ i7/i5/i3 
processor

Intel® Pentium®/
Celeron® SoC

Processor

Intel® Pentium®/
Celeron® SoC

Processor
Intel® Atom™/Celeron® processor

System Memory

2 x 260-pin DDR4 
2400/2133MHz 

SO-DIMM 
up to 32GB

2 x 260-pin DDR4 
2400/2133MHz 

SO-DIMM
up to 32 GB

2 x 260-pin DDR4 
2133MHz SO-DIMM 

up to 32GB

2 x 260-pin DDR4 
SO-DIMM

up to 32GB

2 x 260-pin SODIMM 
DDR4 SDRAM slot 

up to 32GB, CM236 
Support ECC Function

2 x 260-pin SO-DIMM 
DDR4 2133 SDRAM slot 

up to 32 GB 

2 x 204-pin 
DDR3L 1600MHz 

SO-DIMM 
up to 16 GB

2 x 204-pin DDR3 
1333/1600MHz SO-DIMM or 

204-pin DDR3L 1600MHz 
SO-DIMM 

up to 16 GB 

1 x 204-pin DDR3L 1866 
SO-DIMM up to 8 GB

1 x 204-pin DDR3L 1866 
SO-DIMM up to 8 GB

2 x 204-pin DDR3L 1600MHz 
SO-DIMM or 204-pin DDR3L 
1333MHz SO-DIMM up to 4 

GB (Processor E3845 & J1900 
only support 1333MHz)

2 x 204-pin DDR3L 1066MHz 
SO-DIMM (for Bay trail-I 

E3826/E3825/E3815) or 
204-pin DDR3L 1333MHz 

SO-DIMM up to 8 GB
(E3845 & J1900 only 

support 1333MHz) 

Expansion 8 x PCIex1 8 x PCIex1 8 x PCIex1 8 x PCIex1 8 x PCIex1 8 x PCIex1 4 x PCIex1
7 x PCIex1, 
1 x PCIex16

1 x PCIex4 3 x PCIex1 3 x PCIex1

USB 8 x USB 2.0, 
4 x USB 3.0

8 x USB 2.0, 
4 x USB 3.0

8 x USB 2.0, 
4 x USB 3.0

8 x USB 2.0, 
4 x USB 3.0

8 x USB 2.0, 
4 x USB 3.0

8 x USB 2.0, 
4 x USB 3.0

8 x USB 2.0, 
2 x USB 3.0

8 x USB 2.0, 
1 x USB 3.0

6 x USB 2.0, 2 x USB 3.0 8 x USB 2.0, 4 x USB 3.0 7 x USB 2.0, 1 x USB 3.0

SATA 4 x SATA III 4 x SATA III 3 x SATA III 4 x SATA III 4 x SATA III 4 x SATA III 4 x SATA III 2 x SATA II, 2 x SATA III 2 x SATA III 2 x SATA III 2 x SATA II

COM Port 2 x UART 2 x UART 2 x UART 2 x UART 2 x UART 2 x UART 2 x UART N/A  N/A 1 x UART 2 x UART 1 x UART

MIO
1 x SMBus, 

1 x LPC, 
1 x I2C

1 x SMBus, 
1 x LPC, 
1 x I2C

1 x SMBus, 
1 x LPC, 1 x I2C,

1 x SPI

1 x SMBus, 
1 x LPC, 
1 x I2C

1 x SMBus, 
1 x LPC, 
1 x I2C

1 x SMBus, 
1 x LPC, 1 x I2C,

1 x SPI

1 x LPC, 
1 x SMBus, 

1 x I2C

1 x SMBus, 
1 x LPC

1 x LPC, 1 x SMBus
1 x LPC, 1 x SMBus, 

1 x I2C
1 x LPC, 1 x SMBus, 1 x I2C

Display Chipset Intel® Kabylake SoC 
integrated Graphics

Intel® Kabylake SoC 
integrated Graphics

Intel® Kabylake SoC 
integrated Graphics

Intel® Valleyview SoC 
integrated Graphics

Intel® Valleyview SoC 
integrated Graphics

Intel® Skylake 
Processor integrated 

Graphics

Intel® GT2 
Integrated 
Graphics

 Intel® QM87 
Chipset Integrated

Apollo lake SoC 
integrated Graphics

Apollo lake SoC 
integrated Graphics

Intel® Valleyview SoC integrated Graphics

Display VGA, LVDS, DDI VGA, LVDS, DDI VGA, LVDS, DDI VGA, LVDS, DDI VGA, LVDS, DDI VGA, LVDS, DDI VGA, LVDS, DDI
DDI+VGA, DDI+LVDS, 

VGA+LVDS
LVDS/DDI VGA/ LVDS/ HDMI/ DP VGA, LVDS, DDI VGA, LVDS, DDI

Audio Intel® High 
Definition Audio

Intel® High 
Definition Audio

Intel® High 
Definition Audio

Intel® High 
Definition Audio

Intel® High 
Definition Audio

Intel® High 
Definition Audio

Intel® Broadwell SoC inte-
grated 

 Intel® QM87 
Chipset Integrated

Intel® High 
Definition Audio

Intel® High 
Definition Audio

Intel® Valleyview SoC integrated  

Ethernet 1 x Intel®I219LM 1 x Intel®I219LM 1 x Intel®I219LM 1 x Intel®I219LM 1 x Intel®I219LM 1 x Intel® I219LM 1 x Intel® I218LM 1 x Intel® I211AT 1 x Intel® WGI211AT 1 x Intel® WGI211AT 1 x Intel® I211AT

Power Requirement +9V ~ +19V +9V ~ +19V +9V ~ +19V +9V ~ +19V +9V ~ +19V
+9 (-5%)~ +19V (+5%), 

VSB: 5V(±5%) 
+9V ~ +19V +9V ~ +19V +4.75V ~ +20V +9V ~ +19V +9V ~ +19V

Operating Temperature 0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

-20°C ~ 80°C (-4°F ~ 
176°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C (32°F ~ 140°F) (Standard)
-40°C ~ 85°C (-40°F ~ 185°F) (Extended)

Dimension (L x W) 5” x 3.7” 
(125mm x 95mm)

5” x 3.7” 
(125mm x 95mm)

3.7” x 3.7” 
(95mm x 95mm)

5” x 3.7” 
(125mm x 95mm)

5” x 3.7” 
(125mm x 95mm)

3.7” x 3.7” 
(95mm x 95mm)

3.7” x 3.7” 
(95mm x 95mm)

5” x 3.7” 
(125mm x 95mm)

3.31” x 2.17” 
(84mm x 55mm)

3.7” x 3.7” 
(95mm x 95mm) 

3.7” x 3.7” 
(95mm x 95mm)  

5” x 3.7” 
(125mm x 95mm)

Certification CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B
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 COM Express 模块   ECOM Express 模块
Model Number ESM-KBLH ESM-KBLA ESM-KBLU ESM-SKLH ESM-SKLA ESM-SKLU ESM-BDW ESM-QM87/QM87R ESM-APLM ESM-APLC ESM-BYT2 ESM-BYT

Processor 7th Gen Intel® Core™ 
i7/i5/i3 processor

7th Generation Intel® 
Xeon® E3-1505M v6/ 

E3-1505L v6 processor

7th Gen Intel® Core™ 
i7/i5/i3/Celeron® 

processor

6th Gen Intel® Core™ 
i7/i5/i3 processor

6th Gen Intel® Xeon®/
Core™ i3 processor

6th Gen Intel® Core™ 
i7/i5/i3/

Celeron® processor

5th Gen Intel® Core™ i7/i5/i3 
Processor 

4th Gen Intel® Core™ i7/i5/i3 
processor

Intel® Pentium®/
Celeron® SoC

Processor

Intel® Pentium®/
Celeron® SoC

Processor
Intel® Atom™/Celeron® processor

System Memory

2 x 260-pin DDR4 
2400/2133MHz 

SO-DIMM 
up to 32GB

2 x 260-pin DDR4 
2400/2133MHz 

SO-DIMM
up to 32 GB

2 x 260-pin DDR4 
2133MHz SO-DIMM 

up to 32GB

2 x 260-pin DDR4 
SO-DIMM

up to 32GB

2 x 260-pin SODIMM 
DDR4 SDRAM slot 

up to 32GB, CM236 
Support ECC Function

2 x 260-pin SO-DIMM 
DDR4 2133 SDRAM slot 

up to 32 GB 

2 x 204-pin 
DDR3L 1600MHz 

SO-DIMM 
up to 16 GB

2 x 204-pin DDR3 
1333/1600MHz SO-DIMM or 

204-pin DDR3L 1600MHz 
SO-DIMM 

up to 16 GB 

1 x 204-pin DDR3L 1866 
SO-DIMM up to 8 GB

1 x 204-pin DDR3L 1866 
SO-DIMM up to 8 GB

2 x 204-pin DDR3L 1600MHz 
SO-DIMM or 204-pin DDR3L 
1333MHz SO-DIMM up to 4 

GB (Processor E3845 & J1900 
only support 1333MHz)

2 x 204-pin DDR3L 1066MHz 
SO-DIMM (for Bay trail-I 

E3826/E3825/E3815) or 
204-pin DDR3L 1333MHz 

SO-DIMM up to 8 GB
(E3845 & J1900 only 

support 1333MHz) 

Expansion 8 x PCIex1 8 x PCIex1 8 x PCIex1 8 x PCIex1 8 x PCIex1 8 x PCIex1 4 x PCIex1
7 x PCIex1, 
1 x PCIex16

1 x PCIex4 3 x PCIex1 3 x PCIex1

USB 8 x USB 2.0, 
4 x USB 3.0

8 x USB 2.0, 
4 x USB 3.0

8 x USB 2.0, 
4 x USB 3.0

8 x USB 2.0, 
4 x USB 3.0

8 x USB 2.0, 
4 x USB 3.0

8 x USB 2.0, 
4 x USB 3.0

8 x USB 2.0, 
2 x USB 3.0

8 x USB 2.0, 
1 x USB 3.0

6 x USB 2.0, 2 x USB 3.0 8 x USB 2.0, 4 x USB 3.0 7 x USB 2.0, 1 x USB 3.0

SATA 4 x SATA III 4 x SATA III 3 x SATA III 4 x SATA III 4 x SATA III 4 x SATA III 4 x SATA III 2 x SATA II, 2 x SATA III 2 x SATA III 2 x SATA III 2 x SATA II

COM Port 2 x UART 2 x UART 2 x UART 2 x UART 2 x UART 2 x UART 2 x UART N/A  N/A 1 x UART 2 x UART 1 x UART

MIO
1 x SMBus, 

1 x LPC, 
1 x I2C

1 x SMBus, 
1 x LPC, 
1 x I2C

1 x SMBus, 
1 x LPC, 1 x I2C,

1 x SPI

1 x SMBus, 
1 x LPC, 
1 x I2C

1 x SMBus, 
1 x LPC, 
1 x I2C

1 x SMBus, 
1 x LPC, 1 x I2C,

1 x SPI

1 x LPC, 
1 x SMBus, 

1 x I2C

1 x SMBus, 
1 x LPC

1 x LPC, 1 x SMBus
1 x LPC, 1 x SMBus, 

1 x I2C
1 x LPC, 1 x SMBus, 1 x I2C

Display Chipset Intel® Kabylake SoC 
integrated Graphics

Intel® Kabylake SoC 
integrated Graphics

Intel® Kabylake SoC 
integrated Graphics

Intel® Valleyview SoC 
integrated Graphics

Intel® Valleyview SoC 
integrated Graphics

Intel® Skylake 
Processor integrated 

Graphics

Intel® GT2 
Integrated 
Graphics

 Intel® QM87 
Chipset Integrated

Apollo lake SoC 
integrated Graphics

Apollo lake SoC 
integrated Graphics

Intel® Valleyview SoC integrated Graphics

Display VGA, LVDS, DDI VGA, LVDS, DDI VGA, LVDS, DDI VGA, LVDS, DDI VGA, LVDS, DDI VGA, LVDS, DDI VGA, LVDS, DDI
DDI+VGA, DDI+LVDS, 

VGA+LVDS
LVDS/DDI VGA/ LVDS/ HDMI/ DP VGA, LVDS, DDI VGA, LVDS, DDI

Audio Intel® High 
Definition Audio

Intel® High 
Definition Audio

Intel® High 
Definition Audio

Intel® High 
Definition Audio

Intel® High 
Definition Audio

Intel® High 
Definition Audio

Intel® Broadwell SoC inte-
grated 

 Intel® QM87 
Chipset Integrated

Intel® High 
Definition Audio

Intel® High 
Definition Audio

Intel® Valleyview SoC integrated  

Ethernet 1 x Intel®I219LM 1 x Intel®I219LM 1 x Intel®I219LM 1 x Intel®I219LM 1 x Intel®I219LM 1 x Intel® I219LM 1 x Intel® I218LM 1 x Intel® I211AT 1 x Intel® WGI211AT 1 x Intel® WGI211AT 1 x Intel® I211AT

Power Requirement +9V ~ +19V +9V ~ +19V +9V ~ +19V +9V ~ +19V +9V ~ +19V
+9 (-5%)~ +19V (+5%), 

VSB: 5V(±5%) 
+9V ~ +19V +9V ~ +19V +4.75V ~ +20V +9V ~ +19V +9V ~ +19V

Operating Temperature 0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

-20°C ~ 80°C (-4°F ~ 
176°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

0°C ~ 60°C (32°F ~ 140°F) (Standard)
-40°C ~ 85°C (-40°F ~ 185°F) (Extended)

Dimension (L x W) 5” x 3.7” 
(125mm x 95mm)

5” x 3.7” 
(125mm x 95mm)

3.7” x 3.7” 
(95mm x 95mm)

5” x 3.7” 
(125mm x 95mm)

5” x 3.7” 
(125mm x 95mm)

3.7” x 3.7” 
(95mm x 95mm)

3.7” x 3.7” 
(95mm x 95mm)

5” x 3.7” 
(125mm x 95mm)

3.31” x 2.17” 
(84mm x 55mm)

3.7” x 3.7” 
(95mm x 95mm) 

3.7” x 3.7” 
(95mm x 95mm)  

5” x 3.7” 
(125mm x 95mm)

Certification CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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  SOM 载板
Model Number EEV-EX15 EEV-EX14 EEV-EX62

USB 8 x USB 2.0, 
2 x USB 3.0 (2 USB External)

8 x USB 2.0, 
4 x USB 3.0 (4 USB External)

COM Express Type6 to Type 2 Adapter, 
with on board PCIe-to-PATA Converter  & 

PCIe-to-PCI Bridge

SATA 2 x SATA III (On Board) 4 x SATA II (On Board)

COM Port N/A

1 x RS-232/422/485, 
1 x RS-232, 1 x LPT

(1xRS232/422/485 external, 
1xRS232 on board)

Video

1 x Display Port,   
1 x HDMI, 
1 x LVDS

(1 x LVDS on board)

1 x Display Port, 
1 x VGA, 1 x HDMI, 

1 x LVDS
(1 x LVDS on board)

Other 1 x LAN
1 x PS2/ KB & MS, 
1 x SDIO, 2 x LAN

DIO 1 x 8bit GPIO 1 x 8bit GPIO

MIO N/A 1 x IrDA

Expansion

1 x PCIex4
1 x IET

1 x SDIO/DIO (optional, depend on 
module board)

1 x PCIex16, 
1 x PCIex4, 
1 x PCIex1, 

1 x Express Card, 
1 x Mini PCIe

Audio Mic-In and Line-Out Mic-In, Line-In and Line-Out

Power Requirement ATX AT/ATX

Operating Temperature 0°C ~ 60°C
(32°F ~ 140°F)

0°C ~ 60°C 
(32°F ~ 140°F)

Dimension (L x W) 6.7” x 6.7”
(170mm x 170mm)

9.6” x 9.6” 
(243.84mm x 243.84mm)

5” x 3.7” 
(125mm x 95mm)

Certification CE, FCC Class B CE, FCC Class B CE, FCC Class B
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 外围设备和配件
Embedded Peripherals Description 

1 Power Board
EPM-1718  60W DC to DC Marine Power Module

EPM-1715  Super Cap Power Module

2 Display Board
EPM-1525  VGA/DVI to TTL/LVDS Scalar Module

EPM-1530  18/24 bit LVDS Receiver Module

Accessories Description 

3 Industrial Flash Storage
Flash Disk: HDD/SSD 
Flash Card: CF/CFAST
Flash Module: mSATA/SATA DOM 

4 Industrial DRAM Module
- Type: DDR2~DDR4 
- Capacity:1GB~16GB
- Wide temperature

5 CANBus Module
- Form Factor :mPCIe
- Dual Channel CAN 2.0B
- Wide temperature :-40° to 85°C 

6 Wi-Fi Module
- Form Factor: mPCIe/ M.2
- Bluetooth supported

7 3G/4G Module 3G/ 4G Wireless Ublox Mini PCIe module (3G Plus GPS)

8 Capture Card Mini SDI/HDV capture card w/H.264 High Profile encoding

9 Mini LAN Port 2-port 10/100/1000 Ethernet board

10 Power Adapter AC DC Adapter 60W/84W/120W

11 Microsoft Windows 
Embedded OS

Avalue provides Embedded Software to customers who 
integrated Avalue’s hardware products.
Windows Embedded Stardard 7/8
Window 10 IoT Enterprise

EPM-1718
60W DC to DC Marine Power Module

• 60W Marine Power Board w/IEC 60945 Certified 
• Wide DC Input Range: +9~36Vdc; DC Output: +12Vdc
• Supports Over voltage/current protection
• Input to Output Isolation: 1500Vdc
• Operating Temprature Range: -40°C ~ 85°C
• Efficiency up to 92.8%
• Dimension:100mm x 80mm

EPM-1715
Supercap Power Module

• 400F Super-Cap 4-Cell 12V AT Power Module, 6-cell and 
8-cell model with Super-Cap pack board combined

• Recharging for 400,000 ~ 500,000 Times
• Max. Output Power 80W
• Operation Temp: 0°C ~ 65°C

5

8

9

10

11

4

2

3

1 7

6

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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Qseven
解决方案   Qseven 载板

Model Number EEV-Q702 REV-Q703 (A/B)

USB
4 x USB 2.0, 1 x USB 3.0

(4 x USB on board, 
1 x USB 3.0 external)

4 x USB 2.0, 2 x USB 3.0
(2 x USB on board, 2 x USB 3.0/ 

1 x USB external)

SATA 2 x SATA II (On Board) 2 x SATA (On board)

COM Port 1 x UART
(1 x UART External)

1 x RS-232

Video
1 x HDMI, 1 x Display Port, 

1 x LVDS
(1 x eDP, 1 x LVDS on board)

1 x HDMI, 1 x LVDS, 1 x DP, 1 x eDP 
(1 x LVDS & 1 x eDP on board)

Other

1 x SDIO,
1 x LAN, 
1 x SPI, 
1 x LPC

External I/O Connector
1 x Ethernet, 1 x SD socket, 

3 x Audio phone jack
Internal I/O connector

1 x GPIO, 1 x PCIe x1, 
1 x mPCIe, 1 x SPI, 
1 x CAN, 1 x LPC,

1 x JFP (Miscellaneous Setting 
Connector), 

1 x PWM CPU Fan Header
1 x PWR Header

DIO 1 x 16bit GPIO 1 x 16 bit GPIO

MIO 1 x SD socket
1 x SD socket for version A

1 x Micro SD socket for version B

Expansion 1 x PCIex1, 
1 x Mini PCIe Supports SIM Card

1 x Mini PCIe Supports SIM Card

Audio Chipset Realtek ALC892 ALC892/ WM8962

Audio Interface Mic-In, Line-In, Line-Out Mic-In, Line-In, Line-Out

Power Requirement ATX DC +12V

Operating Temperature -40°C ~ 85°C 
(-40°F ~ 185°F)

-40°C ~ 85°C 
(-40°F ~ 185°F)

Dimension (L x W) 6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

Certification CE, FCC Class B CE, FCC Class B
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Qseven
解决方案   Qseven 模块

Model Number EQM-APL EQM-BYT EQM-BYT2 RQM-IMX6

Processor Intel® Pentium®/ Celeron® processor
Intel® Atom™/ Celeron® 

processor
Intel® Atom™ Processor

(E3825/ E3845) 
NXP i.MX 6 Solo/ Quard

System Memory

Onboard DDR3L 4GB, 
up to 8GB

E3900 series support ECC 
(Factory option)

Onboard DDR3L 2GB 
up to 4 GB

(Processor E3845 only 
support 1333MHz) 

2GB DDR3 (E3825)
4GB DDR3 (E3845)

1GB RAM (Solo)
1GB RAM (Quad)

1GB RAM (Quad Plus)

Expansion 3 x PCIex1 3 x PCIex1 3 x PCIex1 3 x PCIex1

USB 6 x USB 2.0, 2 x USB 3.0 5 x USB 2.0, 1 x USB 3.0 5 x USB 2.0, 1 x USB 3.0 4 x USB 2.0 , 1 x USB OTG

SATA 2 x SATA III 2 x SATA II  2 x SATA II 1 x SATA II (Quad only)

UART 1 x UART 1 x UART 1 x UART 1 x UART

MIO 1 x SMBus, 1 x LPC, 1 x I2C, 1 x SPI 1 x LPC, 1 x SMBus, 1 x I2C 1 x LPC, 1 x SMBus, 1 x I2C 3 x I2C

Display Chipset Apollo lake SoC integrated Graphics
Intel® Valleyview SoC 
integrated Graphics

Intel® Valleyview SoC 
integrated Graphics

NXP

Display (HDMI or DP) + (eDP or LVDS) DDI (HDMI or DP) + LVDS DDI (HDMI or DP) + LVDS 1 x HDMI/ LVDS

Audio Intel® Apollo lake SoC integrated Intel® Valleyview SoC integrated Intel® Valleyview SoC integrated Supports I²C interface

Ethernet Chipset

1 x Intel® I210
(N4200/N3350) Industrial

1 x Intel® I211
(N4200/N3350) commercial

1 x Intel® I210
(E3900 series) Industrial

1 x Intel® I211 (commercial)
1 x Intel® I210 for Industrial

1 x Intel® I211 for commercial
1 x KSZ9031

Power Requirement +5V +5V +5V +5V

Others N/A N/A N/A Support Mipi CSI Camera

Operating Temperature 0°C ~ 70°C (32°F ~ 140°F) (Standard)
-20°C ~ -70°C (-4°F ~ 158°F)

0°C ~ 60°C (32°F ~ 140°F) (Standard)
0°C ~ 60°C (32°F ~ 140°F) (Standard)

-40°C ~ 85°C (-40°F ~ 185°F) 
(Extended)

0°C ~ 60°C (32°F ~ 140°F) (Standard)
-40°C ~ 85°C (-40°F ~ 185°F)

(Extended)

Dimension (L x W) 2.8” x 2.8” (70mm x 70mm) 2.8” x 2.8” (70mm x 70mm) 2.8” x 2.8” (70mm x 70mm) 2.8” x 2.8” (70mm x 70mm) 

Certification CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B

Software Support
Win 10
Linux

Android

Win 10
Win 7
Win 8
Linux

Ubuntu 12.04 
Win 7/ 8.1/ 10

Android 6.0
Yocto 2.1

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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 ATX 主板   Micro ATX 主板   Pico ITX 主板 
Model Number EAX-C246P EAX-Q170KP (C236KP) EAX-Q170P EAX-H110KP EAX-H81P Model Number ERX-H110KP ERX-C236KP ERX-H110 EPX-APLP

Processor

Intel® LGA1151 Socket 
Supports 8th Gen. Intel® 

Xeon®(Workstation)/Core™, 
Pentium®/Celeron® Processors 

(Max. TDP at 95W)

Intel® LGA1151 Socket 
Supports 6/7th Gen. Core™, 

Pentium®/Celeron® Processors 
(Max. TDP at 95W)

*C236KP support Intel® Xeon® 
(Workstation)

Intel® LGA1151 Socket 
Supports 6th Gen. Core™, 

Pentium®/Celeron® Processors 
(Max. TDP at 95W)

Intel® LGA1151 Socket 
Supports 6/7th Gen. Core™, 

Pentium®/Celeron® Processors 
(Max. TDP at 95W)

   Intel® LGA1150 Socket 
Supports 4th Gen. Core™ 

Refresh, Pentium®/Celeron® 
Processors (Max. TDP at 95W)

Processor
Intel® LGA1151 Socket Supports 

6/7th Gen. Core™ /Pentium®/Celeron® 
Processors (Max. TDP at 95W)

Intel® LGA1151 Socket 
Supports 6/7th Gen. Intel® 
Xeon®(Workstation)/Core™, 

Pentium®/Celeron® Processors 
(Max. TDP at 95W)

Intel® LGA1151 Socket Supports 
6th Gen. Core™,Pentium®/Celeron® 

Processors (Max. TDP at 95W)

Intel® Celeron® N3350/
Pentium® N4200 Processor

System Chipset Intel® C246 Chipset Intel® Q170 Chipset 
(Co-lay C236 Chipset) Intel® Q170 Chipset Intel® H110 Chipset Intel® H81 Chipset System Chipset Intel® H110 Chipset Intel® C236 Chipset Intel® H110 Chipset N/A

System Memory

4 x 288-pin DDR4 
2400/2666MHz DIMM 
supports up to 64GB

(ECC memory supported 
by CPU)

4 x 288-pin DDR4 
2400MHz DIMM

supports up to 64GB
*C236: (ECC memory 
supported by CPU)

4 x 288-pin DDR4 
2400MHz DIMM

supports up to 64GB

2 x 288-pin DDR4 2400MHz 
DIMM supports up to 32GB

2 x 240-pin DDR3 
1333/1600MHz DIMM socket, 

supports up to 16GB Max
System Memory

2 x 288-pin DDR4 
2400MHz DIMM

supports up to 32GB

4 x 288-pin DDR4 2400MHz DIMM 
supports up to 64GB

(ECC memory supported by CPU)

2 x 288-pin DDR4 
2400MHz DIMM

supports up to 32GB

1 x 204-pin DDR3L 1600 & 
1333MHz SO-DIMM supports 

up to 8 GB

Expansion
1 x PCI,  2 x PCI-e x 16, 

1 x PCI-e x 4, 3 x PCI-e x 1, 
1 x M.2 M-Key, 1 x M.2 A-Key

4 x PCI, 1 x PCI-e x 16 
1 x PCI-e x 4, 1 x PCI-e x 1 

1 x M.2 A-key, 1 x SIM card slot, 
1 x Full/Half Size Mini-PCIe

4 x PCI, 1 x PCI-e x 16 
1 x PCI-e x 4, 1 x PCI-e x 1 

1 x M.2 A-key, 1 x SIM card slot, 
1 x Full/Half Size Mini-PCIe 

4 x PCI, 1 x PCI-e x 16, 
2 x PCI-e x 4

4 x PCI, 1 x PCI-e x 16, 
1 x PCI-e x2, 1 x PCI-e x1 Expansion

1 x PCI-e x 16, 3 x PCI-e x 1, 
1 x M.2 A-key, 1 x SIM card slot, 

1 x Full/Half Size Mini-PCIe

1 x PCI-e x 16, 1 x PCI-e x 4, 
2 x PCI, 1 x SIM card slot, 

1 x Full Size Mini-PCIe

1 x PCI-e x 16, 2 x PCI-e x 1, 
1 x M.2 M-key

1 x PCI-e x1
1 x M.2 B-key, 
1 x M.2 A-key, 

1 x SIM card slot

Display Intel® 8th Gen. CPU Integrated
VGA + HDMI + DP

Intel® 6/7th Gen. CPU 
Integrated 

VGA + HDMI + DP

Intel® 6th Gen. CPU Integrated 
VGA + HDMI + DP 

Intel® 6/7th Gen. CPU 
Integrated

VGA + HDMI + DP

Intel® 4th Gen. CPU Integrated
VGA + HDMI + DP Display

Intel® 6/7th Gen. 
CPU Integrated

HDMI + VGA, HDMI + DP, 
VGA + DP

Intel® 6/7th Gen. 
CPU Integrated

HDMI + HDMI, HDMI + VGA, 
VGA + HDMI

Intel® 6th Gen. CPU Integrated
HDMI + DVI-D

Intel® Atom™/ Celeron® SoC 
Integrated Graphics 

HDMI + LVDS, HDM/DPI + DP, 
HDMI + LVDS

Resolution

VGA: 2048 x 1536 @ 60 Hz 
 HDMI: 3840 x 2160 @ 30 Hz, 

2560 x 1600@ 30 Hz 
 DP: 4096 x 2304 @ 60Hz

VGA: 2048 x 1536 @ 50Hz 
HDMI: 4096 x 2160 @ 24Hz, 

2560 x 1600@ 60Hz
DP: 4096 x 2304 @ 60Hz

VGA: 2048 x 1536 @ 50Hz 
HDMI: 4096 x 2160 @ 24Hz, 

2560 x 1600@ 60Hz
DP: 4096 x 2304 @ 60Hz

VGA: 2048 x 1536 @ 50 Hz 
 HDMI: 4096 x 2160 @ 24 Hz, 

2560 x 1600 @ 60 Hz
 DP: 4096 x 2304 @ 60Hz

VGA: 2048 x 1536 @ 60 Hz
HDMI: 3840 x 2160 @ 30 Hz, 

2560 x 1600@ 30 Hz
DP: 3840x2160@60Hz

Resolution

VGA: 2048 x 1536 @ 50Hz 
HDMI: 4096 x 2160 @ 24Hz, 

2560 x 1600@ 60Hz
DP: 4096 x 2304 @ 60Hz

VGA: 2048 x 1536 @ 50Hz
HDMI 1.4: 4096 x 2160 @ 24Hz, 

2560 x 1600@60Hz

HDMI 1.4: 4096 x 2160 @ 24Hz, 
2560 x 1600 @ 60Hz 

DVI-D: 1920 x 1080 @ 60Hz

HDMI 1.4b: 3840 x 2160 @ 30Hz, 
2560 x 1600 @ 30Hz

LVDS: 1920 x 1800 @ 60Hz
2 x DP 1.2a: 4096 x 2160 @ 60Hz 

(1 x HDMI/DP, 1 x DP)

Audio
Realtek ALC892 

Mic-in, Line-in, Line-out
1 x 6W Audio Amplifier

Realtek ALC892 
Mic-in, Line-in, Line-out
2 x 6W Audio Amplifier 

Realtek ALC892 
Mic-in, Line-in, Line-out
2 x 6W Audio Amplifier 

Realtek ALC892
Line-in, Mic-in, Line-out

1 x 2W Amplifier

Realtek ALC892
Line-in, Mic-in, Line-out

1 x 3W Amplifier
Audio

Realtek ALC892 
Mic-in, Line-in, Line-out
2 x 6W Audio Amplifier

Realtek ALC662 
Line-in, Mic-in, Line-out

2 x 3W Amplifier

Realtek ALC662 
Mic-in, Line-in, Line-out

Realtek ALC662 supports 2-CH
Mic-in, Line-out

2 x 3W Audio Amplifier

Ethernet 1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
 1 x Intel® I211AT 2 x Intel® I211AT Ethernet 1 x Intel® I219LM

1 x Intel® I211AT
1 x Intel® I219LM
3 x Intel® I211AT 1 x RTL8111GS 2 x Intel® I211AT

USB/SATA/COM/LAN 13/6/10/2 12/6/6/2 12/6/6/2 10/4/10/2 13/4/10/2 USB/SATA/COM/LAN 8/4/6/2 13/6/10/4 10/4/1/1 6/1/6/2

Power Requirement +12V/+5V/5VSB/+3.3V/-12V +12V/+5V/5Vsb/+3.3V/-12V +12V/+5V/5Vsb/+3.3V/-12V +12V/+5V/5VSB/+3.3V/-12V +12V/+5V/5VSB/+3.3V/-12V Power Requirement +12V/+5V/5Vsb/+3.3V/-12V +12V/+5V/5VSB/+3.3V/-12V +12V/+5V/5Vsb/+3.3V/-12V +12V

Power Type AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX Power Type AT/ATX AT/ATX AT/ATX ATX 

Operating Temp. 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) Operating Temp. 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F)

Dimension (L x W) 12” x 9.6” 
(304.8mm x 243.84mm)

12” x 9.6” 
(304.8mm x 243.84mm)

12” x 9.6”
(304.8mm x 243.84mm)

12” x 9.6”
(304.8mm x 243.84mm)

12” x 9.6” 
(304.8mm x 243.84mm) Dimension (L x W) 9.6” x 9.6” 

(243.84mm x 243.84mm)
9.6” x 9.6” 

(243.84mm x 243.84mm)
9.6” x 7.5” 

(243.84mm x 190mm)
3.93” x 2.83” 

(100mm x 72mm)

Weight 1.32lbs (0.6kg) 1.32lbs (0.6kg) 1.32lbs (0.6kg) 1.32lbs (0.6kg) 1.32lbs (0.6kg) Weight 1.35lbs (0.6kg) 1.35lbs (0.6kg) 1.35lbs (0.5kg) 0.88lbs (0.4Kg)
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 ATX 主板   Micro ATX 主板   Pico ITX 主板 
Model Number EAX-C246P EAX-Q170KP (C236KP) EAX-Q170P EAX-H110KP EAX-H81P Model Number ERX-H110KP ERX-C236KP ERX-H110 EPX-APLP

Processor

Intel® LGA1151 Socket 
Supports 8th Gen. Intel® 

Xeon®(Workstation)/Core™, 
Pentium®/Celeron® Processors 

(Max. TDP at 95W)

Intel® LGA1151 Socket 
Supports 6/7th Gen. Core™, 

Pentium®/Celeron® Processors 
(Max. TDP at 95W)

*C236KP support Intel® Xeon® 
(Workstation)

Intel® LGA1151 Socket 
Supports 6th Gen. Core™, 

Pentium®/Celeron® Processors 
(Max. TDP at 95W)

Intel® LGA1151 Socket 
Supports 6/7th Gen. Core™, 

Pentium®/Celeron® Processors 
(Max. TDP at 95W)

   Intel® LGA1150 Socket 
Supports 4th Gen. Core™ 

Refresh, Pentium®/Celeron® 
Processors (Max. TDP at 95W)

Processor
Intel® LGA1151 Socket Supports 

6/7th Gen. Core™ /Pentium®/Celeron® 
Processors (Max. TDP at 95W)

Intel® LGA1151 Socket 
Supports 6/7th Gen. Intel® 
Xeon®(Workstation)/Core™, 

Pentium®/Celeron® Processors 
(Max. TDP at 95W)

Intel® LGA1151 Socket Supports 
6th Gen. Core™,Pentium®/Celeron® 

Processors (Max. TDP at 95W)

Intel® Celeron® N3350/
Pentium® N4200 Processor

System Chipset Intel® C246 Chipset Intel® Q170 Chipset 
(Co-lay C236 Chipset) Intel® Q170 Chipset Intel® H110 Chipset Intel® H81 Chipset System Chipset Intel® H110 Chipset Intel® C236 Chipset Intel® H110 Chipset N/A

System Memory

4 x 288-pin DDR4 
2400/2666MHz DIMM 
supports up to 64GB

(ECC memory supported 
by CPU)

4 x 288-pin DDR4 
2400MHz DIMM

supports up to 64GB
*C236: (ECC memory 
supported by CPU)

4 x 288-pin DDR4 
2400MHz DIMM

supports up to 64GB

2 x 288-pin DDR4 2400MHz 
DIMM supports up to 32GB

2 x 240-pin DDR3 
1333/1600MHz DIMM socket, 

supports up to 16GB Max
System Memory

2 x 288-pin DDR4 
2400MHz DIMM

supports up to 32GB

4 x 288-pin DDR4 2400MHz DIMM 
supports up to 64GB

(ECC memory supported by CPU)

2 x 288-pin DDR4 
2400MHz DIMM

supports up to 32GB

1 x 204-pin DDR3L 1600 & 
1333MHz SO-DIMM supports 

up to 8 GB

Expansion
1 x PCI,  2 x PCI-e x 16, 

1 x PCI-e x 4, 3 x PCI-e x 1, 
1 x M.2 M-Key, 1 x M.2 A-Key

4 x PCI, 1 x PCI-e x 16 
1 x PCI-e x 4, 1 x PCI-e x 1 

1 x M.2 A-key, 1 x SIM card slot, 
1 x Full/Half Size Mini-PCIe

4 x PCI, 1 x PCI-e x 16 
1 x PCI-e x 4, 1 x PCI-e x 1 

1 x M.2 A-key, 1 x SIM card slot, 
1 x Full/Half Size Mini-PCIe 

4 x PCI, 1 x PCI-e x 16, 
2 x PCI-e x 4

4 x PCI, 1 x PCI-e x 16, 
1 x PCI-e x2, 1 x PCI-e x1 Expansion

1 x PCI-e x 16, 3 x PCI-e x 1, 
1 x M.2 A-key, 1 x SIM card slot, 

1 x Full/Half Size Mini-PCIe

1 x PCI-e x 16, 1 x PCI-e x 4, 
2 x PCI, 1 x SIM card slot, 

1 x Full Size Mini-PCIe

1 x PCI-e x 16, 2 x PCI-e x 1, 
1 x M.2 M-key

1 x PCI-e x1
1 x M.2 B-key, 
1 x M.2 A-key, 

1 x SIM card slot

Display Intel® 8th Gen. CPU Integrated
VGA + HDMI + DP

Intel® 6/7th Gen. CPU 
Integrated 

VGA + HDMI + DP

Intel® 6th Gen. CPU Integrated 
VGA + HDMI + DP 

Intel® 6/7th Gen. CPU 
Integrated

VGA + HDMI + DP

Intel® 4th Gen. CPU Integrated
VGA + HDMI + DP Display

Intel® 6/7th Gen. 
CPU Integrated

HDMI + VGA, HDMI + DP, 
VGA + DP

Intel® 6/7th Gen. 
CPU Integrated

HDMI + HDMI, HDMI + VGA, 
VGA + HDMI

Intel® 6th Gen. CPU Integrated
HDMI + DVI-D

Intel® Atom™/ Celeron® SoC 
Integrated Graphics 

HDMI + LVDS, HDM/DPI + DP, 
HDMI + LVDS

Resolution

VGA: 2048 x 1536 @ 60 Hz 
 HDMI: 3840 x 2160 @ 30 Hz, 

2560 x 1600@ 30 Hz 
 DP: 4096 x 2304 @ 60Hz

VGA: 2048 x 1536 @ 50Hz 
HDMI: 4096 x 2160 @ 24Hz, 

2560 x 1600@ 60Hz
DP: 4096 x 2304 @ 60Hz

VGA: 2048 x 1536 @ 50Hz 
HDMI: 4096 x 2160 @ 24Hz, 

2560 x 1600@ 60Hz
DP: 4096 x 2304 @ 60Hz

VGA: 2048 x 1536 @ 50 Hz 
 HDMI: 4096 x 2160 @ 24 Hz, 

2560 x 1600 @ 60 Hz
 DP: 4096 x 2304 @ 60Hz

VGA: 2048 x 1536 @ 60 Hz
HDMI: 3840 x 2160 @ 30 Hz, 

2560 x 1600@ 30 Hz
DP: 3840x2160@60Hz

Resolution

VGA: 2048 x 1536 @ 50Hz 
HDMI: 4096 x 2160 @ 24Hz, 

2560 x 1600@ 60Hz
DP: 4096 x 2304 @ 60Hz

VGA: 2048 x 1536 @ 50Hz
HDMI 1.4: 4096 x 2160 @ 24Hz, 

2560 x 1600@60Hz

HDMI 1.4: 4096 x 2160 @ 24Hz, 
2560 x 1600 @ 60Hz 

DVI-D: 1920 x 1080 @ 60Hz

HDMI 1.4b: 3840 x 2160 @ 30Hz, 
2560 x 1600 @ 30Hz

LVDS: 1920 x 1800 @ 60Hz
2 x DP 1.2a: 4096 x 2160 @ 60Hz 

(1 x HDMI/DP, 1 x DP)

Audio
Realtek ALC892 

Mic-in, Line-in, Line-out
1 x 6W Audio Amplifier

Realtek ALC892 
Mic-in, Line-in, Line-out
2 x 6W Audio Amplifier 

Realtek ALC892 
Mic-in, Line-in, Line-out
2 x 6W Audio Amplifier 

Realtek ALC892
Line-in, Mic-in, Line-out

1 x 2W Amplifier

Realtek ALC892
Line-in, Mic-in, Line-out

1 x 3W Amplifier
Audio

Realtek ALC892 
Mic-in, Line-in, Line-out
2 x 6W Audio Amplifier

Realtek ALC662 
Line-in, Mic-in, Line-out

2 x 3W Amplifier

Realtek ALC662 
Mic-in, Line-in, Line-out

Realtek ALC662 supports 2-CH
Mic-in, Line-out

2 x 3W Audio Amplifier

Ethernet 1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
 1 x Intel® I211AT 2 x Intel® I211AT Ethernet 1 x Intel® I219LM

1 x Intel® I211AT
1 x Intel® I219LM
3 x Intel® I211AT 1 x RTL8111GS 2 x Intel® I211AT

USB/SATA/COM/LAN 13/6/10/2 12/6/6/2 12/6/6/2 10/4/10/2 13/4/10/2 USB/SATA/COM/LAN 8/4/6/2 13/6/10/4 10/4/1/1 6/1/6/2

Power Requirement +12V/+5V/5VSB/+3.3V/-12V +12V/+5V/5Vsb/+3.3V/-12V +12V/+5V/5Vsb/+3.3V/-12V +12V/+5V/5VSB/+3.3V/-12V +12V/+5V/5VSB/+3.3V/-12V Power Requirement +12V/+5V/5Vsb/+3.3V/-12V +12V/+5V/5VSB/+3.3V/-12V +12V/+5V/5Vsb/+3.3V/-12V +12V

Power Type AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX Power Type AT/ATX AT/ATX AT/ATX ATX 

Operating Temp. 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) Operating Temp. 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F)

Dimension (L x W) 12” x 9.6” 
(304.8mm x 243.84mm)

12” x 9.6” 
(304.8mm x 243.84mm)

12” x 9.6”
(304.8mm x 243.84mm)

12” x 9.6”
(304.8mm x 243.84mm)

12” x 9.6” 
(304.8mm x 243.84mm) Dimension (L x W) 9.6” x 9.6” 

(243.84mm x 243.84mm)
9.6” x 9.6” 

(243.84mm x 243.84mm)
9.6” x 7.5” 

(243.84mm x 190mm)
3.93” x 2.83” 

(100mm x 72mm)

Weight 1.32lbs (0.6kg) 1.32lbs (0.6kg) 1.32lbs (0.6kg) 1.32lbs (0.6kg) 1.32lbs (0.6kg) Weight 1.35lbs (0.6kg) 1.35lbs (0.6kg) 1.35lbs (0.5kg) 0.88lbs (0.4Kg)

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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  Mini ITX 主板   Mini ITX 主板
Model Number EMX-C246P EMX-Q170KP EMX-Q170P EMX-H110KP EMX-H110P EMX-KBLU2P EMX-APLP EMX-SKLUP EMX-SKLGP EMX-BSWP EMX-BYT3 EMX-BYT2 EMX-BSWB

Processor

Intel® LGA1151 Socket 
Supports 8th Gen. Core™ 

i7/ i5/ i3/Pentium®/
Celeron® Processors 
(Max. TDP at 95W)

Intel® LGA1151 
Socket Supports 
6/7th Gen. Core™ 

i7/ i5/ i3/Pentium®/ 
Celeron® Processors 
(Max. TDP at 95W)

Intel® LGA1151 
Socket Supports 
6th Gen. Core™ 

i7/ i5/ i3/Pentium®/ 
Celeron® Processors 
(Max. TDP at 95W)

Intel® LGA1151 
Socket Supports 
6/7th Gen. Core™ 

i7/ i5/ i3/Pentium®/ 
Celeron® Processors 
(Max. TDP at 95W)

Intel® LGA1151 
Socket Supports 
6th Gen. Core™ 

i7/ i5/ i3/Pentium®/ 
Celeron® Processors 
(Max. TDP at 95W)

Onboard 6th/7th Gen. 
Intel® Core™ SoC i7/i5/i3 

& Celeron® BGA Processor

Intel® Pentium® 
Processor N4200 

(2M Cache, up to 2.5 GHz)

Onboard 6th Gen. Intel® 
Core™ & Celeron®

BGA Processor

Onboard 6th Gen. Intel® 
Core™ & Celeron®

BGA Processor

Intel® Celeron® Processor 
N3160

(2M Cache, up to 2.24 GHz) 

Intel® Celeron® Processor 
J1900 (2M Cache, Up to 2.42 

GHz)

Intel® Celeron® 
Processor J1900 

(2M Cache, Up to 2.42 GHz)

Intel® Celeron® Processor 
N3160

(2M Cache, up to 2.24 GHz) 

System Chipset Intel® C246 Chipset Intel® Q170 Chipset Intel® H110 Chipset N/A N/A N/A N/A N/A N/A N/A N/A

System Memory

2 x 288-pin DDR4 
2400/2666MHz 

SO-DIMM supports up 
to 32GB (ECC memory 

supported by CPU)

2 x 260-pin DDR4 2400MHz 
SO-DIMM supports up to 32GB

2 x 260-pin DDR4 2400MHz 
SO-DIMM supports up to 32GB 

2 x 260-pin DDR4 
2133MHz SO-DIMM
supports up to 32GB

2 x 204-pin DDR3L 
1333/1600MHz 

SO-DIMM supports 
up to 16GB

2 x 260-pin DDR4
2133MHz SO-DIMM
supports up to 32GB

2 x 260-pin DDR4 2133 MHz 
SO-DIMM supports up to 

32GB

2 x 204-pin DDR3L 
1600MHz SO-DIMM 
supports up to 8GB

2 x 204-pin DDR3L 1333 MHz 
SO-DIMM supports up to 8GB

2 x 204-pin DDR3L 
1333MHz SO-DIMM 
supports up to 8GB

2 x 204-pin DDR3L 
1600MHz SO-DIMM 
supports up to 8GB

Expansion
1 x PCI-e x 16 
1 x M.2 M-Key
1 x M.2  E-Key

1 x PCI-e x 16 
1 x Full Size Mini PCI-e
1 x Half Size Mini PCI-e

1 x PCI-e x 16
1 x Full Size Mini PCI-e
1 x Half Size Mini PCI-e

1 x PCI-e x 1
1 x M.2 B-Key
1 x M.2 A-Key

1 x PCI-e
2 x Mini PCI-e

1 x SD card slot
1 x SIM card slot

1 x PCI-e x 1
1 x M.2 B-Key,
1 x M.2 A-Key,

1 x SD card slot (Optional)

1 x Mini PCI-e
1 x M.2 A-Key

1 x PCI-e
2 x Mini PCI-e,

1 x SD card slot,
1 x SIM card slot

2 x Mini PCI-e,
 1 x SIM card slot

1 x PCI-e
2 x Mini PCI-e,

1 x SD card slot,
1 x SIM card slot

2 x Mini PCI-e

Display
Intel® 8th Gen. CPU 

integrated
VGA + HDMI + LVDS

Intel® 6/7th Gen. CPU integrated
VGA + LVDS, VGA + HDMI, VGA + DP,
HDMI + LVDS, HDMI + DP, LVDS + DP

Intel® 6/7th Gen. CPU integrated
VGA + LVDS, VGA + HDMI, VGA + DP,
HDMI + LVDS, HDMI + DP, LVDS + DP

Intel® 6th/ 7th  Gen. CPU 
integrated

DP++, HDMI/DP, LVDS

Intel® Atom™/ Pentium® 
SoC Integrated Graphics 
HDMI + LVDS, HDM/DPI 

+ DP, HDMI + LVDS

Intel® 6th Generation CPU 
integrated

Triple Display

Intel® Skylake U SoC
integrated Graphics

Intel® Atom™/ Celeron® SoC 
Integrated Graphics 

HDMI + LVDS, HDMI + VGA,
VGA + LVDS

Intel® Atom™/ Celeron® SoC 
integrated Graphics

HDMI + LVDS, HDMI + VGA,
VGA + LVDS

Intel® Atom™/ Celeron® SoC 
Integrated Graphics 

HDMI + LVDS, HDMI + VGA, 
VGA + LVDS

Intel® Atom™/ Celeron® SoC 
Integrated Graphics 
HDMI + LVDS + VGA

Resolution

VGA: 2048 x 1536 @ 60 Hz 
HDMI: 3840 x 2160 @ 30 
Hz, 2560 x 1600@ 30 Hz 
Dual channel 18/24-bits 

LVDS (Chrontel CH7511B 
eDP to LVDS)- By BOM 

option

VGA: 2048 x 1536 @ 50Hz 
HDMI: 4096 x 2160 @ 24Hz, 

2560 x 1600@ 60Hz
DP: 4096 x 2304 @ 60Hz 

Dual channel 18/24-bits LVDS 
(Chrontel CH7511B eDP to LVDS) 

VGA: 2048 x 1536 @ 50Hz 
HDMI: 4096 x 2160 @ 24Hz, 

2560 x 1600@ 60Hz
DP: 4096 x 2304 @ 60Hz 

Dual channel 18/24-bits LVDS 
(Chrontel CH7511B eDP to LVDS)

1 x HDMI 1.4b: 3840 x 
2160 @ 30 Hz, 2560 x 

1600@ 30 Hz
2 x DP: DisplayPort 1.2a : 

4096x2160 @ 60Hz
(1 x HDMI/DP, 1 x DP++)

2CH 18/24bits LVDS 1920 
x 1080

HDMI 1.4b: 3840 x 2160 
@ 30Hz, 2560 x 1600 
@ 30Hz; LVDS: 1920 x 
1800 @ 60Hz; 2 x DP 
1.2a: 4096x2160 @ 

60Hz 
(1 x HDMI/DP, 1 x DP)

HDMI 1.4b: 3840 x 2160 @ 
30Hz, 2560 x 1600@30Hz
 2 x DP 1.2a: 4096 x 2160 
@ 60Hz (1 x HDMI/DP, 1 x 

DP++), Dual channel 18/24-
bits LVDS, Co-lay eDP 1.3: 
4096x2160 BOM optional

HDMI: 1.4b: 3840 x 2160 @ 
30 Hz, 2560 x 1600@ 30 Hz
VGA: 2048 x 1536 @ 50Hz
Co-lay eDP 1.3: 4096x2160 

BOM optional

VGA: 2560 x 1600 @ 60Hz
HDMI: 3840 x 2160 @ 30Hz
LVDS: 1920 x 1080 @ 60Hz

VGA: 2560 x 1600 @ 60Hz 
 HDMI: 1920 x 1200 @ 60Hz 
 LVDS: 1920 x 1080 @ 60Hz 

VGA: 2560 x 1600 @ 60Hz 
HDMI: 1920 x 1200 @ 60Hz 
LVDS 1920 x 1080 @ 60Hz

VGA: 2560 x 1600 @ 60Hz
HDMI: 3840 x 2160 @ 30Hz
LVDS: 1920 x 1200 @ 60Hz

Audio Realtek ALC662
6W Audio Amplifier

Realtek ALC892
Mic-in, Line-out, Line-in

6W Audio Amplifier 

Realtek ALC892
Mic-in, Line-out, Line-in

6W Audio Amplifier

Realtek ALC892
Mic-in, Line-out, Line-in
2 x 6W Audio Amplifier

Realtek ALC662 
supports 2-CH
Mic-in, Line-out

2 x 3W Audio Amplifier

Realtek ALC892 
supports 5.1-CH
Mic-in, Line-out

2 x 6W Audio Amplifier 

Realtek ALC892 
supports 2-CH
Mic-in, Line-out

2 x 6W Audio Amplifier

Realtek ALC662 
supports 2-CH
Mic-in, Line-out

2 x 3W Audio Amplifier

Realtek ALC662 supports 
2-CH

Mic-in, Line-out
2 x 3W Audio Amplifier 

Realtek ALC662 
supports 2-CH
Mic-in, Line-out

2 x 3W Audio Amplifier

Realtek ALC662 
supports 2-CH
Mic-in, Line-out

2 x 3W Audio Amplifier

Ethernet 1 x Intel® I219LM
3 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I210IT 2 x Intel I211AT 1 x Intel® I219LM

1 x Intel® I211AT
1 x Intel® I219LM
1 x Intel® I211AT 2 x Intel® I211AT 2 x Intel® I211AT 2 x Intel® I211AT 1 x RTL8111F

USB/SATA/COM/LAN 13/4/6/4 12/6/6/2 8/4/6/2 8/2/6/2 9/2/6/2 8/2/6/2 12/2/6/2 8/2/6/2 6/2/8/2 6/2/6/2 7/2/1/1

Power Requirement +12V/+5V/5VSB/
+3.3V/-12V +12V/+5V/5VSB/+3.3V/-12V +12V/+5V/5VSB/+3.3V/-12V +12V~24V +12V +12V~24V +12V~24V +12V +12V~24V +12V +12V

Power Type AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX  AT/ATX AT/ATX AT/ATX  AT/ATX AT/ATX AT/ATX  

Operating Temp. 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) -20 ~ 70°C (-4~158°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F)

Dimension (L x W) 6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

Weight 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg)
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  Mini ITX 主板   Mini ITX 主板
Model Number EMX-C246P EMX-Q170KP EMX-Q170P EMX-H110KP EMX-H110P EMX-KBLU2P EMX-APLP EMX-SKLUP EMX-SKLGP EMX-BSWP EMX-BYT3 EMX-BYT2 EMX-BSWB

Processor

Intel® LGA1151 Socket 
Supports 8th Gen. Core™ 

i7/ i5/ i3/Pentium®/
Celeron® Processors 
(Max. TDP at 95W)

Intel® LGA1151 
Socket Supports 
6/7th Gen. Core™ 

i7/ i5/ i3/Pentium®/ 
Celeron® Processors 
(Max. TDP at 95W)

Intel® LGA1151 
Socket Supports 
6th Gen. Core™ 

i7/ i5/ i3/Pentium®/ 
Celeron® Processors 
(Max. TDP at 95W)

Intel® LGA1151 
Socket Supports 
6/7th Gen. Core™ 

i7/ i5/ i3/Pentium®/ 
Celeron® Processors 
(Max. TDP at 95W)

Intel® LGA1151 
Socket Supports 
6th Gen. Core™ 

i7/ i5/ i3/Pentium®/ 
Celeron® Processors 
(Max. TDP at 95W)

Onboard 6th/7th Gen. 
Intel® Core™ SoC i7/i5/i3 

& Celeron® BGA Processor

Intel® Pentium® 
Processor N4200 

(2M Cache, up to 2.5 GHz)

Onboard 6th Gen. Intel® 
Core™ & Celeron®

BGA Processor

Onboard 6th Gen. Intel® 
Core™ & Celeron®

BGA Processor

Intel® Celeron® Processor 
N3160

(2M Cache, up to 2.24 GHz) 

Intel® Celeron® Processor 
J1900 (2M Cache, Up to 2.42 

GHz)

Intel® Celeron® 
Processor J1900 

(2M Cache, Up to 2.42 GHz)

Intel® Celeron® Processor 
N3160

(2M Cache, up to 2.24 GHz) 

System Chipset Intel® C246 Chipset Intel® Q170 Chipset Intel® H110 Chipset N/A N/A N/A N/A N/A N/A N/A N/A

System Memory

2 x 288-pin DDR4 
2400/2666MHz 

SO-DIMM supports up 
to 32GB (ECC memory 

supported by CPU)

2 x 260-pin DDR4 2400MHz 
SO-DIMM supports up to 32GB

2 x 260-pin DDR4 2400MHz 
SO-DIMM supports up to 32GB 

2 x 260-pin DDR4 
2133MHz SO-DIMM
supports up to 32GB

2 x 204-pin DDR3L 
1333/1600MHz 

SO-DIMM supports 
up to 16GB

2 x 260-pin DDR4
2133MHz SO-DIMM
supports up to 32GB

2 x 260-pin DDR4 2133 MHz 
SO-DIMM supports up to 

32GB

2 x 204-pin DDR3L 
1600MHz SO-DIMM 
supports up to 8GB

2 x 204-pin DDR3L 1333 MHz 
SO-DIMM supports up to 8GB

2 x 204-pin DDR3L 
1333MHz SO-DIMM 
supports up to 8GB

2 x 204-pin DDR3L 
1600MHz SO-DIMM 
supports up to 8GB

Expansion
1 x PCI-e x 16 
1 x M.2 M-Key
1 x M.2  E-Key

1 x PCI-e x 16 
1 x Full Size Mini PCI-e
1 x Half Size Mini PCI-e

1 x PCI-e x 16
1 x Full Size Mini PCI-e
1 x Half Size Mini PCI-e

1 x PCI-e x 1
1 x M.2 B-Key
1 x M.2 A-Key

1 x PCI-e
2 x Mini PCI-e

1 x SD card slot
1 x SIM card slot

1 x PCI-e x 1
1 x M.2 B-Key,
1 x M.2 A-Key,

1 x SD card slot (Optional)

1 x Mini PCI-e
1 x M.2 A-Key

1 x PCI-e
2 x Mini PCI-e,

1 x SD card slot,
1 x SIM card slot

2 x Mini PCI-e,
 1 x SIM card slot

1 x PCI-e
2 x Mini PCI-e,

1 x SD card slot,
1 x SIM card slot

2 x Mini PCI-e

Display
Intel® 8th Gen. CPU 

integrated
VGA + HDMI + LVDS

Intel® 6/7th Gen. CPU integrated
VGA + LVDS, VGA + HDMI, VGA + DP,
HDMI + LVDS, HDMI + DP, LVDS + DP

Intel® 6/7th Gen. CPU integrated
VGA + LVDS, VGA + HDMI, VGA + DP,
HDMI + LVDS, HDMI + DP, LVDS + DP

Intel® 6th/ 7th  Gen. CPU 
integrated

DP++, HDMI/DP, LVDS

Intel® Atom™/ Pentium® 
SoC Integrated Graphics 
HDMI + LVDS, HDM/DPI 

+ DP, HDMI + LVDS

Intel® 6th Generation CPU 
integrated

Triple Display

Intel® Skylake U SoC
integrated Graphics

Intel® Atom™/ Celeron® SoC 
Integrated Graphics 

HDMI + LVDS, HDMI + VGA,
VGA + LVDS

Intel® Atom™/ Celeron® SoC 
integrated Graphics

HDMI + LVDS, HDMI + VGA,
VGA + LVDS

Intel® Atom™/ Celeron® SoC 
Integrated Graphics 

HDMI + LVDS, HDMI + VGA, 
VGA + LVDS

Intel® Atom™/ Celeron® SoC 
Integrated Graphics 
HDMI + LVDS + VGA

Resolution

VGA: 2048 x 1536 @ 60 Hz 
HDMI: 3840 x 2160 @ 30 
Hz, 2560 x 1600@ 30 Hz 
Dual channel 18/24-bits 

LVDS (Chrontel CH7511B 
eDP to LVDS)- By BOM 

option

VGA: 2048 x 1536 @ 50Hz 
HDMI: 4096 x 2160 @ 24Hz, 

2560 x 1600@ 60Hz
DP: 4096 x 2304 @ 60Hz 

Dual channel 18/24-bits LVDS 
(Chrontel CH7511B eDP to LVDS) 

VGA: 2048 x 1536 @ 50Hz 
HDMI: 4096 x 2160 @ 24Hz, 

2560 x 1600@ 60Hz
DP: 4096 x 2304 @ 60Hz 

Dual channel 18/24-bits LVDS 
(Chrontel CH7511B eDP to LVDS)

1 x HDMI 1.4b: 3840 x 
2160 @ 30 Hz, 2560 x 

1600@ 30 Hz
2 x DP: DisplayPort 1.2a : 

4096x2160 @ 60Hz
(1 x HDMI/DP, 1 x DP++)

2CH 18/24bits LVDS 1920 
x 1080

HDMI 1.4b: 3840 x 2160 
@ 30Hz, 2560 x 1600 
@ 30Hz; LVDS: 1920 x 
1800 @ 60Hz; 2 x DP 
1.2a: 4096x2160 @ 

60Hz 
(1 x HDMI/DP, 1 x DP)

HDMI 1.4b: 3840 x 2160 @ 
30Hz, 2560 x 1600@30Hz
 2 x DP 1.2a: 4096 x 2160 
@ 60Hz (1 x HDMI/DP, 1 x 

DP++), Dual channel 18/24-
bits LVDS, Co-lay eDP 1.3: 
4096x2160 BOM optional

HDMI: 1.4b: 3840 x 2160 @ 
30 Hz, 2560 x 1600@ 30 Hz
VGA: 2048 x 1536 @ 50Hz
Co-lay eDP 1.3: 4096x2160 

BOM optional

VGA: 2560 x 1600 @ 60Hz
HDMI: 3840 x 2160 @ 30Hz
LVDS: 1920 x 1080 @ 60Hz

VGA: 2560 x 1600 @ 60Hz 
 HDMI: 1920 x 1200 @ 60Hz 
 LVDS: 1920 x 1080 @ 60Hz 

VGA: 2560 x 1600 @ 60Hz 
HDMI: 1920 x 1200 @ 60Hz 
LVDS 1920 x 1080 @ 60Hz

VGA: 2560 x 1600 @ 60Hz
HDMI: 3840 x 2160 @ 30Hz
LVDS: 1920 x 1200 @ 60Hz

Audio Realtek ALC662
6W Audio Amplifier

Realtek ALC892
Mic-in, Line-out, Line-in

6W Audio Amplifier 

Realtek ALC892
Mic-in, Line-out, Line-in

6W Audio Amplifier

Realtek ALC892
Mic-in, Line-out, Line-in
2 x 6W Audio Amplifier

Realtek ALC662 
supports 2-CH
Mic-in, Line-out

2 x 3W Audio Amplifier

Realtek ALC892 
supports 5.1-CH
Mic-in, Line-out

2 x 6W Audio Amplifier 

Realtek ALC892 
supports 2-CH
Mic-in, Line-out

2 x 6W Audio Amplifier

Realtek ALC662 
supports 2-CH
Mic-in, Line-out

2 x 3W Audio Amplifier

Realtek ALC662 supports 
2-CH

Mic-in, Line-out
2 x 3W Audio Amplifier 

Realtek ALC662 
supports 2-CH
Mic-in, Line-out

2 x 3W Audio Amplifier

Realtek ALC662 
supports 2-CH
Mic-in, Line-out

2 x 3W Audio Amplifier

Ethernet 1 x Intel® I219LM
3 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I210IT 2 x Intel I211AT 1 x Intel® I219LM

1 x Intel® I211AT
1 x Intel® I219LM
1 x Intel® I211AT 2 x Intel® I211AT 2 x Intel® I211AT 2 x Intel® I211AT 1 x RTL8111F

USB/SATA/COM/LAN 13/4/6/4 12/6/6/2 8/4/6/2 8/2/6/2 9/2/6/2 8/2/6/2 12/2/6/2 8/2/6/2 6/2/8/2 6/2/6/2 7/2/1/1

Power Requirement +12V/+5V/5VSB/
+3.3V/-12V +12V/+5V/5VSB/+3.3V/-12V +12V/+5V/5VSB/+3.3V/-12V +12V~24V +12V +12V~24V +12V~24V +12V +12V~24V +12V +12V

Power Type AT/ATX AT/ATX AT/ATX AT/ATX AT/ATX  AT/ATX AT/ATX AT/ATX  AT/ATX AT/ATX AT/ATX  

Operating Temp. 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) -20 ~ 70°C (-4~158°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F) 0°C ~ 60°C (32°F ~ 140°F)

Dimension (L x W) 6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

6.69” x 6.69” 
(170mm x 170mm)

Weight 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg) 0.88lbs (0.4kg)

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.



节省空间
Avalue RISC平台 
基于小尺寸
2.5”和SODIMM尺寸

节能
产品设计为低功耗，
最低可到1W

节约成本
通过缩减多余的功能
和硬件，有效的控制
总成本

Avalue RISC平台
X86平台之外的选择

了解市场需求，Avalue团队在了解

市场需求的基础上，用我们在嵌入式

计算方面的专长开发新的RISC产品。
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ARM 嵌入式解决方案
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  RISC系统 
Model Number AIB-IMX6

Processor NXP i.MX6 Multimedia 
Processor

System Memory 1 X Onboard DDR3 1GB

Storage 1 x On board 4GB eMMC

External I/O Connector

1 x USB2.0 Type A(Double 
deck), 

1 x HDMI, 1 x 10/100/1000 
LAN RJ45, Optional Powered 
LAN support (IEEE 802.3at), 

1 x Micro SD socket

Power Requirement

12 ~ 26V DC input, 2.5mm DC 
Jack, typical 19V input With 

brownout detection or 
Powered LAN (optional)

Operating Temperature -20°C ~ 70°C (-4°F ~ 158°F)

Storage Temperature -40°C ~ 70°C (-40°F ~ 158°F)

Dimension (L x W x H) 153mm x 107.8mm x 30mm 

Weight 1.5kg

Certification CE, FCC Class B 

Software Support
Android 4.4 or 6.0

Ubuntu 12.04
Yocto 2.1

  RISC平板电脑 
Model Number BFC-07R1

Resolution 1024 x 800

Pixel Pitch 0.117 (H) x 0.117 (V)

Luminance 400 cd/m²

Touch Type Projective Capacitive

Touch Light Transmission  85 %

Touch Controller USB touch (SIS)

Processor NXP i.MX6 Quad

System Memory 1 x Onboard DDR3 1GB

Storage 1 x On board 4GB eMMC

External I/O Connector

1 x USB2.0 Type A(Double 
deck),

1 x HDMI, 1 x 10/100/1000 
LAN RJ45, Optional Powered 
LAN support (IEEE 802.3at),

1 x Micro SD socket
1 x RS232, OR OPTIONAL 

Debug port
1 x speaker

1 x MIC

Power Requirement

12 ~ 26V DC input, 2.5mm DC 
Jack, typical 19V input With 

brownout detection or 
Powered LAN (optional)

Operating Temperature -20°C ~ 55°C (-4°F ~ 131°F)

Storage Temperature -30°C ~ 70°C (-22°F ~ 158°F)

Dimension (L x W x H) 184.3mm x 124.3mm x 
30.5mm

Weight 1.5kg

Certification CE, FCC Class B

Software Support Android 6.0
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Avalue RISC平台 
基于小尺寸
2.5”和SODIMM尺寸

节能
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通过缩减多余的功能
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X86平台之外的选择
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 SMARC   RISC单板
Model Number SMA-IMX6 REV-SA01 REV-SA02 RSC-IMX61 ACP-IMX6POS

Processor

NXP i.MX 6 Solo
NXP i.MX 6 Dual Lite

NXP i.MX 6 Dual 
 NXP i.MX 6 Quad Core

N/A N/A NXP i.MX 6 Dual Lite 
NXP i.MX 6 Quad Core

NXP i.MX 6 Dual Lite 
NXP i.MX 6 Quad Core 

System Memory 1GB~2GB DDR3 N/A N/A DDR3 1G 1GB DDR3 (Dual Lite)
2GB DDR3 (Quad Core)

Storage eMMC 4GB N/A N/A eMMC 4GB eMMC 4GB

External I/O Connector

2 x USB 2.0 Port (One OTG)
2 x RX/TX (Ser1/3)
2 x UART (Ser0/2)

3 x PCIex1
1 x MLB150
12 x GPIOs,

1 x SDIO,
1 x SATA eMMC,

2 x SPI,
3 x I2C,

1 x SPDIF,
1 x WDT,
2 x CAN,
1 x JTAG

1 x HDMI,1 x VGA, 2 x RJ45,
1 x DB9,1 x Mini-USB,

2 x USB Type A

1 x LAN, 2 x RCA, 
1 x Micro SD socket,

1 x Mini USB (OTG), 1 x USB 
Type A 2.0 double deck, 

1 x HDMI, 1 x VGA, 
1 x Display port, 2 x RS232, 

1 x RST Switch, 1 x Power Switch, 
1 x Power LED , 1 x DIP SW

1 x USB2.0 Type A x2 
(Double deck)

 1 x HDMI with screw lock
 1 x 10/100/1000 LAN 
 Optional Powered LAN
support (IEEE 802.3at),

 1 x Micro SD socket,
 1 x Jack for I/R extender cable, 
co-design (Optional) with on 
board I/R sensor (Optional) 

1 x USB2.0 Type A x2 
(Double deck)

 1 x 10/100/1000 LAN 
Optional  2nd 1 x 

10/100/1000 LAN (RJ45x1),
 1 x HDMI Connector 

(Vertical Type)
 1 x Mini USB Connector

 1 x RJ11 Connector 
for Cash Drawer

 2 x DB9 Male Connector
 1 x DC 12V Power Input 

by Power DC Jack
1 x Micro SD socket Optional 

1 x NXP G Sensor 

Internal I/O Connector N/A

1 x LVDS,1 x Backlight, 
1 x SD Socket, 

1 x USB Connector, 
2 x CAN BUS, 1 x Speaker-

out/
Mic-in, 1 x RS-232, 1 x GPIO, 

1 x SATA, 1 x RTC Battery, 
1 x 2 Cell Li Battery Connector

1 x Camera, 2 x Speaker, 
1 x D-MIC, 1 x Mini PCIe 

(SATA), 1 x Mini PCIe (USB), 
1 x Sim Card , 1 x GPIO, 

1 x I2C, 1 x USB2.0, 
1 x PCIE-1, 1 x LVDS, 

1 x Battery charger connect,
1 x Inverter, 2 x RS485, 

2 x CAN

1 x USB2.0, 1 x USB OTG
 1 x 2x5 GPIO, 1 x LVDS 

24bitx2, 1 x Backlight control
 1 x Line-out, speaker-out & 

Mic-in, 1 x Mini-PCIe (half size) ,
 1 x I2C, 1 x SATA 
(i.MX6 Quad only)

 1 x Battery connector for RTC
  1 x debug port, 1 x RS232

1 x VGA
3 x USB pin header

1 x 5-wire Resistive Touch 
Interface

1 x Dual Channel 24-bit LVDS
1 x Stereo Speaker-out

1 x Mini PCIe 
1 x SIM Socket

1 x Front Panel Connector 
with Power Button & Indicate

LED for Power & WIFI

Power Requirement

3V to 5.25V - Operates 
Directly from Single Level 
Lithium Ion Cells, or Fixed 
3.3V or 5V Power Supplies

 +9V ~ 36V DC-in
(REV-SA01-02-A1R)

+9V ~ 24V DC-in
(REV-SA01-03-A1R)

DC +12V

12 ~ 26V DC input, 
2.5mm DC Jack, typical 19V 

input With brownout 
detection or Powered LAN

DC 12 ~ 24V Power Input

Operating Temperature

Optional Commercial 
Temperature: 

0°C ~ 60°C (32°F ~ 140°F)
Industrial Temperature: 

-40°C ~ 85°C (-40°F ~ 185°F) 

0°C ~ 60°C (32°F ~ 140°F) -40°C ~ 85°C (-40°F ~ 185°F) -20°C ~ 85°C (-4°F ~ 185°F) 0°C ~ 60°C (32°F ~ 140°F)

Storage Temperature -40°C ~ 85°C (-40°F ~ 185°F) -20°C ~ 80°C (-40°F ~ 176°F) -40°C ~ 85°C (-40°F ~ 185°F) -40°C ~ 85°C -40°C ~ 85°C (-40°F ~ 185°F)

Dimension (L x W) 82mm x 50mm 146mm x 101mm 170mm x 170mm 146mm x 102mm 175mm x 110mm

Weight 0.06kg 0.13kg 0.024kg 0.15kg 0.16kg

Certification CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B CE, FCC Class B

Software Support
Android 4.4

Ubuntu 12.04
Yocto 1.7

N/A N/A
Android 4.4 / 6.0

Ubuntu 12.04
Yocto 2.1

Android 4.4
Ubuntu 12.04

Yocto 1.7

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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无风扇模块化系统 

通过IET模块化扩展

• 为开发新功能节省时间
• 灵活的设计，满足多方面的要求
• IET扩展模块支持多串口隔离、多局域网分流和多网POE模块

SBC for EMS

Multi-COM Module

Multi-LAN Module

EMS-BYT W/O Module

EMS-BYT With Module

EMS-BYT W/O Module

EMS-BYT 
With Extra 4 COM & 2 USB

EMS-BYT 
With Extra 4 LAN & 2 USB

IET模块定义

IET模块可选

EMS-BYT是一种可快速扩展的系统。
打造创新平台，满足客户需求

Via AUX-M01 to get
4 x COM port
2 x USB port

Via AUX-M02 to get
4 x RJ45 port with LAN bypass
2 x USB port

Via AUX-M07 to get
4 x Isolation COM port
2 x USB port

Via AUX-M04 to get
4 x RJ45 port with PoE
2 x USB port

DP
4 PCIex1
USB 2.0

LPC
Line-out
SMBUS

+12V/5V Power

AUX-M04

AUX-M01 EBM-CDVS DB-A

EBM-BYTS DB-A

EBM-BYTS DB-E

EBM-BYTV DB-B

AUX-M02

AUX-M03

4COM Module

Expand
+ 4 x COM, 2 x USB

DVI-D Module

Expand
+ DVI-D + 2 x USB

4LAN bypass Module

Expand
+ 4 x LAN, 2 x USB

8COM Isolation Module

Expand
+ 8 x COM, 2 x USB

USB Module

Expand
+ 4 x USB 3.0, 3 x USB 2.0

4LAN PoE 802.3af Module

Expand
+ 4 x LAN, 2 x USB

Mini PCIe Module

Expand
+ 2 x Mini PCIe 
w/ 2 SIM + DVI-D

HDMI Module

Expand
+ HDMI, 2 x USB, 
2 x COM, 2 x LAN

精致的设计
IET总线扩展模块
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 无风扇模块化系统 
Model Number EMS-SKLU EMS-BYT

Board EBM-SKLUS EBM-BYTS 

Processor
 i7-6600U
 i5-6300U
 i3-6100U

J1900
E3845

System Memory 1 x 260-Pin DDR4 2133MHz SO-DIMM up to 16 GB 1 x 204-Pin DDR3L 1333MHz SO-DIMM up to 8 GB 

Expansion 1 x Avalue 80-Pin IET Module Interface
1 x Mini PCIe, 1 x M.2 (B-Key, 2242, 3042)

1 x Avalue 80-Pin IET Interface
 2 x Mini PCIe

Storage 1 x 2.5” Drive Bay, 1 x M.2 (SATA) 1 x 2.5” Drive Bay
 1 x mSATA

USB 4 x USB 3.0 1 x USB 3.0, 2 x USB 2.0

COM Port 2 x RS-232/422/485 (Jumper) 2 x RS-232/422/485 (BIOS) 

Other 2 x SIM Card Slot, 1 x SMBus,
2 x PS2/ KB & MS, 2 x Antenna mounting w/ cover

1 x SIM Card Slot, 1 x SMBus
 2 x PS2/ KB & MS, 2 x Knockouts for Antenna Mounting 

DIO 1 x 12bit GPIO 1 x 12bit GPIO

Display Chipset Intel® HD Graphics 520 Intel® HD Graphics for Intel Atom® Processor Z3700 Series

Display Resolution DP: Max. resolution 4096 x 2304 @ 60Hz VGA:Max. resolution 2560 x 1080 @ 60Hz

Audio Chipset Realtek ALC892 supports 2.1-CH Realtek ALC892 supports 2.1-CH 

Audio Interface Mic-In, Line-In, Line-Out Mic-In, Line-In, Line-Out

Ethernet Chipset 1 x Intel® I211AT, 1 x Intel® I219LM 1 x Intel® I211AT

Ethernet Interface 2 x RJ45 1 x RJ45

Power Connector 3-Pin Terminal Block Lockable DC Jack

Power Requirement Typical +12 ~ +24Vdc 
(+9V ~ +32Vdv)

+12V ~ +26V
 TVS component for surge protection Reverse current/voltage protection

ACPI Single Power ATX Support S0, S3, S4, S5; 
ACPI 5.0 Compliant

Single Power ATX Support S0, S3, S4, S5
 ACPI 5.0 Compliant

Power Mode AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) 

Adapter Optional AC-DC Adapter Input: 100 ~ 240Vdc/ 50 ~ 60Hz
 Output: 60W Adapter (12V @ 5A Adapter) AC-DC Adapter 

Construction Aluminum + Metal Aluminum + Metal + Plastic

Dimension (L x W x H) 9.45” x 5.96” x 1.77” (240 x 151.5 x 45mm) 9.45” x 6.69” x 1.77” (240mm x 170mm x 45mm) 

Operating Temperature (w/SSD), ambient w/ air flow -20°C ~ 60°C (-4°F ~ 140°F)
(w/HDD), ambient w/ air flow 0°C ~ 40°C (32°F ~ 104°F)

(w/SSD, mSATA), ambient w/ air flow -15°C ~ 60°C (5°F ~ 140°F)
 (w/HDD), ambient w/ air flow 0°C ~ 45°C (32°F ~ 113°F)

 For Valleyview I SoC (w/SSD, mSATA), ambient w/ air flow -40°C ~ 75°C 
(-40°F ~ 167°F) 

Certification Information CE, FCC Class A CE, FCC Class B

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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无风扇模块化系统 

通过IET模块化扩展

• 为开发新功能节省时间
• 灵活的设计，满足多方面的要求
• IET扩展模块支持多串口隔离、多局域网分流和多网POE模块

SBC for EMS

Multi-COM Module

Multi-LAN Module

EMS-BYT W/O Module

EMS-BYT With Module

EMS-BYT W/O Module

EMS-BYT 
With Extra 4 COM & 2 USB

EMS-BYT 
With Extra 4 LAN & 2 USB

IET模块定义

IET模块可选

EMS-BYT是一种可快速扩展的系统。
打造创新平台，满足客户需求

Via AUX-M01 to get
4 x COM port
2 x USB port

Via AUX-M02 to get
4 x RJ45 port with LAN bypass
2 x USB port

Via AUX-M07 to get
4 x Isolation COM port
2 x USB port

Via AUX-M04 to get
4 x RJ45 port with PoE
2 x USB port

DP
4 PCIex1
USB 2.0

LPC
Line-out
SMBUS

+12V/5V Power

AUX-M04

AUX-M01 EBM-CDVS DB-A

EBM-BYTS DB-A

EBM-BYTS DB-E

EBM-BYTV DB-B

AUX-M02

AUX-M03

4COM Module

Expand
+ 4 x COM, 2 x USB

DVI-D Module

Expand
+ DVI-D + 2 x USB

4LAN bypass Module

Expand
+ 4 x LAN, 2 x USB

8COM Isolation Module

Expand
+ 8 x COM, 2 x USB

USB Module

Expand
+ 4 x USB 3.0, 3 x USB 2.0

4LAN PoE 802.3af Module

Expand
+ 4 x LAN, 2 x USB

Mini PCIe Module

Expand
+ 2 x Mini PCIe 
w/ 2 SIM + DVI-D

HDMI Module

Expand
+ HDMI, 2 x USB, 
2 x COM, 2 x LAN

精致的设计
IET总线扩展模块
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  无风扇坚固系统
Model Number EPS-CFS EPS-KBLHE EPS-QM87E ERS-BYT

Board ECM-CFS ECM-KBLH EPI-QM87 ECM-BYT + AUX-032

Processor
I7-8700T, I5-8500T, 
I3-8100T, G5400T, 

G4900T

 i7-7820EQ
i5-7440EQ
i3-7100E

i7-4700EQ
i5-4422E
i3-4110E

 J1900

System Chipset Intel® CNL PCH-H Q370 Intel® QM175 Express Chipset Intel® QM87 Express Chipset N/A

System Memory 1 x 260-Pin DDR4 2400/2666MHz SO-DIMM
up to 16 GB

1 x 260-Pin  DDR4 2400MHz SO-DIMM 
up to 16 GB

1 x 204-Pin DDR3L 1333MHz SO-DIMM or 
204-Pin DDR3L 1600MHz SO-DIMM up to 8 GB

1 x 204-Pin DDR3L 1333MHz SO-DIMM 
up to 8 GB

Expansion 2 x Mini PCIe 1 x Mini PCIe Supports mSATA
1 x M.2 (B-Key, 2242) 1 x Mini PCIe 1 x Mini PCIe

Storage 2 x 2.5” Drive Bay 
1 x mSATA

1 x M.2 (SATA)
2 x 2.5” Drive Bay

1 x 2.5” Drive Bay
1 x mSATA

1 x CompactFlash Type I/II Socket
1 x mSATA, 1 x 2.5” Drive Bay

USB 2 x USB 2.0, 4 x USB 3.1 2 x USB 2.0, 4 x USB 3.0 2 x USB 2.0, 4 x USB 3.0 3 x USB 2.0, 1 x USB 3.0

COM Port 2 x RS-232 1 x RS-232
1 x RS-232/422/485

2 x RS-232, 
2 x RS-232/422/485

(Factory Optional)

3 x RS-232, 
1 x RS-232/422/485 (BIOS)

Display Chipset Intel® UHD Graphics 630/610 Intel® HD Graphics 630 Intel® HD Graphics 4600 Intel® HD Graphics for Intel® Atom® Processor 
Z3700 Series

Display Resolution HDMI: Max. resolution 4096x2304 @ 30Hz HDMI: Max. resolution
4096x2160 @ 24Hz

DVI-I: Max. resolution
1920x1200 @ 60Hz

HDMI: Max. resolution
3840x2160 @ 24Hz

VGA: Max. resolution
2560x1080 @ 60Hz

HDMI: Max. resolution
1920x1200 @ 60Hz 

Audio Chipset Realtek ALC892 Realtek ALC233 supports
supports 2.1-CH

Realtek ALC892 
supports 5.1-CH

Realtek ALC892 
supports 5.1-CH

Audio Interface Mic-In and Line-Out Mic-In and Line-Out Mic-In and Line-Out Mic-In, Line-In and Line-Out

Ethernet Chipset 1 x Intel® I211AT 
1 x Intel® I219LM

1 x Intel® I210AT
1 x Intel® I219LM

1 x Intel® I210AT
1 x Intel® I217LM 2 x Intel® I211AT

Ethernet Interface 2 x RJ45 2 x RJ45 2 x RJ45 2 x RJ45

Power Connector Lockable DC Jack Lockable DC Jack Lockable DC Jack Lockable DC Jack

Power Requirement +12V +12V +12V ~ +19V +12V ~ +26V

ACPI Single Power ATX Support S0, S1, S3, S4, S5; 
ACPI 5.0 Compliant

Single Power ATX Support S0, S3, S4, S5; 
ACPI 5.0 Compliant

Single Power ATX Support S0, S3, S4, S5; 
ACPI 3.0 Compliant

Single Power ATX Support S0, S3, S4, S5; ACPI 
3.0 Compliant

Power Mode AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) AT/ATX (ATX is default setting)

Dimension (L x W x H) (212mm x 240mm x 85mm) 9.45” x 9.02” x 2.60” 
(240mm x 229mm x 66mm)

9.84” x 8.66” x 2.36”
(250mm x 220mm x 60mm)

10.67” x 5.91” x 2.17” 
(271mm x 150mm x 55mm)

Operating Temperature With extended temperature peripherals w/ air flow: 
-10°C~ 50°C (14°F ~ 122°F)

With extended temperature peripherals w/ air flow: 
-10°C ~ 50°C (14°F ~ 122°F)

(w/SSD, mSATA),ambient w/ air flow; i7
-10°C ~ 50°C (14°F ~ 122°F)

(w/SSD, mSATA),ambient w/ air flow; i5/i3
-10°C ~ 60°C (14°F ~ 140°F)

(w/SSD, mSATA, CF), ambient w/ air flow -10°C 
~ 60°C (14°F ~ 140°F);  (w/HDD), ambient w/ air 
flow 0°C ~ 45°C (32°F ~ 113°F); For Valleyview 

I SoC (w/SSD, mSATA), ambient w/ air flow
-40°C ~ 75°C (-40°F ~ 167°F)

Certification CE, FCC Class B CE, FCC Class B CE, FCC Class A CE, FCC Class A



无
风

扇
坚

固
系

统
 / 无

风
扇

紧
凑

系
统

无风扇坚固系统 / 无风扇紧凑系统 

20 安勤目录2019 Ver.1.0 21www.avalue.com.cn

  无风扇坚固系统
Model Number EPS-CFS EPS-KBLHE EPS-QM87E ERS-BYT

Board ECM-CFS ECM-KBLH EPI-QM87 ECM-BYT + AUX-032

Processor
I7-8700T, I5-8500T, 
I3-8100T, G5400T, 

G4900T

 i7-7820EQ
i5-7440EQ
i3-7100E

i7-4700EQ
i5-4422E
i3-4110E

 J1900

System Chipset Intel® CNL PCH-H Q370 Intel® QM175 Express Chipset Intel® QM87 Express Chipset N/A

System Memory 1 x 260-Pin DDR4 2400/2666MHz SO-DIMM
up to 16 GB

1 x 260-Pin  DDR4 2400MHz SO-DIMM 
up to 16 GB

1 x 204-Pin DDR3L 1333MHz SO-DIMM or 
204-Pin DDR3L 1600MHz SO-DIMM up to 8 GB

1 x 204-Pin DDR3L 1333MHz SO-DIMM 
up to 8 GB

Expansion 2 x Mini PCIe 1 x Mini PCIe Supports mSATA
1 x M.2 (B-Key, 2242) 1 x Mini PCIe 1 x Mini PCIe

Storage 2 x 2.5” Drive Bay 
1 x mSATA

1 x M.2 (SATA)
2 x 2.5” Drive Bay

1 x 2.5” Drive Bay
1 x mSATA

1 x CompactFlash Type I/II Socket
1 x mSATA, 1 x 2.5” Drive Bay

USB 2 x USB 2.0, 4 x USB 3.1 2 x USB 2.0, 4 x USB 3.0 2 x USB 2.0, 4 x USB 3.0 3 x USB 2.0, 1 x USB 3.0

COM Port 2 x RS-232 1 x RS-232
1 x RS-232/422/485

2 x RS-232, 
2 x RS-232/422/485

(Factory Optional)

3 x RS-232, 
1 x RS-232/422/485 (BIOS)

Display Chipset Intel® UHD Graphics 630/610 Intel® HD Graphics 630 Intel® HD Graphics 4600 Intel® HD Graphics for Intel® Atom® Processor 
Z3700 Series

Display Resolution HDMI: Max. resolution 4096x2304 @ 30Hz HDMI: Max. resolution
4096x2160 @ 24Hz

DVI-I: Max. resolution
1920x1200 @ 60Hz

HDMI: Max. resolution
3840x2160 @ 24Hz

VGA: Max. resolution
2560x1080 @ 60Hz

HDMI: Max. resolution
1920x1200 @ 60Hz 

Audio Chipset Realtek ALC892 Realtek ALC233 supports
supports 2.1-CH

Realtek ALC892 
supports 5.1-CH

Realtek ALC892 
supports 5.1-CH

Audio Interface Mic-In and Line-Out Mic-In and Line-Out Mic-In and Line-Out Mic-In, Line-In and Line-Out

Ethernet Chipset 1 x Intel® I211AT 
1 x Intel® I219LM

1 x Intel® I210AT
1 x Intel® I219LM

1 x Intel® I210AT
1 x Intel® I217LM 2 x Intel® I211AT

Ethernet Interface 2 x RJ45 2 x RJ45 2 x RJ45 2 x RJ45

Power Connector Lockable DC Jack Lockable DC Jack Lockable DC Jack Lockable DC Jack

Power Requirement +12V +12V +12V ~ +19V +12V ~ +26V

ACPI Single Power ATX Support S0, S1, S3, S4, S5; 
ACPI 5.0 Compliant

Single Power ATX Support S0, S3, S4, S5; 
ACPI 5.0 Compliant

Single Power ATX Support S0, S3, S4, S5; 
ACPI 3.0 Compliant

Single Power ATX Support S0, S3, S4, S5; ACPI 
3.0 Compliant

Power Mode AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) AT/ATX (ATX is default setting)

Dimension (L x W x H) (212mm x 240mm x 85mm) 9.45” x 9.02” x 2.60” 
(240mm x 229mm x 66mm)

9.84” x 8.66” x 2.36”
(250mm x 220mm x 60mm)

10.67” x 5.91” x 2.17” 
(271mm x 150mm x 55mm)

Operating Temperature With extended temperature peripherals w/ air flow: 
-10°C~ 50°C (14°F ~ 122°F)

With extended temperature peripherals w/ air flow: 
-10°C ~ 50°C (14°F ~ 122°F)

(w/SSD, mSATA),ambient w/ air flow; i7
-10°C ~ 50°C (14°F ~ 122°F)

(w/SSD, mSATA),ambient w/ air flow; i5/i3
-10°C ~ 60°C (14°F ~ 140°F)

(w/SSD, mSATA, CF), ambient w/ air flow -10°C 
~ 60°C (14°F ~ 140°F);  (w/HDD), ambient w/ air 
flow 0°C ~ 45°C (32°F ~ 113°F); For Valleyview 

I SoC (w/SSD, mSATA), ambient w/ air flow
-40°C ~ 75°C (-40°F ~ 167°F)

Certification CE, FCC Class B CE, FCC Class B CE, FCC Class A CE, FCC Class A

  可扩展无风扇系统 
Model Number EPS-QM87 EPS-BYT-PCI

Board EAP-CE02 + ESM-QM87 EBM-BYTS 

Processor
 i7-4700EQ

i5-4422E
i3-4110E

Intel® Celeron® J1900 4-Core 2.0GHz processor

System Memory 2 x 204-Pin DDR3L 1333/1600MHz SO-DIMM 
up to 16 GB

1 x 204-Pin DDR3L 1333MHz SO-DIMM 
up to 8 GB

Expansion 2 x PCI (Factory Option w/1 x PCIex16 + 1 x PCI)
 2 x Full Size Mini PCIe

1 x Mini PCIe
 2 x PCI

Storage 2 x 2.5” Drive Bay 1 x 2.5” Drive Bay
 1 x mSATA 

USB 4 x USB 2.0
4 x USB 3.0 4 x USB 2.0

COM Port 4 x RS-232
 4 x RS-232/422/485 (BIOS) 

6 x RS-232/422/485
 Can be set as RS-232/422/485 by BIOS

Other 1 x LPT Port
 1 x Power on/off (Control-By-Wire)

1 x SIM Card Slot
 1 x SMBus

 2 x PS2/ KB & MS
 2 x Knockouts for Antenna Mounting

DIO 1 x 16 bit GPIO 1 x12 bit GPIO

Display Chipset Intel® HD Graphics 4600 
(i7-4700EQ, i5-4422E, i3-4110E) Intel® Valleyview SoC integrated Graphics 

Display Resolution
VGA: Max. Resolution 1920 x 1200 @ 60Hz

 HDMI: Max. Resolution 3840 x 2160 @ 24Hz
 DP: Max. Resolution 1920 x1200 @ 60Hz

VGA: Max. resolution 2560 x 1080 @ 60Hz

Audio Chipset Realtek ALC892 Realtek ALC892 

Audio Interface Mic-In, Line-In and Line-Out Mic-In, Line-In and Line-Out

Ethernet Chipset 1 x Intel® 217LM
 1 x Intel® 82574L 1 x Intel® I211AT

Ethernet Interface 2 x RJ-45 1 x RJ-45

Power Requirement
Power Input: Typical 12/24 Vdc ( +12~ 26V )

 Factory Option +18Vdc~+75Vdc DC/DC Wide 
Range Power Module

+12V ~ +26V
TVS component for surge protection Reverse 

current/voltage protection 

ACPI Single Power ATX Support S0, S3, S4, S5
 ACPI 1.0b and 2.0 Compliant

Single Power ATX Support S0, S3, S4, S5
ACPI 5.0 Compliant

Power Mode AT/ATX (ATX is default setting) AT/ATX (ATX is default setting)

Dimension (L x W x H) 9.84” x 10.63” x 4.45” 
(250mm x 270mm x 113mm) 

8.66” x 8.46” x 5.79” 
(220mm x 215mm x 147mm) 

Operating Temperature
(w/SSD), ambient w/ air flow; i7

-10°C ~ 50°C (14°F ~ 122°F)
 (w/SSD), ambient w/ air flow; i5/i3

-10°C ~ 60°C (14°F ~ 140°F) 

(w/SSD, mSATA), ambient w/ air flow
-15°C ~ 60°C (5°F ~ 140°F)

Certification Information CE, FCC Class A CE, FCC Class B

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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  车载和交通专用电脑   车载和交通专用电脑
Model Number VMS-CFS VMS-APL VMS-BYT EMS-SKLU-Marine

Board EBM-CFSV EBM-APLV EBM-BYTV EBM-SKLUS

Processor

I7-8700T 
I5-8500T 
I3-8100T 
G5400T 
G4900T

N4200
N3350

x7-E3950 
x5-E3940 
x5-E3930

E3845

i7-6600U
i5-6300U
i3-6100U

Celeron 3955U

System Memory Intel® CNL PCH-H Q370 1 x 204-Pin DDR3L 1866MHz
SO-DIMM up to 8 GB

1 x 204-Pin DDR3L 1333MHz 
SO-DIMM up to 8 GB

1 x 260-Pin  DDR4 2133MHz 
SO-DIMM up to 16 GB

Expansion

1 x Avalue 80-Pin IET Interface
1 x Full Size Mini PCIe w/ SIM Slot

1 x M.2 E-key 2230
2 x M.2 B-key 2242/3042/2280 w/ SIM Slot

1 x CANBus Module Interface ( UART)

1 x Avalue 80-Pin IET Interface
1 x Full Size Mini PCIe 

(PCIe + USB w/ SIM Slot)
1 x Full Size Mini PCIe 

(PCIe + USB w/ SIM Slot)
1 x CANBus module Interface (UART)

1 x Avalue 80-Pin IET Interface
1 x Bluetooth Interface

1 x CAN module Interface 
2 x Mini PCIe

1 x Avalue 80-Pin IET Interface
1 x Mini PCIe

1 x M.2 (B-Key, 2242, 2280)

Storage 2 x 2.5” Drive Bay (Front Access)
2 x M.2 B-key SSD (2242/2280)

1 x 2.5” Drive Bay (SATA III)
1 x M.2 (SATA III,2242)

1 x SD (3.0)

1 x 2.5” Drive Bay
1 x CFast™ or mSATA 1 x 2.5” Drive Bay, 1 x M.2 (SATA)

USB 6 x USB 3.1 4 x USB 3.0 2 x USB 2.0, 1 x USB 3.0 4 x USB 3.0, 2 x USB 2.0

COM Port 1 x RS232, 2 x RS-232/422/485 2 x RS-232/422/485 (Jumper) 2 x RS-232/422/485 (BIOS) 2 x RS-232/422/485 (Jumper)
4 x RS-232/422/485 (BIOS)

Other 3 x SIM Card Slot (External Accessible)
5 x Antenna Mounting with Dust Cover

2 x SIM Card Slot (External Accessible)
5 x Antenna Mounting with Dust Cover

1 x DC-Out (12V/4A), 
5 x Knockouts for Antenna Mounting

2 x SIM Card Slot, 1 x SMBus,
2 x PS2/ KB & MS

2 x Antenna mounting w/ cover

DIO 1 x 8-Bit GPIO 1 x 8-Bit GPIO 1 x 8-bit GPIO 1 x 12-bit GPIO

Display Chipset Intel® UHD Graphics 630/610 Intel® HD Graphics 505/500 Intel® HD Graphics for Intel® Atom® Processor Z3700 Series Intel® HD Graphics 520/ 510

Display Resolution
DP 1.2: 4096x2160 @ 60Hz w/HDR

HDMI 1.4: 4096x2160 @ 30Hz
LVDS: 1920x1200 @ 60Hz, 

supports 2 channels 18/24-bit

DP: Max. Resolution
4096x2160 @ 60Hz

LVDS: Max. Resolution
1920x1200 @ 60Hz

VGA: Max. resolution
2560x1080 @ 60Hz
LVDS: Max. resolution
1600x1200 @ 60Hz 

DP: Max. resolution 
4096x2304 @ 60Hz

Audio Chipset Realtek ALC892 HD codec Realtek ALC892 supports 2.1-CH Realtek ALC892 supports 5.1-CH Realtek ALC892 supports 2.1-CH 

Audio Interface 2 x Mic-In, 2 x Line-Out 2 x Mic-In, 2 x Line-Out 2 x Mic-In and 2 x Line-Out Mic-In, Line-In and Line-Out

Ethernet Chipset 1 x Intel I211-AT GbE Controller, 
1 x Intel I219-LM GbE PHY 2 x Intel® I211AT 2 x Intel® I211AT 2 x Intel® I211AT

Ethernet Interface 2 x RJ45 2 x RJ45 2 x RJ45 2 x RJ45

Power Requirement Typical 12/24 Vdc ( +9~ 36Vdc ) +9V ~ +36V +9V ~ +36V Typical 12/24Vdc (+9V ~ +36V)
TVS component for surge protection

ACPI Single Power ATX Support S0, S1, S3, S4, S5, ACPI 5.0 Compliant Single Power ATX Support S0, S3, S4, S5; ACPI 5.0 Compliant Single Power ATX Support S0, S3, S4, S5; ACPI 5.0 Compliant Single power ATX Supports S0, S3, S4, S5; ACPI 5.0 Compliant

Power Mode  Vehicle/ PC (Vehicle is default setting) AT/ATX (ATX is default setting) AT/ATX (Industrial PC Power Mode) AT/ATX (ATX is the default setting)

Dimension (L x W x H) 210mm x 240mm x 110mm 9.45” x 7.3” x 2.44” 
(239mm x 186mm x 62mm)

9.45” x 7.3” x 2.36”
(240mm x 186mm x 60mm)

9.45” x 5.96” x 1.77”
(240 x 151.5 x 45mm)

Operating Temperature With extended temperature 
peripherals w/ air flow: -25°C~ 70°C (14°F ~ 122°F)

With extended temperature peripherals 
N4200/N3350: -20°C ~ 70°C (-4°F ~ 158°F) with air flow ; 

E3950/E3940/E3930: 
-40°C ~ 70°C (-40°F ~ 158°F) with air flow

 (w/SSD, mSATA, CFast), ambient w/ air flow -40°C ~ 75°C 
(-40°F ~ 167°F)

(w/SSD), ambient w/ air flow
-20°C ~ 60°C (-4°F ~ 140°F)

Certification Information CE, FCC Class A, e13 Mark,
ISO7637-2, IP50 Rating

CE, FCC Class B, e13 Mark,
ISO7637-2, IP50 Rating CE, FCC Class A, e13 Mark CE, FCC Class A
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实时信息，您就可以提高
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  车载和交通专用电脑   车载和交通专用电脑
Model Number VMS-CFS VMS-APL VMS-BYT EMS-SKLU-Marine

Board EBM-CFSV EBM-APLV EBM-BYTV EBM-SKLUS

Processor

I7-8700T 
I5-8500T 
I3-8100T 
G5400T 
G4900T

N4200
N3350

x7-E3950 
x5-E3940 
x5-E3930

E3845

i7-6600U
i5-6300U
i3-6100U

Celeron 3955U

System Memory Intel® CNL PCH-H Q370 1 x 204-Pin DDR3L 1866MHz
SO-DIMM up to 8 GB

1 x 204-Pin DDR3L 1333MHz 
SO-DIMM up to 8 GB

1 x 260-Pin  DDR4 2133MHz 
SO-DIMM up to 16 GB

Expansion

1 x Avalue 80-Pin IET Interface
1 x Full Size Mini PCIe w/ SIM Slot

1 x M.2 E-key 2230
2 x M.2 B-key 2242/3042/2280 w/ SIM Slot

1 x CANBus Module Interface ( UART)

1 x Avalue 80-Pin IET Interface
1 x Full Size Mini PCIe 

(PCIe + USB w/ SIM Slot)
1 x Full Size Mini PCIe 

(PCIe + USB w/ SIM Slot)
1 x CANBus module Interface (UART)

1 x Avalue 80-Pin IET Interface
1 x Bluetooth Interface

1 x CAN module Interface 
2 x Mini PCIe

1 x Avalue 80-Pin IET Interface
1 x Mini PCIe

1 x M.2 (B-Key, 2242, 2280)

Storage 2 x 2.5” Drive Bay (Front Access)
2 x M.2 B-key SSD (2242/2280)

1 x 2.5” Drive Bay (SATA III)
1 x M.2 (SATA III,2242)

1 x SD (3.0)

1 x 2.5” Drive Bay
1 x CFast™ or mSATA 1 x 2.5” Drive Bay, 1 x M.2 (SATA)

USB 6 x USB 3.1 4 x USB 3.0 2 x USB 2.0, 1 x USB 3.0 4 x USB 3.0, 2 x USB 2.0

COM Port 1 x RS232, 2 x RS-232/422/485 2 x RS-232/422/485 (Jumper) 2 x RS-232/422/485 (BIOS) 2 x RS-232/422/485 (Jumper)
4 x RS-232/422/485 (BIOS)

Other 3 x SIM Card Slot (External Accessible)
5 x Antenna Mounting with Dust Cover

2 x SIM Card Slot (External Accessible)
5 x Antenna Mounting with Dust Cover

1 x DC-Out (12V/4A), 
5 x Knockouts for Antenna Mounting

2 x SIM Card Slot, 1 x SMBus,
2 x PS2/ KB & MS

2 x Antenna mounting w/ cover

DIO 1 x 8-Bit GPIO 1 x 8-Bit GPIO 1 x 8-bit GPIO 1 x 12-bit GPIO

Display Chipset Intel® UHD Graphics 630/610 Intel® HD Graphics 505/500 Intel® HD Graphics for Intel® Atom® Processor Z3700 Series Intel® HD Graphics 520/ 510

Display Resolution
DP 1.2: 4096x2160 @ 60Hz w/HDR

HDMI 1.4: 4096x2160 @ 30Hz
LVDS: 1920x1200 @ 60Hz, 

supports 2 channels 18/24-bit

DP: Max. Resolution
4096x2160 @ 60Hz

LVDS: Max. Resolution
1920x1200 @ 60Hz

VGA: Max. resolution
2560x1080 @ 60Hz
LVDS: Max. resolution
1600x1200 @ 60Hz 

DP: Max. resolution 
4096x2304 @ 60Hz

Audio Chipset Realtek ALC892 HD codec Realtek ALC892 supports 2.1-CH Realtek ALC892 supports 5.1-CH Realtek ALC892 supports 2.1-CH 

Audio Interface 2 x Mic-In, 2 x Line-Out 2 x Mic-In, 2 x Line-Out 2 x Mic-In and 2 x Line-Out Mic-In, Line-In and Line-Out

Ethernet Chipset 1 x Intel I211-AT GbE Controller, 
1 x Intel I219-LM GbE PHY 2 x Intel® I211AT 2 x Intel® I211AT 2 x Intel® I211AT

Ethernet Interface 2 x RJ45 2 x RJ45 2 x RJ45 2 x RJ45

Power Requirement Typical 12/24 Vdc ( +9~ 36Vdc ) +9V ~ +36V +9V ~ +36V Typical 12/24Vdc (+9V ~ +36V)
TVS component for surge protection

ACPI Single Power ATX Support S0, S1, S3, S4, S5, ACPI 5.0 Compliant Single Power ATX Support S0, S3, S4, S5; ACPI 5.0 Compliant Single Power ATX Support S0, S3, S4, S5; ACPI 5.0 Compliant Single power ATX Supports S0, S3, S4, S5; ACPI 5.0 Compliant

Power Mode  Vehicle/ PC (Vehicle is default setting) AT/ATX (ATX is default setting) AT/ATX (Industrial PC Power Mode) AT/ATX (ATX is the default setting)

Dimension (L x W x H) 210mm x 240mm x 110mm 9.45” x 7.3” x 2.44” 
(239mm x 186mm x 62mm)

9.45” x 7.3” x 2.36”
(240mm x 186mm x 60mm)

9.45” x 5.96” x 1.77”
(240 x 151.5 x 45mm)

Operating Temperature With extended temperature 
peripherals w/ air flow: -25°C~ 70°C (14°F ~ 122°F)

With extended temperature peripherals 
N4200/N3350: -20°C ~ 70°C (-4°F ~ 158°F) with air flow ; 

E3950/E3940/E3930: 
-40°C ~ 70°C (-40°F ~ 158°F) with air flow

 (w/SSD, mSATA, CFast), ambient w/ air flow -40°C ~ 75°C 
(-40°F ~ 167°F)

(w/SSD), ambient w/ air flow
-20°C ~ 60°C (-4°F ~ 140°F)

Certification Information CE, FCC Class A, e13 Mark,
ISO7637-2, IP50 Rating

CE, FCC Class B, e13 Mark,
ISO7637-2, IP50 Rating CE, FCC Class A, e13 Mark CE, FCC Class A

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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  无风扇行业专用系统
Model Number HPC-BYT ERS-BYTE-10COM
Board ESM-BYT2 + EAP-CE04 + HPC DB-A EBM-BYTS + AUX-M03

Processor E3845  J1900

System Memory 1 x 204-Pin DDR3L 1333MHz 
SO-DIMM up to 8 GB

1 x 204-Pin DDR3L 1333MHz 
SO-DIMM up to 8 GB

Expansion 2 x Mini PCIe 2 x Mini PCIe

Storage 1 x CFast™, 1 x 2.5” Drive Bay 
(7mm HDD Restricted) 1 x 2.5” Drive Bay, 1 x mSATA

USB 3 x USB 2.0, 1 x USB 3.0 4 x USB 2.0, 1 x USB 3.0

COM Port 6 x RS-232/422/485 (Can be set as 
RS-232/422/485 by BIOS)

4 x RS-232, 6 x RS-232/422/485 (BIOS)
COM3 ~ COM10 Supports 2.5KV 

Isolation Protection

Other 3 x Knockouts for Antenna Mounting
1 x SIM Card Slot, 1 x SMBus,

1 x LPT Port, 1 x LVDS, 2 x PS2/ KB & MS
2 x Knockouts for Antenna Mounting

DIO N/A 1 x 12bit GPIO

Display Chipset Intel® HD Graphics for Intel® Atom® 
Processor Z3700 Series

Intel® HD Graphics for Intel® Atom® 
Processor Z3700 Series

Display Resolution

DP: Max. resolution
2560x1080 @ 60Hz
DP: Max. resolution

2560x1080 @ 60Hz 

VGA: Max. resolution
2560x1080 @ 60Hz
LVDS: Max. resolution
1920x1080 @ 60Hz

Audio Chipset Realtek ALC892 Realtek ALC892

Audio Interface Line-In and Line-Out Mic-In, Line-In and Line-Out

Ethernet Chipset 2 x Intel® I211AT 1 x Intel® I211AT

Ethernet Interface 2 x RJ45 1 x RJ45

Power Requirement +12V ~ +48V
+12V ~ +26V

TVS component for surge protection 
Reverse current/voltage protection

ACPI Single Power ATX Support S0, S3, S4, 
S5; ACPI 5.0 Compliant

Single Power ATX Support S0, S3, 
S4, S5; ACPI 5.0 Compliant

Power Mode AT/ATX (ATX is default setting) AT/ATX (ATX is default setting)

Dimension (L x W x H) 5.5” x 3.3” x 6.4”
(140.7mm x 85mm x 163mm)

9.09” x 12.36” x 3.15”
(231mm x 160mm x 80mm)

Operating Temperature (w/SSD, mSATA, CF), ambient w/ air flow 
-40°C ~ 70°C (-40°F ~ 158°F)

(w/SSD, mSATA), ambient w/ air flow
-15°C ~ 60°C (5°F ~ 140°F)

Certification Information CE Heavy Industrial, FCC Heavy Indus-
trial, UL CE, FCC Class B

  无风扇紧凑型系统   无风扇紧凑型系统
Model Number EPC-WHL (Preliminary) EPC-SKLU EPC-APL EPC-BYT2 EPC-BYT EPC-KA
Board ECM-WHL ECM-SKLU ECM-APL2 ECM-BYT2 ECM-BYT + AUX-032 ECM-KA + AUX-032

Processor 8th Generation Intel® Core™ i7/ i5/ 
i3 Processor

i7-6600U, i5-6300U
i3-6100U, Celeron 3955U

N4200
N3350 J1900 J1900 AMD G-Series GX-415GA 

System Memory 2 x SODIMM Socket Max. Up to 
32GB DDR4 2400

1 x 260-Pin DDR4 2133MHz 
SO-DIMM up to 16 GB

1 x 204-Pin DDR3L 1866MHz 
SO-DIMM up to 8 GB

1 x 204-Pin DDR3L 1333MHz
SO-DIMM up to 8 GB

1 x 204-Pin DDR3L 1333MHz
SO-DIMM up to 8 GB

1 x 240-Pin DDR3 1600MHz DIMM 
up to 8 GB

Expansion
1 x M.2 E-key includes CNVio Signal 

(2230) for Wi-Fi Cards (BO
1 x M.2 B-key with SIM Slot 

(2242/3042) for LTE and I/O Cards

1 x Full Size Mini PCIe (mSATA)
1 x M.2 (B-KEY, 2242, w/SIM Slot)

1 x Full size Mini PCIe 
Supports mSATA

1 x Half size Mini PCIe 
Supports Wi-Fi Module

2 x Mini PCIe 1 x Mini PCIe 1 x Mini PCIe

Storage 1 x 2.5” Drive Bay (7mm) 
1 x M.2 2242 B-key

1 x 2.5” Drive Bay (7mm)
1 x M.2 (B-KEY, 2242)

1 x mSATA

1 x mSATA, 
1 x 2.5” Drive Bay

1 x mSATA, 1 x 2.5” Drive Bay
(7mm HDD Restricted)

1 x CompactFlash Type I/II Socket, 
1 x mSATA, 2.5” Drive Bay 

(7mm HDD Restricted)

1 x CompactFlash Type I/II Socket, 
1 x mSATA, 2.5” Drive Bay 

(7mm HDD Restricted)

USB 4 x USB 3.1 2 x USB 2.0, 4 x USB 3.0 4 x USB 3.0 3 x USB 2.0, 1 x USB 3.0 5 x USB 2.0, 1 x USB 3.0 3 x USB 2.0, 2 x USB 3.0

COM Port N/A 1 x RS-232
1 x RS-232/422/485 (Cable&BIOS) 1 x RS-232/422/485 (Jumper) 1 x RS-232/422/485 3 x RS-232, 

1 x RS-232/422/485 2 x RS-232

Other 2 x Antenna Mounting with Dust
Protection Cove

2 x Antenna Mounting with Dust 
Protection Cover 2 x Knockouts for Antenna Mounting 2 x Knockouts for Antenna Mounting 1 x Knockouts for Antenna Mounting 1 x Knockouts for Antenna Mounting

Display Chipset Intel® UHD Graphics 620 Intel® HD Graphics 520/ 510 Intel® HD Graphics 505/500 Intel® HD Graphics for Intel® Atom® 
Processor Z3700 Series

Intel® HD Graphics for Intel® Atom® 
Processor Z3700 Series AMD SoC Integrated Graphics

Resolution 2 x HDMI 1.4: 4096 x 2160@24Hz
1 x LVDS: 1920 x 1200@60Hz

2 x HDMI: Max. Resolution 
4096x2160 @ 24Hz

VGA: Max. resolution
1920x1200 @ 60Hz

HDMI: Max. resolution
3840x2160 @ 30Hz

VGA: Max. resolution
2560x1080 @ 60Hz

HDMI: Max. resolution
1920x1200 @ 60Hz

VGA: Max. resolution
2560x1080 @ 60Hz

HDMI: Max. resolution
1920x1200 @ 60Hz

VGA: Max. resolution
1920x1200 @ 60Hz

HDMI: Max. resolution
1920x1080 @ 60Hz

Audio Chipset Realtek ALC892 Realtek ALC892 Realtek ALC892
supports 5.1-CH

Realtek ALC892 
supports 5.1-CH

Realtek ALC892 
supports 5.1-CH

Realtek ALC892 
supports 5.1-CH

Audio Interface 1 x Line-Out
1 x Mic-In N/A Mic-in, Line-in, 

Line-out (Optional) N/A Mic-In, Line-In and Line-Out Mic-In, Line-In and Line-Out

Ethernet Chipset 1 x Intel® I211AT
1 x Intel® I219LM

1 x Intel® I211AT
1 x Intel® I219LM 2 x Intel®  I211AT 2 x Realtek 8111E 2 x Intel® I211AT 2 x Realtek 8111E

Ethernet Interface 2 x RJ45 2 x RJ45 2 x RJ45 2 x RJ45 2 x RJ45 2 x RJ45

Power Connector Lockable DC Jack Lockable DC Jack Lockable DC Jack Lockable DC Jack Lockable DC Jack Lockable DC Jack

Power Requirement +12V +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V ~ +26V

ACPI Single Power ATX Support S0, S3 Single Power ATX Support S0, S3, 
S4, S5; ACPI 5.0 Compliant

Single Power ATX Support S0, S3, 
S4, S5; ACPI 5.0 Compliant

Single Power ATX Support S0, S3, 
S4, S5; ACPI 3.0 Compliant

Single Power ATX Support S0, S3, 
S4, S5; ACPI 3.0 Compliant

Single Power ATX Support S0, S3, 
S5; ACPI 3.0 Compliant

Power Mode AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) AT/ATX (ATX is default setting)

Adapter
Input: 100 ~ 240Vdc/50 ~ 60Hz 

Output: 60W Adapter (12V @ 5A 
Adapter) AC-DC Adapter

Input: 100 ~ 240Vdc/50 ~ 60Hz 
Output: 60W Adapter (12V @ 5A 

Adapter) AC-DC Adapter

Input: 100 ~ 240Vdc/50 ~ 60Hz 
Output: 60W Adapter (12V @ 5A 

Adapter) AC-DC Adapter

Input: 100 ~ 240Vdc/50 ~ 60Hz 
Output: 60W Adapter (12V @ 5A 

Adapter) AC-DC Adapter

Input: 100 ~ 240Vdc/50 ~ 60Hz 
Output: 60W Adapter (12V @ 5A 

Adapter) AC-DC Adapter

Input: 100 ~ 240Vdc/50 ~ 60Hz 
Output: 60W Adapter (12V @ 5A 

Adapter) AC-DC Adapter

Construction Aluminum + Metal Aluminum + Metal Aluminum + Metal Aluminum + Metal Aluminum + Metal Aluminum + Metal

Dimension (L x W x H) 6.97” x 4.84” x 1.77”
(177mm x 123mm x 45mm)

7” x 4.8” x 2.0”
(177mm x 123mm x 50mm)

6.97” x 4.84” x 1.77” 
(177mm x 123mm x 45mm)

6.88” x 4.33” x 1.57” 
(175mm x 110mm x 40mm)

7” x 5.6” x 2.0” 
(178mm x 142mm x 50mm)

7” x 5.6” x 2.0” 
(178mm x 142mm x 50mm)

Operating Temperature
With extended temp. peripherals

w /air flow: -10°C ~ 50°C 
(14°F ~ 122°F)

With extended temp. peripherals
w /air flow: -10°C ~ 50°C 

(14°F ~ 122°F)

With extended temp. peripherals
w /air flow: -10°C ~ 50°C 

(14°F ~ 122°F)

-10 ~ +45°C (w/mSATA & SSD), 
Ambient w/Air Flow

0 ~ 40°C (32 ~ 104°F) 

(w/SSD, mSATA, CF), ambient w/ air 
flow 0°C ~ 50°C (32°F ~ 122°F)

(w/SSD, mSATA, CF), ambient w/ air 
flow 0°C ~ 50°C (32°F ~ 122°F)

Certification CE, FCC Class B  CE, FCC Class B  CE, FCC Class B CE, FCC Class A CE, FCC Class A CE, FCC Class A
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  无风扇紧凑型系统   无风扇紧凑型系统
Model Number EPC-WHL (Preliminary) EPC-SKLU EPC-APL EPC-BYT2 EPC-BYT EPC-KA
Board ECM-WHL ECM-SKLU ECM-APL2 ECM-BYT2 ECM-BYT + AUX-032 ECM-KA + AUX-032

Processor 8th Generation Intel® Core™ i7/ i5/ 
i3 Processor

i7-6600U, i5-6300U
i3-6100U, Celeron 3955U

N4200
N3350 J1900 J1900 AMD G-Series GX-415GA 

System Memory 2 x SODIMM Socket Max. Up to 
32GB DDR4 2400

1 x 260-Pin DDR4 2133MHz 
SO-DIMM up to 16 GB

1 x 204-Pin DDR3L 1866MHz 
SO-DIMM up to 8 GB

1 x 204-Pin DDR3L 1333MHz
SO-DIMM up to 8 GB

1 x 204-Pin DDR3L 1333MHz
SO-DIMM up to 8 GB

1 x 240-Pin DDR3 1600MHz DIMM 
up to 8 GB

Expansion
1 x M.2 E-key includes CNVio Signal 

(2230) for Wi-Fi Cards (BO
1 x M.2 B-key with SIM Slot 

(2242/3042) for LTE and I/O Cards

1 x Full Size Mini PCIe (mSATA)
1 x M.2 (B-KEY, 2242, w/SIM Slot)

1 x Full size Mini PCIe 
Supports mSATA

1 x Half size Mini PCIe 
Supports Wi-Fi Module

2 x Mini PCIe 1 x Mini PCIe 1 x Mini PCIe

Storage 1 x 2.5” Drive Bay (7mm) 
1 x M.2 2242 B-key

1 x 2.5” Drive Bay (7mm)
1 x M.2 (B-KEY, 2242)

1 x mSATA

1 x mSATA, 
1 x 2.5” Drive Bay

1 x mSATA, 1 x 2.5” Drive Bay
(7mm HDD Restricted)

1 x CompactFlash Type I/II Socket, 
1 x mSATA, 2.5” Drive Bay 

(7mm HDD Restricted)

1 x CompactFlash Type I/II Socket, 
1 x mSATA, 2.5” Drive Bay 

(7mm HDD Restricted)

USB 4 x USB 3.1 2 x USB 2.0, 4 x USB 3.0 4 x USB 3.0 3 x USB 2.0, 1 x USB 3.0 5 x USB 2.0, 1 x USB 3.0 3 x USB 2.0, 2 x USB 3.0

COM Port N/A 1 x RS-232
1 x RS-232/422/485 (Cable&BIOS) 1 x RS-232/422/485 (Jumper) 1 x RS-232/422/485 3 x RS-232, 

1 x RS-232/422/485 2 x RS-232

Other 2 x Antenna Mounting with Dust
Protection Cove

2 x Antenna Mounting with Dust 
Protection Cover 2 x Knockouts for Antenna Mounting 2 x Knockouts for Antenna Mounting 1 x Knockouts for Antenna Mounting 1 x Knockouts for Antenna Mounting

Display Chipset Intel® UHD Graphics 620 Intel® HD Graphics 520/ 510 Intel® HD Graphics 505/500 Intel® HD Graphics for Intel® Atom® 
Processor Z3700 Series

Intel® HD Graphics for Intel® Atom® 
Processor Z3700 Series AMD SoC Integrated Graphics

Resolution 2 x HDMI 1.4: 4096 x 2160@24Hz
1 x LVDS: 1920 x 1200@60Hz

2 x HDMI: Max. Resolution 
4096x2160 @ 24Hz

VGA: Max. resolution
1920x1200 @ 60Hz

HDMI: Max. resolution
3840x2160 @ 30Hz

VGA: Max. resolution
2560x1080 @ 60Hz

HDMI: Max. resolution
1920x1200 @ 60Hz

VGA: Max. resolution
2560x1080 @ 60Hz

HDMI: Max. resolution
1920x1200 @ 60Hz

VGA: Max. resolution
1920x1200 @ 60Hz

HDMI: Max. resolution
1920x1080 @ 60Hz

Audio Chipset Realtek ALC892 Realtek ALC892 Realtek ALC892
supports 5.1-CH

Realtek ALC892 
supports 5.1-CH

Realtek ALC892 
supports 5.1-CH

Realtek ALC892 
supports 5.1-CH

Audio Interface 1 x Line-Out
1 x Mic-In N/A Mic-in, Line-in, 

Line-out (Optional) N/A Mic-In, Line-In and Line-Out Mic-In, Line-In and Line-Out

Ethernet Chipset 1 x Intel® I211AT
1 x Intel® I219LM

1 x Intel® I211AT
1 x Intel® I219LM 2 x Intel®  I211AT 2 x Realtek 8111E 2 x Intel® I211AT 2 x Realtek 8111E

Ethernet Interface 2 x RJ45 2 x RJ45 2 x RJ45 2 x RJ45 2 x RJ45 2 x RJ45

Power Connector Lockable DC Jack Lockable DC Jack Lockable DC Jack Lockable DC Jack Lockable DC Jack Lockable DC Jack

Power Requirement +12V +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V ~ +26V +12V ~ +26V

ACPI Single Power ATX Support S0, S3 Single Power ATX Support S0, S3, 
S4, S5; ACPI 5.0 Compliant

Single Power ATX Support S0, S3, 
S4, S5; ACPI 5.0 Compliant

Single Power ATX Support S0, S3, 
S4, S5; ACPI 3.0 Compliant

Single Power ATX Support S0, S3, 
S4, S5; ACPI 3.0 Compliant

Single Power ATX Support S0, S3, 
S5; ACPI 3.0 Compliant

Power Mode AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) AT/ATX (ATX is default setting)

Adapter
Input: 100 ~ 240Vdc/50 ~ 60Hz 

Output: 60W Adapter (12V @ 5A 
Adapter) AC-DC Adapter

Input: 100 ~ 240Vdc/50 ~ 60Hz 
Output: 60W Adapter (12V @ 5A 

Adapter) AC-DC Adapter

Input: 100 ~ 240Vdc/50 ~ 60Hz 
Output: 60W Adapter (12V @ 5A 

Adapter) AC-DC Adapter

Input: 100 ~ 240Vdc/50 ~ 60Hz 
Output: 60W Adapter (12V @ 5A 

Adapter) AC-DC Adapter

Input: 100 ~ 240Vdc/50 ~ 60Hz 
Output: 60W Adapter (12V @ 5A 

Adapter) AC-DC Adapter

Input: 100 ~ 240Vdc/50 ~ 60Hz 
Output: 60W Adapter (12V @ 5A 

Adapter) AC-DC Adapter

Construction Aluminum + Metal Aluminum + Metal Aluminum + Metal Aluminum + Metal Aluminum + Metal Aluminum + Metal

Dimension (L x W x H) 6.97” x 4.84” x 1.77”
(177mm x 123mm x 45mm)

7” x 4.8” x 2.0”
(177mm x 123mm x 50mm)

6.97” x 4.84” x 1.77” 
(177mm x 123mm x 45mm)

6.88” x 4.33” x 1.57” 
(175mm x 110mm x 40mm)

7” x 5.6” x 2.0” 
(178mm x 142mm x 50mm)

7” x 5.6” x 2.0” 
(178mm x 142mm x 50mm)

Operating Temperature
With extended temp. peripherals

w /air flow: -10°C ~ 50°C 
(14°F ~ 122°F)

With extended temp. peripherals
w /air flow: -10°C ~ 50°C 

(14°F ~ 122°F)

With extended temp. peripherals
w /air flow: -10°C ~ 50°C 

(14°F ~ 122°F)

-10 ~ +45°C (w/mSATA & SSD), 
Ambient w/Air Flow

0 ~ 40°C (32 ~ 104°F) 

(w/SSD, mSATA, CF), ambient w/ air 
flow 0°C ~ 50°C (32°F ~ 122°F)

(w/SSD, mSATA, CF), ambient w/ air 
flow 0°C ~ 50°C (32°F ~ 122°F)

Certification CE, FCC Class B  CE, FCC Class B  CE, FCC Class B CE, FCC Class A CE, FCC Class A CE, FCC Class A

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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 可扩展的无风扇系统
Model Number SLP-SKL SLP-SKLB SLP-SKG SLP-SKI

Processor
Intel® Core™ i7-6700TE Processor (4-Core 2.4GHz)
Intel® Core™ i5-6500TE Processor (4-Core,2.3GHz)
Intel® Core™ i3-6100TE Processor (2-Core,2.7GHz)

Intel® Celeron® Processor 3955U (2-Core, 2.0GHz)

System Chipset Intel® Q170 Chipset N/A

System Memory 2 x 260-Pin DDR4 21333MHz  SO-DIMM 
up to 32 GB (Default: 1 x 4GB DDR4) 

2 x 260-Pin DDR4 2133MHz SO-DIMM up to 32 GB
(Default: 1 x 4GB DDR4)

Expansion 1 x PCI-ex16
3 x PCI

1 x PCI-e x 8
2 x PCI-e x 4

1 x PCI

3 Slot : 2 x PCI, 1 x PCIe-1
2 Slot : 1 x PCI, 1 x PCIe-1

1 Slot : 1 x PCIe-4
1 x M.2 2230 A-key

1 x M.2 2230 A-key

Storage
1 x Mini PCI-e Supports mSATA

2 x 2.5” Drive Bay support RAID 0, 1
1 x CFast™

1 x 2.5” Drive Bay

USB 6 x USB 3.0 4 x USB 3.0 4 x USB 3.0
2 x USB 2.0

COM Port 2 x RS-232
2 x RS-232/422/485 4 x RS232 4 x RS232

Other

1 x Power on/off switch with LED
1 x Reset button

1 x HDD LED, 1 x CFast LED
1 x Internal USB 2.0 (Type-A)

1 x PS/2 Keyboard
1 x PS/2 Mouse

1 x 16CH isolated DIO

1 x Power on/off switch 
with LED

1 x Reset button
1 x HDD LED, 1

1 x Internal USB 2.0 
(Type-A)

1 x PS/2 Keyboard / 
Mouse

 1 x Power on/off switch 
with LED

1 x Reset button
1 x HDD LED, 1

1 x Internal USB 2.0 
(Type-A)

1 x PS/2 Keyboard / 
Mouse

1 x 16CH isolated DIO

Display DP + DVI-I HDMI + VGA

Audio Mic-In, Line-In and Line-Out Mic-In and Line-Out

Ethernet 1 x Intel® I219LM, 1 x Intel® I210AT 1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
3 x Intel® I211AT

Power Connector Phoenix Connector Phoenix Connector
Mini Din connector

Power Requirement Built-in 9-36 VDC wide-range 
DC input +12-24 VDC input

Power Mode ATX ATX / AT

Adapter Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 180W Adapter (24V @ 7.5A)

Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 180W Adapter (24V @ 7.5A)

Operating Temperature

(w/industrial SSD, CFast),ambient w/ air flow
0°C ~ 50°C (32˚F ~  122˚F)
(w/HDD), ambient w/ air flow
0°C ~ 40°C (32°F ~ 104°F)

-5°C ~ 45°C (23°F ~ 113°F) w/HDD, ambient w/ air flow
 -5°C ~ 55°C (23˚F ~ 131˚F) w/Industrial SSD/RAM, 

ambient w/ air flow

Storage Temperature 40°C  ~ 75°C (-40°F ~ 167°F) 40°C  ~ 75°C (-40°F ~ 167°F)

Construction Aluminum + Metal Aluminum + Metal

Mounting Kit Wall Mount VESA (Optional) N/A

Dimension (L x W x H) 200 x 225 x 218 mm 221.8 x 135 x 232.85 
mm 217.8 x 220 x 92 mm

Weight 4.5 kg 3.6 kg 3.2 kg
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  嵌入式计算系统
Model Number ECS-BYTC ECS-SKLUC ECS-APCO

Processor Intel® Celeron® Processor J1900 
(2M Cache, up to 2.42 GHz)

Intel® Celeron® Processor 3855U 
(2M Cache, 1.60 GHz)

Intel® Celeron® Processor 3955U 
(2M Cache, 2.00 GHz)

Intel® Celeron® N3350 Processor 

System Memory 1 x 204-pin DDR3L 1333MHz 
SO-DIMM up to 8 GB

1 x 260-pin DDR4 2133MHz 
SO-DIMM supports up to 16GB

2 x 204-pin DDR3L 1600/1333MHz SO-DIMM, 
supports up to 8 GB 

Expansion
1 x Full-Sized Mini PCI-e 

supports mSATA
1 x Half-Sized Mini PCI-e

1 x full size Mini PCI-e support mSATA
1 x full size Mini PCI-e support Wi-Fi module 

and SIM Card

1 x M.2 Type B 3042/2242/2260 supports SSD
1 x M.2 Type A 2230 supports WiFi module

Storage

1 x full size Mini PCI-e support mSATA
1 x full size Mini PCI-e support Wi-Fi module and 

SIM Card
1 x 2.5” SATA HDD/SSD

1 x full size Mini PCI-e support mSATA
1 x full size Mini PCI-e support Wi-Fi module and 

SIM Card
1 x 2.5” SATA HDD/SSD

1 x 2.5” HDD/SSD Internal Bracket
1 x M.2 3042/2242/2260 B-key 

supports SSD

USB 1 x USB 3.0, 5 x USB 2.0 4 x USB 2.0, 2 x USB 3.0 2 x USB 3.0, 4 x USB 2.0

COM Port 5 x RS-232
1 x RS-232/RS-485

5 x COM (RS-232)
1 x COM (RS-232/RS-485) 1 x RS-232

Other

1 x Power on/off Switch 
1 x Power LED
1 x HDD LED

1 x SMA Connector (Optional)

1 x Power-on/off Switch
1 x Power LED
1 x HDD LED
1 x Line-out

1 x Power on/off Button w/ LED
1 x Storage LED

2 x SMA Connector (Optional)

Display VGA + HDMI VGA
HDMI

Intel® Celeron® SoC
Integrated Graphics

DP++ + HDMI

Audio

Realtek ALC662 HD Audio Decoding Controllerr
Realtek ALC105 Support 2 x Stereo Class-D 3W 

Audio Amplifier
Line-Out

Realtek ALC662 HD Audio Decoding Controller
Realtek ALC105 Support 2 x Stereo Class-D 3W 

Audio Amplifier
Line-Out

Realtek ALC662 
supports 2-CH

Mic-In and Line-Out

Ethernet Realtek ALC662
Realtek ALC105 2 x Intel I211AT GbE controller 2 x Intel I211AT

Power Connector DC Jack (lockable) DC Jack (lockable) DC Jack (lockable)

Power Requirement +12V +12V +12V

Power Mode ATX Single power ATX Support S0, S3, S4, S5 ATX

Adapter Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 60W Adapter (12V @ 5A)

Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 60W Adapter (12V @ 5A)

Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 60W Adapter (12V @ 5A)

Operating Temperature

0°C ~ 40°C (32°F ~ 104°F) (w/HDD), ambient w/ 
air flow

0°C ~ 45°C (32°F ~ 113°F) (w/SSD, mSATA), ambi-
ent w/ air flow

0°C ~ 40°C (32°F ~ 104°F) (w/HDD), ambient w/ 
air flow

0°C ~ 45°C (32°F ~ 123°F) (w/SSD, mSATA), ambi-
ent w/ air flow

0°C ~ 50°C (32°F ~ 104°F) (w/SSD), ambient w/ 
air flow.

0°C ~ 40°C (32°F ~ 113°F) 
(w/HDD, M.2 and OEM chassis), 

ambient w/ air flow

Storage Temperature -20°C ~ 75°C (-22°F ~ 167°F) -20°C ~ 75°C (-22°F ~ 167°F) -20°C ~ 75°C (-4°F ~ 167°F)

Construction Aluminum + Metal Aluminum + Metal Aluminum + Metal

Mounting Kit VESA/ Din rail (optional) VESA / Din rail (optional) VESA/ Din rail/ Wall Mount (Optional)

Dimension (L x W x H) 180 x 126 x 68 mm 180mm x 126mm x 75.5mm 145.5 x 160 x 63 mm

Weight 1.2 kg 1.4 kg 1.5 kg

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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  Mini ITX无风扇系统 
Model Number BMX-T521-BSW BMX-T521-BYT BMX-T522-SK

Processor Intel® Celeron® Processor N3160 
(2M Cache, up to 2.24 GHz)

Intel® Celeron® Processor J1900 
(2M Cache, up to 2.42 GHz)

Intel® 6th Gen Core™ SoC i7/i5/i3 & Celeron® BGA 
Processor

System Chipset N/A N/A N/A

System Memory
2 x 204-pin DDR3L 1600MHz 

SO-DIMM up to 8 GB
(Default: 1 x 2GB DDR3L)

2 x 204-pin DDR3L 1333MHz 
SO-DIMM up to 8 GB

(Default: 1 x 2GB DDR3L)

2 x 260-pin DDR4 2133MHz SO-DIMM up to 32GB
(Default: 1 x 4GB DDR4)

Expansion

1 x Full Size Mini PCI-e 
support mSATA Only

1 x Full Size Mini PCI-e
support WiFi & 3G/4G module

1 x Full Size Mini PCI-e
support mSATA Only

1 x Full Size Mini PCI-e
support WiFi & 3G/4G module

1 x M.2 B-key B 3042/2242/2260/2280 
w/ SIM card slot

1 x M.2 A-key 2230 Supports WiFi Module

Storage
1 x SD card slot support 

SD/ SDHC Card
2 x 2.5” Drive Bay

1 x SD card slot support 
SD/ SDHC Card

2 x 2.5” Drive Bay

1 x SD card slot support
SD/ SDHC Card

2 x 2.5” Internal HDD Bracket

USB 4 x USB 2.0, 4 x USB 3.0 2 x USB 2.0, 4 x USB 3.0 4 x USB 3.0, 4 x USB 2.0

COM Port 5 x RS232 (pin9 with power)
1 x RS232/422/485

5 x RS232 (pin9 with power)
1 x RS232/422/485

4 x RS-232 (pin9 with power)
2 x RS-232/422/485

Other 1 x PS/2 Keyboard or Mouse 1 x SIM Card Slot
2 x SMA Connector (Optional)

1 x SIM Card Slot
2 x SMA Connector (Optional)

Display
Intel® Atom™/ Celeron® SoC

Integrated Graphics
VGA + HDMI

Intel® Atom™/ Celeron® SoC 
Integrated Graphics

VGA + HDMI

Intel® 6th Gen Core™ SoC i7/i5/i3 & 
Celeron® BGA Processor

DP + DP, DP + HDMI

Display Resolution VGA: 2560 x 1600 @ 60Hz
HDMI: 3840 x 2160 @ 30Hz

VGA: 2560 x 1600 @ 60 Hz
HDMI: 1920 x 1200 @ 60Hz

HDMI: 3840 x 2160 @ 30 Hz, 2560 x 1600@ 30 Hz
DP: 4096x2160 @ 60Hz

Audio Realtek ALC662 supports 2-CH
Mic-In and Line-Out

Realtek ALC662 supports 2-CH
Mic-In and Line-Out

Realtek ALC892 Audio Codec
Mic-In and Line-Out

Ethernet 2 x Intel® I211AT 2 x Intel® I211AT 1 x Intel® i211AT
1 x Intel® i219LM

Power Connector DC Jack (lockable) DC Jack (lockable) DC Jack (lockable)

Power Requirement +12V +12V +12V~24V

Power Mode ATX ATX ATX

Adapter/Power Supply
Input: 100 ~ 240Vac/ 50 ~ 60Hz

Output: 60W Adapter 
(12V @ 5A)

Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 60W Adapter 

(12V @ 5A)

Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 60W Adapter (12V @ 5A)

Operating Temperature

(w/SSD, mSATA), ambient 
w/ air flow 0°C ~ 50°C 

(32°F ~ 122°F) (w/HDD), 
ambient w/ air flow 

0°C ~ 40°C (32°F ~ 104°F)

(w/SSD, mSATA), ambient 
w/ air flow 0°C ~ 50°C 

(32°F ~ 122°F) (w/HDD), 
ambient w/ air flow 

0°C ~ 40°C (32°F ~ 104°F)

0°C ~ 40°C (32°F ~ 104°F) (w/HDD),
ambient w/ air flow

0°C ~ 55°C (32°F ~ 131°F)  
(w/ Wide-temp SSD & M.2 only), ambient w/ air 

flow

Storage Temperature -40°C ~ 75°C (-40°F ~ 167°F) -40°C ~ 75°C (-40°F ~ 167°F) -40°C ~ 75°C (-40°F ~ 167°F)

Construction Aluminum + Metal Aluminum + Metal Aluminum + Metal

Mounting Kit VESA/ Din rail/ Wall Mount 
(Optional)

VESA/ Din rail/ Wall Mount 
(Optional)

VESA/ Din rail/ Wall Mount
(Optional)

Dimension (L x W x H) 180 x 182 x 76 mm 180 x 182 x 76 mm 180 x 182 x 76 mm
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 Mini ITX准系统 
Model Number BMX-P521-H110 BMX-P521-Q170 BMX-T524-Q170 BMX-T524-H110

Processor

Intel® LGA1151 Socket 
Supports 6th Generation Core™ 

Refresh i7/i5/i3, 
Pentium® and Celeron® 

Processors (Max. TDP at 85W)

Intel® LGA1151 Socket 
Supports 6th Generation Core™ 

Refresh i7/i5/i3, 
Pentium® and Celeron® 

Processors (Max. TDP at 85W)

Intel® LGA1151 Socket Supports 6th 
Generation Core™ Refresh i7/i5/i3, 
Pentium® and Celeron® Processors 

(Max. TDP at 85W)

Intel® LGA1151 Socket Supports 6th 
Generation Core™ Refresh i7/i5/i3, 
Pentium® and Celeron® Processors 

(Max. TDP at 85W)

System Chipset Intel® H110 Chipset Intel® Q170 Chipset Intel® Q170 Chipset Intel® H110 Chipset

System Memory
2 x 260-pin DDR4 

2133MHz SO-DIMM 
Supports up to 32GB

2 x 260-pin DDR4 
2133MHz SO-DIMM 
Supports up to 32GB

2 x 260-pin DDR4 2133MHz 
SO-DIMM Supports up to 32GB

2 x 260-pin DDR4 2133MHz 
SO-DIMM Supports up to 32GB

Expansion
1 x PCI-e x 16, 1 x Full Size Mini PCI-e 
Supports mSATA (by auto switch IC), 

1 x Half Size Mini PCI-e
1 x Low Profile Expansion Slot

1 x PCI-e x 16, 1 x Full Size Mini PCI-e 
Supports mSATA (by auto switch IC), 

1 x Half Size Mini PCI-e
1 x Low Profile Expansion Slot

1 x Full Size Mini PCI-e 
Supports mSATA (by auto switch IC) 

1 x Half Size Mini PCI-e

1 x Full Size Mini PCI-e 
Supports mSATA (by auto switch IC) 

1 x Half Size Mini PCI-e

Storage

1 x 2.5” or 1 x 3.5” (up to
24.5mm) HDD/SSD Bracket

1 x 3.5” (up to 20.0mm) 
HDD Bracket

1 x 5.25” External Drive Bay

1 x 2.5” or 1 x 3.5” (up to
24.5mm) HDD/SSD Bracket

1 x 3.5” (up to 20.0mm) 
HDD Bracket

1 x 5.25” External Drive Bay

2 x 2.5” or 1 x 3.5” HDD Bracket 2 x 2.5” or 1 x 3.5” HDD Bracket

USB 4 x USB 2.0, 4 x USB 3.0 6 x USB 2.0, 4 x USB 3.0 4 x USB 2.0, 4 x USB 3.0 4 x USB 2.0, 4 x USB 3.0

COM Port 5 x RS-232, 
1 x RS-232/422/485 

5 x RS-232, 
1 x RS-232/422/485 

4 x RS232 (pin9 with power)
1 x RS232/422/485

4 x RS232 (pin9 with power)
1 x RS232/422/485

Other
1 x SMA Connector (Optional)

1 x PS/2 Keyboard & Mouse Combo 
Jack

1 x SMA Connector (Optional)
1 x PS/2 Keyboard & Mouse Combo 

Jack

2 x SMA Connector (Optional)
1 x PS/2 Keyboard & Mouse Combo 

Jack

2 x SMA Connector (Optional)
1 x PS/2 Keyboard & Mouse Combo 

Jack

Display VGA + HDMI, HDMI + DP,
VGA + DP VGA, HDMI, DP VGA + HDMI + DP VGA + HDMI, HDMI + DP,

VGA + DP

Display Resolution
VGA: 2560 x 1600 @ 60 Hz

HDMI: 3840 x 2160 @ 30 Hz, 
2560 x 1600@ 60 Hz

DP: 4096 x 2304@60Hz

VGA: 2560 x 1600 @ 60 Hz
HDMI: 3840 x 2160 @ 30 Hz, 

2560 x 1600@ 60 Hz
DP: 4096 x 2304@60Hz

VGA: 2560 x 1600 @ 60 Hz 
HDMI: 3840 x 2160 @ 30 Hz, 

2560 x 1600@ 60 Hz 
DP: 4096 x 2304 @ 60Hz

VGA: 2560 x 1600 @ 60 Hz 
HDMI: 3840 x 2160 @ 30 Hz, 

2560 x 1600 @ 60 Hz 
DP: 4096 x 2304 @ 60Hz

Audio
Realtek ALC892 HD Audio Decoding 

Controller with 6W Amplifier
Front: Mic-In, Line-In, Line-Out

Rear: Mic-In, Line-Out

Realtek ALC892 HD Audio Decoding 
Controller with 6W Amplifier

Front: Mic-In, Line-In, Line-Out
Rear: Mic-In, Line-Out

Realtek ALC892 HD Audio Decoding 
Controller with 6W Amplifier

Realtek ALC892 HD Audio Decoding 
Controller with 6W Amplifier

Ethernet 1 x Intel® I219-LM
1 x Intel® I211-AT

1 x Intel® I219-LM
1 x Intel® I211-AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

Power Connector AC Jack (IEC 320 C14) AC Jack (IEC 320 C14) Power Din Jack Power Din Jack

Power Requirement 100 ~ 240 VAC 100 ~ 240 VAC DC in 18~28V via power converter DC in 18~28V via power converter

Power Mode ATX ATX ATX ATX

Adapter/Power Supply Standard TFX 300W Power Supply Standard TFX 300W Power Supply
Input: 100 ~ 240Vac/ 50 ~ 60Hz

Output: 120W Adapter 
(19V @ 6.3A)

Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 120W Adapter 

(19V @ 6.3A)

Operating Temperature (w/HDD), ambient w/ air flow
0°C ~ 40°C (32°F ~ 104°F)

(w/HDD), ambient w/ air flow
0°C ~ 40°C (32°F ~ 104°F)

(w/HDD), ambient w/ air flow 
0°C ~ 40°C (32°F ~ 104°F)

(w/HDD), ambient w/ air flow 
0°C ~ 40°C (32°F ~ 104°F)

Storage Temperature -20°C ~ 70°C (-4°F ~ 158°F) -20°C ~ 70°C (-4°F ~ 158°F) -40°C ~ 75°C (-40°F ~ 167°F) -40°C ~ 75°C (-40°F ~ 167°F)

Construction Metal Metal Aluminum + Metal Aluminum + Metal

Mounting Kit N/A N/A VESA/ Din rail/ Wall Mount
(Optional)

VESA/ Din rail/ Wall Mount
(Optional)

Dimension (L x W x H) 265 x 100 x 310 mm 265 x 100 x 310 mm 205 x 205 x 75 mm 205 x 205 x 75 mm

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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小型服务器

4U机箱

2U机箱

1U机箱

• 最大可支持ATX主板

• 数字标牌设计，
超薄工作站应用程序

• 节省空间

• 支持micro-ATX或 ATX主板
 
• 工业控制，自动化，网络安全，

电信应用服务器

• 附加插槽灵活扩展

• 支持micro-ATX 或 ATX主板
 
• 工作站，DVR/监控应用服务器 

• 高度可扩展功能适用于不同应用

• 支持mini-ITX主板
 
• 数字标牌，瘦客户机,车载电脑，

游戏应用程序

• 节省空间灵活的底盘设计

• 可选智能电源&Euo UPS

工业系统概览
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机架式系统和小型服务器

 机架式系统和小型服务器   机架式系统和小型服务器
Model Number BAX-R1U4S-C23K BAX-R2U8S-C23K BAX-R1U0-H11K BAX-R1U0-Q17K BAX-R2U0-Q17K BAX-R4U0-Q17K BMX-P54S-Q17K

Processor Intel® 6/7th Generation Core™/ Intel® 
Xeon® E3-1200 v5 Family Processors

Intel® 6/7th Generation Core™/
Intel® Xeon® E3-1200 v5 Family
Processors (Max. TDP at 95W)

Intel® 6/7th Generation Core™ 
i7/ i5/ i3, Pentium® and Celeron® 

Processors

Intel® 6/7th Generation Core™ 
i7/ i5/ i3, Pentium® and Celeron® 

Processors

Intel® 6/7th Generation Core™ 
i7/ i5/ i3, Pentium® and Celeron®
Processors (Max. TDP at 95W)

Intel® 6/7th Generation Core™ 
i7/ i5/ i3, Pentium® and Celeron®
Processors (Max. TDP at 95W)

Intel® 6/7th Generation Core™ 
i7/ i5/ i3, Pentium® and Celeron®

Processors

System Memory
4 x 288-pin DDR4 2133MHz DIMM 

up to 64GB 
(ECC memory supported by CPU)

4 x 288-pin DDR4 2133MHz DIMM 
up to 64GB 

(ECC memory supported by CPU)

2 x 288-pin DDR4 2133MHz DIMM 
up to 32 GB

4 x 288-pin DDR4 2133MHz DIMM 
up to 64 GB 

4 x 288-pin DDR4 2133MHz DIMM 
up to 64 GB

4 x 288-pin DDR4 2133MHz DIMM 
up to 64 GB

2 x 260-pin DDR4 2133MHz 
SO-DIMM up to 32 GB

Storage 4 x 2.5” or 3.5” hot-swap HDD trays
1 x Internal 2.5” Drive Bay

8 x 2.5” or 3.5” hot-swap HDD trays
1 x 2.5” Internal Drive Bay

2 x 3.5” Drive Bay or 
1 x 2.5” + 1 x 3.5” Drive Bay

2 x 3.5” Drive Bay or 
1 x 2.5” + 1 x 3.5” Drive Bay 

6 x 3.5” Drive Bay or 
2 x 5.25” + 4 x 3.5” Drive Bay

3 x 3.5” Internal Drive Bay
2 x 3.5” + 3 x 5.25” External Drive Bay

4 x 2.5” or 3.5” hot-swap HDD trays
1 x 2.5” Internal Drive Bay

Expansion Full Height PCI-e Slot x 1
(via riser card and bracket)

7 x Low profile expansion slots 
Full Height PCI-e Slot x 1 

(via riser card and bracket)
Full Height PCI-e Slot x 1 

(via riser card and bracket)
7 x Low profile expansion slots 7 x Full Height expansion slots 1 x Low profile expansion slot

Display
Intel® 7th Generation CPU

integrated
HDMI + VGA + DP

ntel® 7th Generation CPU integrated
HDMI + VGA + DP

Intel® 7th Generation CPU
integrated

HDMI + VGA, HDMI + DP, VGA + DP

Intel® 7th Generation CPU integrated
VGA + HDMI + DP

Intel® 7th Generation CPU integrated
VGA + HDMI + DP

Intel® 7th Generation CPU integrated
VGA + HDMI + DP

Intel® 7th Generation CPU integrated
VGA + HDMI + DP

Audio
Realtek ALC892

Mic-In, Line-In and Line-Out
2 x 6W Amplifier

Realtek ALC892
Mic-In, Line-In and Line-Out

2 x 6W Amplifier

Realtek ALC892
Mic-In, Line-In and Line-Out

2 x 6W Amplifier

Realtek ALC892
Mic-In, Line-In and Line-Out 

2 x 6W Amplifier

Realtek ALC892
Mic-In, Line-In and Line-Out

2 x 6W Amplifier

Realtek ALC892
Mic-In, Line-In and Line-Out

2 x 6W Amplifier

Realtek ALC892
Mic-In, Line-In and Line-Out

2 x 6W Amplifier

Ethernet 1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

USB 4 x USB 3.0
2 x USB 2.0

4 x USB 3.0
2 x USB 2.0

4 x USB 3.0
2 x USB 2.0

4 x USB 3.0
2 x USB 2.0 

4 x USB 3.0
2 x USB 2.0 

4 x USB 3.0
2 x USB 2.0 

4 x USB 3.0
2 x USB 2.0

COM Port 1 x RS-232 1 x RS-232 1 x RS-232 1 x RS-232 1 x RS-232 1 x RS-232 1 x RS-232

Others 1 x PS/2 Keyboard or Mouse 1 x PS/2 Keyboard or Mouse 1 x PS/2 Keyboard or Mouse 1 x PS/2 Keyboard or Mouse 1 x PS/2 Keyboard or Mouse 1 x PS/2 Keyboard or Mouse 1 x PS/2 Keyboard or Mouse

Power Type ATX ATX ATX ATX ATX ATX ATX

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F) 0°C ~ 40°C (32°F ~ 104°F) 0°C ~ 35°C (32°F ~ 95°F) 0°C ~ 35°C (32°F ~ 95°F) 0°C ~ 40°C (32°F ~ 104°F) 0°C ~ 40°C (32°F ~ 104°F) 0°C ~ 40°C (32°F ~ 104°F)

Power Supply 315W 1U Flex 100-240Vac 500W 1U Single 100-240Vac 315W 1U Flex 100-240Vac 315W 1U Flex 100-240Vac 500W PS2 100-240Vac 500W PS2 100-240Vac 265W 1U Flex 100-240Vac

Dimensions (L x W x H) 
w/o Front Panel 533.4 x 482.6 x 44.4 mm 571.5 x 482.6 x 88.9 mm 381 x 482.6 x 44.4 mm 381 x 482.6 x 44.4 mm 504 x 482.6 x 88.9 mm 508 x 482.6 x 178 mm 275 x 210 x 230 mm
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小型服务器

4U机箱

2U机箱

1U机箱

• 最大可支持ATX主板

• 数字标牌设计，
超薄工作站应用程序

• 节省空间

• 支持micro-ATX或 ATX主板
 
• 工业控制，自动化，网络安全，

电信应用服务器

• 附加插槽灵活扩展

• 支持micro-ATX 或 ATX主板
 
• 工作站，DVR/监控应用服务器 

• 高度可扩展功能适用于不同应用

• 支持mini-ITX主板
 
• 数字标牌，瘦客户机,车载电脑，

游戏应用程序

• 节省空间灵活的底盘设计

• 可选智能电源&Euo UPS

工业系统概览
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机架式系统和小型服务器

 机架式系统和小型服务器   机架式系统和小型服务器
Model Number BAX-R1U4S-C23K BAX-R2U8S-C23K BAX-R1U0-H11K BAX-R1U0-Q17K BAX-R2U0-Q17K BAX-R4U0-Q17K BMX-P54S-Q17K

Processor Intel® 6/7th Generation Core™/ Intel® 
Xeon® E3-1200 v5 Family Processors

Intel® 6/7th Generation Core™/
Intel® Xeon® E3-1200 v5 Family
Processors (Max. TDP at 95W)

Intel® 6/7th Generation Core™ 
i7/ i5/ i3, Pentium® and Celeron® 

Processors

Intel® 6/7th Generation Core™ 
i7/ i5/ i3, Pentium® and Celeron® 

Processors

Intel® 6/7th Generation Core™ 
i7/ i5/ i3, Pentium® and Celeron®
Processors (Max. TDP at 95W)

Intel® 6/7th Generation Core™ 
i7/ i5/ i3, Pentium® and Celeron®
Processors (Max. TDP at 95W)

Intel® 6/7th Generation Core™ 
i7/ i5/ i3, Pentium® and Celeron®

Processors

System Memory
4 x 288-pin DDR4 2133MHz DIMM 

up to 64GB 
(ECC memory supported by CPU)

4 x 288-pin DDR4 2133MHz DIMM 
up to 64GB 

(ECC memory supported by CPU)

2 x 288-pin DDR4 2133MHz DIMM 
up to 32 GB

4 x 288-pin DDR4 2133MHz DIMM 
up to 64 GB 

4 x 288-pin DDR4 2133MHz DIMM 
up to 64 GB

4 x 288-pin DDR4 2133MHz DIMM 
up to 64 GB

2 x 260-pin DDR4 2133MHz 
SO-DIMM up to 32 GB

Storage 4 x 2.5” or 3.5” hot-swap HDD trays
1 x Internal 2.5” Drive Bay

8 x 2.5” or 3.5” hot-swap HDD trays
1 x 2.5” Internal Drive Bay

2 x 3.5” Drive Bay or 
1 x 2.5” + 1 x 3.5” Drive Bay

2 x 3.5” Drive Bay or 
1 x 2.5” + 1 x 3.5” Drive Bay 

6 x 3.5” Drive Bay or 
2 x 5.25” + 4 x 3.5” Drive Bay

3 x 3.5” Internal Drive Bay
2 x 3.5” + 3 x 5.25” External Drive Bay

4 x 2.5” or 3.5” hot-swap HDD trays
1 x 2.5” Internal Drive Bay

Expansion Full Height PCI-e Slot x 1
(via riser card and bracket)

7 x Low profile expansion slots 
Full Height PCI-e Slot x 1 

(via riser card and bracket)
Full Height PCI-e Slot x 1 

(via riser card and bracket)
7 x Low profile expansion slots 7 x Full Height expansion slots 1 x Low profile expansion slot

Display
Intel® 7th Generation CPU

integrated
HDMI + VGA + DP

ntel® 7th Generation CPU integrated
HDMI + VGA + DP

Intel® 7th Generation CPU
integrated

HDMI + VGA, HDMI + DP, VGA + DP

Intel® 7th Generation CPU integrated
VGA + HDMI + DP

Intel® 7th Generation CPU integrated
VGA + HDMI + DP

Intel® 7th Generation CPU integrated
VGA + HDMI + DP

Intel® 7th Generation CPU integrated
VGA + HDMI + DP

Audio
Realtek ALC892

Mic-In, Line-In and Line-Out
2 x 6W Amplifier

Realtek ALC892
Mic-In, Line-In and Line-Out

2 x 6W Amplifier

Realtek ALC892
Mic-In, Line-In and Line-Out

2 x 6W Amplifier

Realtek ALC892
Mic-In, Line-In and Line-Out 

2 x 6W Amplifier

Realtek ALC892
Mic-In, Line-In and Line-Out

2 x 6W Amplifier

Realtek ALC892
Mic-In, Line-In and Line-Out

2 x 6W Amplifier

Realtek ALC892
Mic-In, Line-In and Line-Out

2 x 6W Amplifier

Ethernet 1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

1 x Intel® I219LM
1 x Intel® I211AT

USB 4 x USB 3.0
2 x USB 2.0

4 x USB 3.0
2 x USB 2.0

4 x USB 3.0
2 x USB 2.0

4 x USB 3.0
2 x USB 2.0 

4 x USB 3.0
2 x USB 2.0 

4 x USB 3.0
2 x USB 2.0 

4 x USB 3.0
2 x USB 2.0

COM Port 1 x RS-232 1 x RS-232 1 x RS-232 1 x RS-232 1 x RS-232 1 x RS-232 1 x RS-232

Others 1 x PS/2 Keyboard or Mouse 1 x PS/2 Keyboard or Mouse 1 x PS/2 Keyboard or Mouse 1 x PS/2 Keyboard or Mouse 1 x PS/2 Keyboard or Mouse 1 x PS/2 Keyboard or Mouse 1 x PS/2 Keyboard or Mouse

Power Type ATX ATX ATX ATX ATX ATX ATX

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F) 0°C ~ 40°C (32°F ~ 104°F) 0°C ~ 35°C (32°F ~ 95°F) 0°C ~ 35°C (32°F ~ 95°F) 0°C ~ 40°C (32°F ~ 104°F) 0°C ~ 40°C (32°F ~ 104°F) 0°C ~ 40°C (32°F ~ 104°F)

Power Supply 315W 1U Flex 100-240Vac 500W 1U Single 100-240Vac 315W 1U Flex 100-240Vac 315W 1U Flex 100-240Vac 500W PS2 100-240Vac 500W PS2 100-240Vac 265W 1U Flex 100-240Vac

Dimensions (L x W x H) 
w/o Front Panel 533.4 x 482.6 x 44.4 mm 571.5 x 482.6 x 88.9 mm 381 x 482.6 x 44.4 mm 381 x 482.6 x 44.4 mm 504 x 482.6 x 88.9 mm 508 x 482.6 x 178 mm 275 x 210 x 230 mm

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.



超级防刮面板
SPC系列提供高水平的硬玻璃，符合SAA
面板，它能耐指甲，硬币，钥匙，锋利的
金属工具和其他东西的刮痕

不锈钢：
防刮，耐腐蚀
不锈钢
高温度防破坏/抵抗

全平面IP65 为防水设计
全平面IP65
排水设计
接口IP67
薄膜按钮

宽电压
过电源保护
灵活性
安全
过电流/电涌保护

全平面IP65等级不锈钢
触摸面板完美适合
可抗强水流直冲
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 SPC系列  SPC系列
Model Number SPC-1533 SPC-2133 Model Number SPC-1209 SPC-1509 SPC-1709 SPC-22W9

LCD Size 15", 4:3 21.5” LCD Size 12.1", 4:3 15", 4:3 17", 4:3 22"

Display Type XGA WSXGA Display Type XGA XGA SXGA WSXGA

Resolution 1024 x 768 1920 x 1080 Resolution 1024 x 768 1024 x 768 1280 x 1024 1680 x 1050

Pixel Pitch 0.297mm (H) x 0.297mm (V) 248.25um (H) x 248.25um (V) Pixel Pitch 0.240mm (H) x 0.240mm (V) 0.297mm (H) x 0.297mm (V) 0.264mm (H) x 0.264mm (V) 0.282mm (H) x 0.282mm (V)

Luminance  250 cd/m²  250 cd/m² Luminance  600 cd/m²  400 cd/m²  350 cd/m²  250 cd/m²

Contrast Ratio 700 3000 Contrast Ratio 700 700 800 1000

Viewing Angle 70 (U), 70 (D), 80 (L), 80 (R) 89 (U), 89 (D), 89 (L), 89 (R) Viewing Angle 70 (U), 70 (D), 80 (L), 80 (R) 70 (U), 70 (D), 80 (L), 80 (R) 80 (U), 80 (D), 85 (L), 85 (R) 80 (U), 80 (D), 85 (L), 85 (R)

Response Time  16 ms  18 ms Response Time  16 ms  16 ms  30 ms  5 ms

Backlight LED LED Backlight LED LED LED LED

Touch Type Projective Capacitive Projective Capacitive Touch Type 5-Wire Resistive 5-Wire Resistive 5-Wire Resistive 5-Wire Resistive

Touch Light Transmission  87 %  89 % Touch Light Transmission  80 %  80 %  80 %  80 %

Touch Controller Onboard USB touch (EETI) Onboard USB touch (EETI) Touch Controller Onboard USB touch (EETI) Onboard USB touch (EETI) Onboard USB touch (EETI) Onboard USB touch (EETI)

SBC EBM-APL SBC EBM-BYT

Processor Onboard Intel® Apollo Lake Mobile Processor Processor Intel® Atom™ E3845 4-Core 1.91GHz processor/ Intel® Celeron® J1900 2.0GHz processor

System Chipset Intel® Apollo Lake SoC integrated System Chipset Intel® Valleyview SoC

I/O Chipset EC ITE IT8528E I/O Chipset EC ITE IT8528E

System Memory 1 x 204-pin DDR3L 1866MTs SO-DIMM up to 8 GB System Memory 1 x 204-Pin DDR3L 1333MHz SO-DIMM up to 8 GB

Expansion 1 x Mini PCIe Expansion 1 x Mini PCIe Support mSATA
1 x Mini PCIe Supports SIM Card

Storage 1 x 2.5” Drive Bay Storage 1 x CompactFlash Type I/II Socket
1 x 2.5” Drive Bay

USB 2 x USB 2.0 3 x USB 3.0 USB 2 x USB 2.0 2 x USB 2.0 3 x USB 2.0 3 x USB 2.0

COM Port 1 x RS-232/422/485 COM Port 1 x RS-232

Other 1 x SATA II, 1 x WiFi Other 1 x SATA II, 1 x WiFi

Display Chipset Intel® Apollo Lake SoC integrated Graphics Supports Dual Display Display Chipset Intel® Valleyview SoC integrated Graphics Supports dual display

Audio Realtek ALC892 Audio Realtek ALC892

Audio Interface 2 x 5W Speaker Output Audio Interface 2 x 5W Speaker Output

Ethernet 2 x Intel® I211AT Ethernet 1 x Intel® I210IT

Power Connector 4 Pin M8 Type, +12V ~ +26V Power Connector Waterproof DC Jack, +12V ~ +26V

Power Type AT/ATX (ATX is default setting) Power Type AT/ATX (ATX is default setting)

Adapter Input: 100 ~ 240Vac/ 50 ~ 60Hz 
Output: 60W Adapter (24V @ 2.5A Adapter) AC-DC Adapter Adapter Input: 100 ~ 240Vac/ 50 ~ 60Hz 

Output: 60W Adapter (24V @ 2.5A Adapter) AC-DC Adapter

Construction (Front, Rear) Front & Rear Silver Stainless, Black Silver Aluminum, Black Construction (Front, Rear) Front & Rear Silver Stainless, Black

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F) Operating Temperature 0°C ~ 40°C (32°F ~ 104°F)

Storage Temperature -20°C ~ 60°C (-4°F ~ 140°F) -10°C ~ 60°C (14°F ~ 140°F) Storage Temperature -20°C ~ 60°C (-4°F ~ 140°F)

Certification CE, FCC Class B Certification CE, FCC Class A

OS Information Win10, Linux OS Information Win10, Linux

IP Rating Full IP-65, IP-69K IP Rating Full IP-65, IP-69K

Dimension 371 x 308 x 63.6mm 595 x 403 x 57.5mm Dimension 311 x 272 x 58mm 371 x 308 x 63.6mm 405 x 353 x 66.6mm 546 x 378 x 69mm

Weight 6.42kg 9kg Weight 4.23kg 6.42kg 7.5kg 9kg

(前)

             (后)

SPC-1533/ 2133



超级防刮面板
SPC系列提供高水平的硬玻璃，符合SAA
面板，它能耐指甲，硬币，钥匙，锋利的
金属工具和其他东西的刮痕

不锈钢：
防刮，耐腐蚀
不锈钢
高温度防破坏/抵抗

全平面IP65 为防水设计
全平面IP65
排水设计
接口IP67
薄膜按钮

宽电压
过电源保护
灵活性
安全
过电流/电涌保护

全平面IP65等级不锈钢
触摸面板完美适合
可抗强水流直冲
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 SPC系列  SPC系列
Model Number SPC-1533 SPC-2133 Model Number SPC-1209 SPC-1509 SPC-1709 SPC-22W9

LCD Size 15", 4:3 21.5” LCD Size 12.1", 4:3 15", 4:3 17", 4:3 22"

Display Type XGA WSXGA Display Type XGA XGA SXGA WSXGA

Resolution 1024 x 768 1920 x 1080 Resolution 1024 x 768 1024 x 768 1280 x 1024 1680 x 1050

Pixel Pitch 0.297mm (H) x 0.297mm (V) 248.25um (H) x 248.25um (V) Pixel Pitch 0.240mm (H) x 0.240mm (V) 0.297mm (H) x 0.297mm (V) 0.264mm (H) x 0.264mm (V) 0.282mm (H) x 0.282mm (V)

Luminance  250 cd/m²  250 cd/m² Luminance  600 cd/m²  400 cd/m²  350 cd/m²  250 cd/m²

Contrast Ratio 700 3000 Contrast Ratio 700 700 800 1000

Viewing Angle 70 (U), 70 (D), 80 (L), 80 (R) 89 (U), 89 (D), 89 (L), 89 (R) Viewing Angle 70 (U), 70 (D), 80 (L), 80 (R) 70 (U), 70 (D), 80 (L), 80 (R) 80 (U), 80 (D), 85 (L), 85 (R) 80 (U), 80 (D), 85 (L), 85 (R)

Response Time  16 ms  18 ms Response Time  16 ms  16 ms  30 ms  5 ms

Backlight LED LED Backlight LED LED LED LED

Touch Type Projective Capacitive Projective Capacitive Touch Type 5-Wire Resistive 5-Wire Resistive 5-Wire Resistive 5-Wire Resistive

Touch Light Transmission  87 %  89 % Touch Light Transmission  80 %  80 %  80 %  80 %

Touch Controller Onboard USB touch (EETI) Onboard USB touch (EETI) Touch Controller Onboard USB touch (EETI) Onboard USB touch (EETI) Onboard USB touch (EETI) Onboard USB touch (EETI)

SBC EBM-APL SBC EBM-BYT

Processor Onboard Intel® Apollo Lake Mobile Processor Processor Intel® Atom™ E3845 4-Core 1.91GHz processor/ Intel® Celeron® J1900 2.0GHz processor

System Chipset Intel® Apollo Lake SoC integrated System Chipset Intel® Valleyview SoC

I/O Chipset EC ITE IT8528E I/O Chipset EC ITE IT8528E

System Memory 1 x 204-pin DDR3L 1866MTs SO-DIMM up to 8 GB System Memory 1 x 204-Pin DDR3L 1333MHz SO-DIMM up to 8 GB

Expansion 1 x Mini PCIe Expansion 1 x Mini PCIe Support mSATA
1 x Mini PCIe Supports SIM Card

Storage 1 x 2.5” Drive Bay Storage 1 x CompactFlash Type I/II Socket
1 x 2.5” Drive Bay

USB 2 x USB 2.0 3 x USB 3.0 USB 2 x USB 2.0 2 x USB 2.0 3 x USB 2.0 3 x USB 2.0

COM Port 1 x RS-232/422/485 COM Port 1 x RS-232

Other 1 x SATA II, 1 x WiFi Other 1 x SATA II, 1 x WiFi

Display Chipset Intel® Apollo Lake SoC integrated Graphics Supports Dual Display Display Chipset Intel® Valleyview SoC integrated Graphics Supports dual display

Audio Realtek ALC892 Audio Realtek ALC892

Audio Interface 2 x 5W Speaker Output Audio Interface 2 x 5W Speaker Output

Ethernet 2 x Intel® I211AT Ethernet 1 x Intel® I210IT

Power Connector 4 Pin M8 Type, +12V ~ +26V Power Connector Waterproof DC Jack, +12V ~ +26V

Power Type AT/ATX (ATX is default setting) Power Type AT/ATX (ATX is default setting)

Adapter Input: 100 ~ 240Vac/ 50 ~ 60Hz 
Output: 60W Adapter (24V @ 2.5A Adapter) AC-DC Adapter Adapter Input: 100 ~ 240Vac/ 50 ~ 60Hz 

Output: 60W Adapter (24V @ 2.5A Adapter) AC-DC Adapter

Construction (Front, Rear) Front & Rear Silver Stainless, Black Silver Aluminum, Black Construction (Front, Rear) Front & Rear Silver Stainless, Black

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F) Operating Temperature 0°C ~ 40°C (32°F ~ 104°F)

Storage Temperature -20°C ~ 60°C (-4°F ~ 140°F) -10°C ~ 60°C (14°F ~ 140°F) Storage Temperature -20°C ~ 60°C (-4°F ~ 140°F)

Certification CE, FCC Class B Certification CE, FCC Class A

OS Information Win10, Linux OS Information Win10, Linux

IP Rating Full IP-65, IP-69K IP Rating Full IP-65, IP-69K

Dimension 371 x 308 x 63.6mm 595 x 403 x 57.5mm Dimension 311 x 272 x 58mm 371 x 308 x 63.6mm 405 x 353 x 66.6mm 546 x 378 x 69mm

Weight 6.42kg 9kg Weight 4.23kg 6.42kg 7.5kg 9kg

SPC-1209 SPC-1509/ 1709/ 22W9

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.

(前)

             (后)

(前)

             (后)
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模块化 / 强固平板电脑 - ARC系列

多种扩展板
无线
WiFi+BT – USB/MPCIe
3G, 4G/LTE, GPS – MPCIe

2 Isolation RS-232 12-bit GPIO + 
2-bit CAN Bus CAN Bus for OBDII

3 x RS-232 2 x RS-232 + USB 2.0 2 x RS-232 + LAN

内存服务窗口

可更换硬盘

前面板IP-65 & 
后盖IP41防水

多种扩展板

DB-D DB-E

• Extra 4 x USB 3.0 Ports
DB-A

• Standard w/o Expansion
Standard

• 1 x HDMI + 5.1CH Audio
(Line-in, Line-out, Mic-in) 

DB-B

• 1 x HDMI + 1x MPCIe w SIM
(Push-Push) 

DB-C

DB-F

DB-G DB-H DB-K
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 ARC系列
Model Number ARC-1033 ARC-1233 ARC-1533 ARC-1733

LCD Size 10.4", 4:3 12.1", 4:3  15”, 4:3 17”, 4:3 

Display Type XGA XGA  XGA SXGA

Resolution 1024x768 1024 x 768  1024 x 768 1280 x 1024

Pixel Pitch 0.0685mm (H) x 0.2055mm (V) 0.1905mm (H) x 0.1905mm (V) 0.297mm (H) x 0.297mm (V) 0.264mm (H) x 0.264mm (V)

Luminance  500 cd/m² 600 cd/m²  400 cd/m² 350 cd/m²

Contrast Ratio 1200 700  700 800

Viewing Angle 88 (U), 88 (D), 88 (L), 88 (R) 70 (U), 70 (D), 80 (L), 80 (R)  70 (U), 70 (D), 80 (L), 80 (R) 80 (U), 80 (D), 85 (L), 85 (R)

Response Time  25 ms 16 ms  16 ms 30 ms

Backlight LED

Touch Type A Model: 5-Wire Resistive Touch
B Model: Projective Capacitive Multi-Touch (Full Flat design)

Touch Light Transmission 5-Wire Resistive Touch: 80%
Projective Capacitive Multi-Touch: 89%

Touch Controller A Model: Onboard USB touch (PenMount); B Model: EETI External USB controller

SBC ARC-APL

Processor Onboard Intel® Apollo Lake-I/M processor

I/O Chipset EC ITE IT8528E

System Memory 1 x 204-Pin DDR3L 1333MHz SO-DIMM up to 8 GB 

Expansion 1 x Mini PCIe Supports mSATA, 1 x Optional 80-pin Expansion

Storage 1 x 2.5” Drive Bay (7mm HDD Restricted)

USB 4 x USB 3.0

COM Port 1 x RS-232/422/485 (Factory Optional), 1 x RS-232

Other 1 x WiFi (Option), 3 x Knockouts for Antenna Mounting

Display Chipset Intel® Apollo Lake SoC Processor Integrated Gen9 LP graphics Supports optional dual display

Display Resolution HDMI: Max. resolution 3840 x 2160 @ 30Hz (optional by IET module)

Audio Realtek ALC892 

Audio Interface  2 x 2W Speaker out

Ethernet 2 x Intel® I210IT (Apollo Lake I), 2 x Intel® I211AT (Apollo Lake M)

Power Connector Lockable DC Jack, +9V ~ +36V

Power Type AT/ATX (ATX is default setting)

Adapter Input: 100 ~ 240Vac/ 50 ~ 60Hz, Output: 60W Adapter (12V @ 5A Adapter)

Construction (Front, Rear) Aluminum Die Casting

Operating Temperature (N3350/N4200 CPU) -10°C ~ 50°C (14°F ~ 122°F)
(E3900 CPU) -20°C ~ 60°C (-4°F ~ 140°F)

Storage Temperature (N3350/N4200 CPU) -20°C ~ 60°C (-4°F ~ 140°F)
(E3900 CPU) -30°C ~ 70°C (-22°F ~ 158°F)

Certification CE, FCC Class B

OS Information Win 10, Linux

Dimension 259.6 x 195.8 x 46mm 284 x 223 x 46mm 350 x 274 x 53.1mm 382 x 320 x 58.8mm

Weight 1.67kg 2.4kg 3.7kg 4.56kg

A版 B版

(前) (后)
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模块化 / 强固平板电脑 - ARC系列

多种扩展板
无线
WiFi+BT – USB/MPCIe
3G, 4G/LTE, GPS – MPCIe

2 Isolation RS-232 12-bit GPIO + 
2-bit CAN Bus CAN Bus for OBDII

3 x RS-232 2 x RS-232 + USB 2.0 2 x RS-232 + LAN

内存服务窗口

可更换硬盘

前面板IP-65 & 
后盖IP41防水

多种扩展板

DB-D DB-E

• Extra 4 x USB 3.0 Ports
DB-A

• Standard w/o Expansion
Standard

• 1 x HDMI + 5.1CH Audio
(Line-in, Line-out, Mic-in) 

DB-B

• 1 x HDMI + 1x MPCIe w SIM
(Push-Push) 

DB-C

DB-F

DB-G DB-H DB-K
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 ARC系列
Model Number ARC-1033 ARC-1233 ARC-1533 ARC-1733

LCD Size 10.4", 4:3 12.1", 4:3  15”, 4:3 17”, 4:3 

Display Type XGA XGA  XGA SXGA

Resolution 1024x768 1024 x 768  1024 x 768 1280 x 1024

Pixel Pitch 0.0685mm (H) x 0.2055mm (V) 0.1905mm (H) x 0.1905mm (V) 0.297mm (H) x 0.297mm (V) 0.264mm (H) x 0.264mm (V)

Luminance  500 cd/m² 600 cd/m²  400 cd/m² 350 cd/m²

Contrast Ratio 1200 700  700 800

Viewing Angle 88 (U), 88 (D), 88 (L), 88 (R) 70 (U), 70 (D), 80 (L), 80 (R)  70 (U), 70 (D), 80 (L), 80 (R) 80 (U), 80 (D), 85 (L), 85 (R)

Response Time  25 ms 16 ms  16 ms 30 ms

Backlight LED

Touch Type A Model: 5-Wire Resistive Touch
B Model: Projective Capacitive Multi-Touch (Full Flat design)

Touch Light Transmission 5-Wire Resistive Touch: 80%
Projective Capacitive Multi-Touch: 89%

Touch Controller A Model: Onboard USB touch (PenMount); B Model: EETI External USB controller

SBC ARC-APL

Processor Onboard Intel® Apollo Lake-I/M processor

I/O Chipset EC ITE IT8528E

System Memory 1 x 204-Pin DDR3L 1333MHz SO-DIMM up to 8 GB 

Expansion 1 x Mini PCIe Supports mSATA, 1 x Optional 80-pin Expansion

Storage 1 x 2.5” Drive Bay (7mm HDD Restricted)

USB 4 x USB 3.0

COM Port 1 x RS-232/422/485 (Factory Optional), 1 x RS-232

Other 1 x WiFi (Option), 3 x Knockouts for Antenna Mounting

Display Chipset Intel® Apollo Lake SoC Processor Integrated Gen9 LP graphics Supports optional dual display

Display Resolution HDMI: Max. resolution 3840 x 2160 @ 30Hz (optional by IET module)

Audio Realtek ALC892 

Audio Interface  2 x 2W Speaker out

Ethernet 2 x Intel® I210IT (Apollo Lake I), 2 x Intel® I211AT (Apollo Lake M)

Power Connector Lockable DC Jack, +9V ~ +36V

Power Type AT/ATX (ATX is default setting)

Adapter Input: 100 ~ 240Vac/ 50 ~ 60Hz, Output: 60W Adapter (12V @ 5A Adapter)

Construction (Front, Rear) Aluminum Die Casting

Operating Temperature (N3350/N4200 CPU) -10°C ~ 50°C (14°F ~ 122°F)
(E3900 CPU) -20°C ~ 60°C (-4°F ~ 140°F)

Storage Temperature (N3350/N4200 CPU) -20°C ~ 60°C (-4°F ~ 140°F)
(E3900 CPU) -30°C ~ 70°C (-22°F ~ 158°F)

Certification CE, FCC Class B

OS Information Win 10, Linux

Dimension 259.6 x 195.8 x 46mm 284 x 223 x 46mm 350 x 274 x 53.1mm 382 x 320 x 58.8mm

Weight 1.67kg 2.4kg 3.7kg 4.56kg

 ARC系列
Model Number ARC-1232 ARC-1532 ARC-1732 ARC-1209 ARC-1509

LCD Size 12.1", 4:3  15”, 4:3 17" 12.1", 4:3  15”, 4:3 

Display Type XGA  XGA SXGA XGA  XGA

Resolution 1024 x 768  1024 x 768 1280 x 1024 1024 x 768  1024 x 768 

Pixel Pitch 0.1905mm (H) x 0.1905mm (V) 0.297mm (H) x 0.297mm (V) 0.264 x 0.264 0.1905mm (H) x 0.1905mm (V) 0.297mm (H) x 0.297mm (V)

Luminance 600 cd/m²  400 cd/m² 350 cd/m² 600 cd/m²  400 cd/m²

Contrast Ratio 700  700 800 700  700

Viewing Angle 80 (U), 80 (D), 80 (L), 80 (R)  70 (U), 70 (D), 80 (L), 80 (R) 89 (U), 89 (D), 89 (L), 89 (R) 80 (U), 80 (D), 80 (L), 80 (R)  70 (U), 70 (D), 80 (L), 80 (R)

Response Time 16 ms  16 ms 30 ms 16 ms  16 ms

Backlight LED  LED LED LED  LED

Touch Type A Model: 5-Wire Resistive Touch
B Model: Projective Capacitive Multi-Touch (Full Flat design) 

Touch Light Transmission 5-Wire Resistive Touch: 80%, Projective Capacitive Multi-Touch: 89%   

Touch Controller A Model: Onboard USB touch (PenMount); B Model: EETI External USB controller

SBC ARC-SKLU ARC-BYT

Processor 6th Gen Intel® Core™ i5-6300U, 2-Core, 2.4GHz processor A Model:  Intel® Atom™ E3845 4-Core 1.91GHz processor
B Model:  Intel® Celeron® J1900 2.0GHz processor 

I/O Chipset EC ITE IT8528E EC ITE IT8528E

System Memory 1 x 260-Pin DDR4 2133MHz SO-DIMM up to 16 GB 1 x 204-Pin DDR3L 1333MHz SO-DIMM up to 8 GB 

Expansion 1 x Mini PCIe Supports mSATA, 1 x Optional 80-pin Expansion 1 x Mini PCIe Supports mSATA, 1 x Optional 80-pin Expansion

Storage 1 x 2.5” Drive Bay (7mm HDD Restricted) 1 x 2.5” Drive Bay (7mm HDD Restricted) 

USB 4 x USB 3.0 1 x USB 3.0, 3 x USB 2.0

COM Port 1 x RS-232/422/485, 1 x RS-232 1 x RS-232/422/485, 1 x RS-232

Other 3 x Knockouts for Antenna Mounting 3 x Knockouts for Antenna Mounting 

Display Chipset Intel® HD Graphics 520 Intel® Valleyview SoC Integrated Graphics

Display Resolution HDMI: Max. resolution 4096 x 2160 @ 24Hz (optional by IET module) HDMI: Max. resolution 1920 x 1200 @ 60Hz (optional by IET module)

Audio Realtek ALC892 Realtek ALC892

Audio Interface 2 x 2W speaker out 2 x 2W speaker out

Ethernet 1 x Intel® I210AT, 1 x Intel® I219LM 2 x Intel® I210IT

Power Connector Lockable DC Jack, +12V ~ +26V Lockable DC Jack, +12V ~ +26V

Power Type AT/ATX (ATX is default setting) AT/ATX (ATX is default setting) 

Adapter Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 60W Adapter (12V @ 5A Adapter)

Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 60W Adapter (12V @ 5A Adapter)

Construction (Front, Rear) Aluminum Die Casting Aluminum Die Casting

Operating Temperature -10°C ~ 50°C (14°F ~ 122°F) (J1900 CPU) -10°C ~ 50°C (14°F ~ 122°F)
(E3845 CPU) -20°C ~ 60°C (-4°F ~ 140°F)

Storage Temperature -20°C ~ 60°C (-4°F ~ 140°F) (J1900 CPU) -20°C ~ 60°C (-4°F ~ 140°F)
(E3845 CPU) -30°C ~ 70°C (-22°F ~ 158°F)

Certification CE, FCC Class B CE, FCC Class B

OS Information Win 7, Win 8.1, Win 10, Linux Win 7, Win 8, Win 10, Linux

Dimension 284 x 223 x 46mm 350 x 274 x 49.8mm 382 x 320 x 58.8mm 284 x 223 x 46mm 350 x 274 x 49.8mm

Weight 2.4kg 3.7kg 4.56kg 2.4kg 3.7kg 

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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模块化 / 强固平板电脑 - ARC系列 高性能可扩展平板电脑 - FPC系列
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 ARC宽屏系统
Model Number ARC-10W33 ARC-15W33 ARC-21W33 ARC-15W32 ARC-21W32

LCD Size 10.1", 16:10 15.6", 16:9 21.5" 15.6", 16:9 21.5"

Display Type WXGA WXGA Full HD WXGA Full HD

Resolution 1280 x 800 1366 x 768 1920 x 1080 1366 x 768 1920 x 1080

Pixel Pitch 0.1695 x 0.1695 mm 0.252mm (H) x 0.252mm (V) 0.248 x 0.248 0.252mm (H) x 0.252mm (V) 0.248 x 0.248

Luminance 350 cd/m² 300 cd/m² 250 cd/m² 300 cd/m² 250 cd/m²

Contrast Ratio 800 500 3000 500 3000

Viewing Angle 85 (U), 85 (D), 85 (L), 85 (R) 80 (U), 80 (D), 80 (L), 80 (R) 89 (U), 89 (D), 89 (L), 89 (R) 80 (U), 80 (D), 80 (L), 80 (R) 89 (U), 89 (D), 89 (L), 89 (R)

Response Time 25 ms 8 ms 18 ms 8 ms 18ms

Backlight LED LED LED LED LED

Touch Type Projective Capacitive Projective Capacitive Projective Capacitive Projective Capacitive Projective Capacitive

Touch Light Transmission 88% 88% 89% 88% 89%

Touch Controller USB touch (EETI) USB touch (EETI) USB interface, EETI USB touch (EETI) USB interface, EETI

SBC ARC-APL ARC-SKLU

Processor Intel® Celeron® Processor N3350 2M Cache, up to 2.4 GHz 6th Gen Intel® Core™ i5-6300U, 2-Core, 2.4GHz processor

I/O Chipset EC ITE IT8528E EC ITE IT8528E

System Memory 1 x 204-Pin DDR3L 1333MHz SO-DIMM up to 8 GB 1 x 260-Pin DDR4 2133MHz SO-DIMM up to 16 GB

Expansion 1 x Mini PCIe Supports mSATA, 1 x Optional 80-pin Expansion 1 x Mini PCIe Supports mSATA, 1 x Optional 80-pin Expansion

Storage 1 x 2.5” Drive Bay (7mm HDD Restricted) 1 x 2.5” Drive Bay (7mm HDD Restricted)

USB 4 x USB 3.0 4 x USB 3.0

COM Port 1 x RS-232/422/485, 1 x RS-232 1 x RS-232/422/485, 1 x RS-232

Other 1 x WiFi (Option), 3 x Knockouts for Antenna Mounting 1 x WiFi (Option), 3 x Knockouts for Antenna Mounting

Display Chipset  Intel® HD Graphics 500 Intel® HD Graphics 520

Display Resolution HDMI: Max. resolution 3840 x 2160 @ 30Hz 
(Optional by IET module)

HDMI: Max. resolution 4096 x 2160 @ 24Hz 
(Optional by IET module)

Audio Realtek ALC892 Realtek ALC892

Audio Interface 2 x 2W Speaker Out 2 x 2W Speaker Out

Ethernet 2 x Intel® I211AT 1 x Intel® I210AT
1 x Intel® I219LM

Power Connector Lockable DC Jack, +9V ~ +36V Lockable DC Jack, +12V ~ +26V

Power Type AT/ATX (ATX is default setting) AT/ATX (ATX is default setting)

Adapter Input: 100 ~ 240Vac/ 50 ~ 60Hz 
Output: 60W Adapter (12V @ 5A Adapter)

Input: 100 ~ 240Vac/ 50 ~ 60Hz 
Output: 60W Adapter (12V @ 5A Adapter)

Construction (Front, Rear) Metal with cover lens, Black Diet Casting Aluminum Die Casting Metal with cover lens, Black 
Diet Casting Aluminum Die Casting

Operating Temperature (N3350/N4200 CPU) -10°C ~ 50°C (14°F ~ 122°F)
(E3900 CPU) -20°C ~ 60°C (-4°F ~ 140°F) -10°C ~ 50°C (14°F ~ 122°F) -10°C ~ 50°C (14°F ~ 122°F)

Storage Temperature (N3350/N4200 CPU) -20°C ~ 60°C (-4°F ~ 140°F)
(E3900 CPU) -30°C ~ 70°C (-22°F ~ 158°F) -20°C ~ 60°C (-4°F ~ 140°F) -20°C ~ 60°C (-4°F ~ 140°F)

Certification CE, FCC Class B CE, FCC Class B

OS Information Win 10, Linux Win 7, Win 8.1, Win 10, Linux

Dimension 253.3 x 176.4 x 46mm 385.3 x 240.3 x 49.8mm 537.9 x 329.4 x 55.9mm 385.3 x 240.3 x 49.8mm 537.9 x 329.4 x 55.9mm

Weight 2kg 4kg 7.3kg 4kg 7.3kg
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 FPC系列
Model Number FPC-08W29 FPC-1536 FPC-1736 FPC-21W36

LCD Size 8" 15" 17" 21.5"

Display Type WSVGA XGA XGA FHD

Resolution 1024 x 600 1024 x 768 1280 x 1024 1920 x 1080

Pixel Pitch 0.1725 mm (W) x 0.1656 mm (H) 0.297 x 0.297 0.264 x 0.264 0.248 x 0.248

Luminance  500 cd/m² 400 cd/m² 350 cd/m² 250 cd/m²

Contrast Ratio 700 700 800 3000

Viewing Angle 70 (U),  75 (D),  75 (L),  75 (R) 70 (U), 70 (D), 80 (L), 80 (R) 80 (U), 80 (D), 85 (L), 85 (R) 89 (U), 89 (D), 89 (L), 89 (R)

Response Time  20 ms 16 ms 30ms 18ms

Backlight LED LED

Touch Type 5-Wire Resistive Projective Capacitive Multi-Touch

Touch Light Transmission  80 % 88%

Touch Controller Onboard USB touch (PenMount) USB interface, EETI

SBC ECM-BYT EMX-C246

Processor Intel® Atom™ E3845 4-Core 1.91GHz processor 8th /8th refresh Generation Core™ Pentium® / Celeron /i7/ i5/ i3 Processors

System Chipset Intel® Valleyview SoC Intel® C246 Chipset

I/O Chipset Nuvoton W83627DHG-P Nuvoton® NCT6106D

System Memory 1 x 204-Pin DDR3L 1333MHz SO-DIMM 
up to 8 GB 2 x 260-pin DDR4 2400/2666MHz SO-DIMM socket, supports up to 32GB Max

Expansion 1 x Mini PCIe Supports mSATA

1 x Full size PCI-e x 16
1 x M.2 M-key Slot support PCI-e x 4 SSD

1 x M.2 2230 E-key Slot support WiFi module
1 x M.2 3042 B-key slot support WWAN+GNSS with SIM card slot

Storage 1 x CompactFlash Type I/II Socket
(CF-SATA optional)

2 x 2.5” Drive Bay (7mm HDD Restricted)
(Support RAID 0,1)

I/O 3 x USB 2.0, 1 x USB 3.0
1 x RS-232/422/485, 1 x RS-232

3 x USB 3.1 at I/O, USB Type C without DP Signal
1 x RS-232/422/485, 1 x RS-232

Display Chipset Intel® Valleyview SoC Integrated Graphics 
Supports dual display N/A

Display Resolution VGA: Max. resolution 2560x1080 @ 60Hz
HDMI: Max. resolution 1920x1200 @ 60Hz 3 x HDMI 1.4b: 3840 x 2160 @ 30 Hz, 2560 x 1600@ 30 Hz

Audio Realtek ALC892 Support 5.1-CH
Mic-In and Line-Out

Realtek ALC892 HD codec
2 x 2W Speaker Out, Line out, Mic in

Ethernet 2 x Intel® I211AT 2 x Intel® I210IT, 1 x Intel® I219LM

Power Type
AT/ATX (ATX is default setting)

Lockable DC Jack, +12V ~ +26V
(12V @ 5A Adapter)

AT/ATX (ATX is default setting)
Lock DC Jack, 2 pin Pheonix connector 

Construction (Front, Rear) Metal, Aluminum + Metal Aluminum Die Casting + Metal

Dimension 225 x 129 x 43.4 mm 350.5 x 274.5 x 87.5 mm 382 x 320.4 x 87.5 mm 537.9.1 x 329.4 x 87.5 mm

Weight 1.27 Kg 4.5 kg 6.5 kg 8 kg

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F) -10 ~ +50°C
CPU TDP <= 35W (fanless design), CPU TDP => 65W (with cooler fan)

Storage Temperature -10°C ~ 50°C (14°F ~ 122°F) -20°C ~ 60°C (-4°F ~ 140°F)

Certification CE, FCC Class B CE, FCC Class B

OS Information Win 8, Win 7, Linux Linux, Windows 10

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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  APC系列
Model Number APC-1733 APC-18W9 APC-2132

LCD Size 17.3" 18.5" 21.5”

Display Type Full HD WXGA Full HD

Resolution 1920 x 1080 1366 x 768 1920 x 1080

Pixel Pitch 0.1989mm (H) x 0.1989mm (V) 0.300mm (H) x 0.300mm (V) 248.25um (H) x 248.25um (V)

Luminance 300 cd/m² 300 cd/m² 250 cd/m²

Contrast Ratio 650 1000 5000

Viewing Angle 70 (U), 70 (D), 60 (L), 60 (R) 80 (U), 80 (D), 85 (L), 85 (R) 89 (U), 89 (D), 89 (L), 89 (R)

Response Time 6 ms 5 ms 18 ms

Backlight LED LED LED

Touch Type Projective Capacitive Projective Capacitive Projective Capacitive

Touch Light Transmission 80% +/- 3%  91 %  89 %

Touch Controller USB touch (EETI) USB touch (EETI) USB touch (EETI)

SBC EMX-APLP EBM-BYT ARC-SKLU

Processor Intel® Apollo Lake N4200 Processor Intel® Celeron® J1900 4-Core 2.0GHz Intel® Core™ i7/ i5/ i3 / Celeron Processor

System Chipset Intel® Pentium® SoC integrated Graphics Intel® Valleyview SoC Intel® Skylake U SoC integrated

I/O Chipset EC ITE IT8528 EC ITE IT8528E EC ITE IT8518E

System Memory 2 x 204-pin DDR3L 1600 & 1333 MHz 
SO-DIMM supports up to 16GB

1 x 204-Pin DDR3L 1066/1333MHz SO-DIMM up 
to 8 GB

1 x 260-Pin DDR4 2133MHz 
SO-DIMM up to 16 GB

Expansion 1 x Mini PCIe Supports mSATA 1 x Mini PCIe
1 x Mini PCIe Supports mSATA 1 x Mini PCIe dule

Storage 1 x mSATA 1 x CompactFlash Type I/II Socket
1 x 2.5” Drive Bay

1 x 2.5” Drive Bay
1 x mSATA (by mini PCIe)

USB 4 x USB 3.0 1 x USB 2.0, 1 x USB 3.0 4 x USB 3.0, 2 x USB 2.0 (by IET module)

COM Port N/A 1 x RS-232/422/485 1 x RS-232/422/485, 1 x RS-232

Display Chipset Intel® Pentium® SoC integrated Graphics Intel® Valleyview SoC integrated Graphics 
Supports dual display

Intel® Skylake SoC integrated 
Graphics Supports dual display

Audio Realtek ALC662 supports 2-CH Realtek ALC892 Support 5.1-CH Realtek ALC892 supports 5.1-CH

Audio Interface Mic-In, Line-In and Line-Out Line-Out 1 x Line out, 1 x Mic in (by IET module)

Ethernet 2 x Intel® I211AT Gigabit Ethernet 2 x Intel® I211AT 1 x Intel® I211AT, 1 x Intel® I219LM

Power Connector DC Jack, +12V ~ +24V Lockable DC Jack, +12V ~ +26V Lockable DC Jack, +12V ~ +26V

Power Type AT / ATX AT / ATX AT / ATX

Adapter AC/DC Adapter 100~240V 50~60Hz, 
12V/5A

Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 60W Adapter (12V @ 5A Adapter)

Input:100 ~ 240Vac/ 50 ~ 60Hz
Output:72W Adapter (19V @ 3.78A Adapter)

Construction (Front, Rear) White Plastic Black Coverlens, Black Plastic-black

Dimension 505 x 336 x 54.5mm 443 x 290 x 59mm 539.6 x 342.6 x 45.5 mm

Weight 4.7Kgs 4.54Kgs 6.3 Kgs

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F) 0°C ~ 40°C (32°F ~ 104°F) 0°C ~ 40°C (32°F ~ 104°F)

Storage Temperature -20°C ~ 65°C (-4°F ~ 149°F) -10°C ~ 50°C (14°F ~ 122°F) -10°C ~ 60°C (14°F ~ 140°F)

Certification CE, FCC Class B CE, FCC Class B CE, FCC Class B

OS Information Win 10 Win 7, Win 8, Linux Win 7, Win 8.1, Win 10, Linux
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  PPC系列
Model Number PPC-1529 PPC-1729 PPC-2129

LCD Size 15", 4:3 17", 4:3 21.5"

Display Type XGA SXGA Full HD

Resolution 1024 x 768 1280 x 1024 1920 x 1080

Pixel Pitch 0.297mm (H) x 0.297mm (V) 0.264mm (H) x 0.264mm (V) 0.248mm (H) x 0.248mm (V)

Luminance  250 cd/m²  350 cd/m²  250 cd/m²

Contrast Ratio 700 800 1000

Viewing Angle 70 (U), 70 (D), 80 (L), 80 (R) 80 (U), 80 (D), 85 (L), 85 (R) 80 (U), 80 (D), 85 (L), 85 (R)

Response Time  16 ms  30 ms  5 ms

Backlight LED LED LED

Touch Type 5-Wire Resistive 5-Wire Resistive 5-Wire Resistive

Touch Light Transmission  80 %  80 %  80 %

Touch Controller Onboard USB touch (EETI)

SBC EBM-BYT

Processor Intel® Celeron® J1900 4-Core 2.0GHz processor

System Chipset Intel® Valleyview SoC

I/O Chipset EC ITE IT8528E

System Memory 1 x 204-Pin DDR3L 1333MHz SO-DIMM up to 8 GB

Expansion 1 x Mini PCIe Supports mSATA

Storage 1 x CompactFlash Type I/II Socket, 1 x 2.5” Drive Bay

USB 1 x USB 3.0, 3 x USB 2.0

COM Port 1 x RS-232/422/485

Display Chipset Intel® Valleyview SoC Integrated Graphics Supports dual display

Display Resolution DP: Max. resolution 2560x1080 @ 60Hz
HDMI: Max. resolution 1920x1200 @ 60Hz

Audio Realtek ALC892 Support 5.1-CH

Audio Interface Line-Out, 2 x 2W Speaker Output

Ethernet 2 x Intel® I210IT

Power Connector Lockable DC Jack, +12V ~ +26V

Power Type AT/ATX (ATX is default setting)

Adapter Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 60W Adapter (12V @ 5A Adapter)

Construction (Front, Rear) White Plastic, Gray Plastic

Dimension 351 x 319 x 54mm 391.5 x 364.5 x 59mm 542 x 382 x 63mm

Weight 4.9kg 5.9kg 7.2kg

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F)

Storage Temperature -10°C ~ 50°C (14°F ~ 122°F)

Certification CE, FCC Class B

OS Information Win 7, Win 10, Linux

15”
17”

21” (前) (后)

  APC系列
Model Number APC-1733 APC-18W9 APC-2132

LCD Size 17.3" 18.5" 21.5”

Display Type Full HD WXGA Full HD

Resolution 1920 x 1080 1366 x 768 1920 x 1080

Pixel Pitch 0.1989mm (H) x 0.1989mm (V) 0.300mm (H) x 0.300mm (V) 248.25um (H) x 248.25um (V)

Luminance 300 cd/m² 300 cd/m² 250 cd/m²

Contrast Ratio 650 1000 5000

Viewing Angle 70 (U), 70 (D), 60 (L), 60 (R) 80 (U), 80 (D), 85 (L), 85 (R) 89 (U), 89 (D), 89 (L), 89 (R)

Response Time 6 ms 5 ms 18 ms

Backlight LED LED LED

Touch Type Projective Capacitive Projective Capacitive Projective Capacitive

Touch Light Transmission 80% +/- 3%  91 %  89 %

Touch Controller USB touch (EETI) USB touch (EETI) USB touch (EETI)

SBC EMX-APLP EBM-BYT ARC-SKLU

Processor Intel® Apollo Lake N4200 Processor Intel® Celeron® J1900 4-Core 2.0GHz Intel® Core™ i7/ i5/ i3 / Celeron Processor

System Chipset Intel® Pentium® SoC integrated Graphics Intel® Valleyview SoC Intel® Skylake U SoC integrated

I/O Chipset EC ITE IT8528 EC ITE IT8528E EC ITE IT8518E

System Memory 2 x 204-pin DDR3L 1600 & 1333 MHz 
SO-DIMM supports up to 16GB

1 x 204-Pin DDR3L 1066/1333MHz SO-DIMM up 
to 8 GB

1 x 260-Pin DDR4 2133MHz 
SO-DIMM up to 16 GB

Expansion 1 x Mini PCIe Supports mSATA 1 x Mini PCIe
1 x Mini PCIe Supports mSATA 1 x Mini PCIe dule

Storage 1 x mSATA 1 x CompactFlash Type I/II Socket
1 x 2.5” Drive Bay

1 x 2.5” Drive Bay
1 x mSATA (by mini PCIe)

USB 4 x USB 3.0 1 x USB 2.0, 1 x USB 3.0 4 x USB 3.0, 2 x USB 2.0 (by IET module)

COM Port N/A 1 x RS-232/422/485 1 x RS-232/422/485, 1 x RS-232

Display Chipset Intel® Pentium® SoC integrated Graphics Intel® Valleyview SoC integrated Graphics 
Supports dual display

Intel® Skylake SoC integrated 
Graphics Supports dual display

Audio Realtek ALC662 supports 2-CH Realtek ALC892 Support 5.1-CH Realtek ALC892 supports 5.1-CH

Audio Interface Mic-In, Line-In and Line-Out Line-Out 1 x Line out, 1 x Mic in (by IET module)

Ethernet 2 x Intel® I211AT Gigabit Ethernet 2 x Intel® I211AT 1 x Intel® I211AT, 1 x Intel® I219LM

Power Connector DC Jack, +12V ~ +24V Lockable DC Jack, +12V ~ +26V Lockable DC Jack, +12V ~ +26V

Power Type AT / ATX AT / ATX AT / ATX

Adapter AC/DC Adapter 100~240V 50~60Hz, 
12V/5A

Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 60W Adapter (12V @ 5A Adapter)

Input:100 ~ 240Vac/ 50 ~ 60Hz
Output:72W Adapter (19V @ 3.78A Adapter)

Construction (Front, Rear) White Plastic Black Coverlens, Black Plastic-black

Dimension 505 x 336 x 54.5mm 443 x 290 x 59mm 539.6 x 342.6 x 45.5 mm

Weight 4.7Kgs 4.54Kgs 6.3 Kgs

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F) 0°C ~ 40°C (32°F ~ 104°F) 0°C ~ 40°C (32°F ~ 104°F)

Storage Temperature -20°C ~ 65°C (-4°F ~ 149°F) -10°C ~ 50°C (14°F ~ 122°F) -10°C ~ 60°C (14°F ~ 140°F)

Certification CE, FCC Class B CE, FCC Class B CE, FCC Class B

OS Information Win 10 Win 7, Win 8, Linux Win 7, Win 8.1, Win 10, Linux

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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 BTM系列
Model Number BTM-286 BTM-370 BTM-420

Display Size 28.6” bar type TFT LCD 37” bar type TFT LCD 42” bar type TFT LCD

display area 698.4mm(H)x196.4mm(V) 904.32mm(H) x 254.34mm(V) 1039.68mm(H) x 259.92mm(V)

Resolution 1920(H)x540(V) 1920(H)x540(V) 1920(H)x480(V)

Brightness 1000 nits 1000 nits 500 nits

pixel pitch 0.363mm(H)x0.363mm(V) 0.47mm(H)x0.47mm(V) 0.5415mm(H)x0.5415mm(V)

Display Mode VA, Normally Black Normally Black AMVA3, Normally Black

Contrast Ratio 1000 4000 3500

Support Color 16.7M (true 8bits) 1073.7M(10 bits. 8bits+FRC) 8bit, 16.7M

Response time 25msec 6.5msec 8msec

Surface Anti-Glare, 3H Anti-Glare, 3H Anti-Glare, 3H

View Angle (H/V) 89 (U),89 (D),89 (L),89 (R) 89 (U),89 (D),89 (L),89 (R) 89 (U),89 (D),89 (L),89 (R)

Open Cell type Mask Mask Mask

Input Source
VGA

HDMI
USB Type A for Service

VGA
HDMI
DVI

USB Type A for Service

VGA
HDMI
DVI

USB Type A for Service

Operating Temperature -10°C ~ 60°C 0°C ~ 50°C 0°C ~ 60°C

Storage Temperature -20°C ~ 70°C -20°C ~ 60°C -20°C ~ 60°C

Dimension 736.6 x 234.4 x 49.8mm 927.7 x 281.1 x 55.76mm 1135 x 31.5 x 63mm

Net Weight 9kg 8Kg 5.1kg

Wall Mount 100mm x 100mm, 4*M4 2-100mm x 100mm, 8*M6 2-100mm x 100mm, 8>M6

ower Input DC 12V 5A Input DC 24V 4A Input 100V AC

Area 32", 1/2 42", 1/2 48", 2/5
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 SID系列
Model Number SID-10W9 SID-15W9 SID-21W9

LCD Size 10.1" 15.6" 21.5"

Display Type WXGA Full HD Full HD

Resolution 1280 x 800 1920 x 1080 1920 x 1080

Pixel Pitch 0.1695 x 0.1695 mm 0.17925 x 0.17925 mm 0.24795 x 0.24795 mm

Luminance 350 cd/m² 220 cd/m² 250 cd/m²

Contrast Ratio 800 800 3000

Viewing Angle 85 (U), 85 (D), 85 (L), 85 (R) 89 (U), 89 (D), 89(L), 89 (R) 89 (U), 89 (D), 89 (L), 89 (R)

Response Time 30 ms 14ms 30ms

Backlight LED LED LED

Touch Type Projective Capacitive
Multi touch (10f)

Projective Capacitive
Multi touch (10f)

Projective Capacitive
Multi touch (10f)

Touch Light Transmission 86% 86% 86%

SBC BCX12 BCX11 BCX11

Processor Intel® Atom™ Z3735F 1.33GHz processor

I/O Chipset ENE IO3737LU

System Memory 2GB DDR3L Memory on board

Storage 32GB eMMC on board

USB 2 x USB 2.0 (Type A)

COM Port  N/A 1 x RS-232 1 x RS-232

Display Chipset  Intel® Gen7 HD Graphic

Display Resolution LCD Panel up to 1280 x 800
HDMI up to 1080p

Audio Realtek ALC5645-CGT

Audio Interface 1 x 3.5mm audio jack

Ethernet Micro chip LAN9512

Ethernet Interface 10/100 Fast Ethernet

Wi-Fi  Built-in 802.11 b/g/n

Bluetooth  Built-in Bluetooth 4.0

Power Connector DC-in jack, 12 ~ 24V DC

Power Type AT

Adapter Input: 100 ~ 240 Vac/ 50 ~ 60Hz; 
Output: 65W Adapter (19V @ 3.42A Adapter)

Construction (Front, Rear) Metal

Dimension 255.2 x 169.4 x 33.3mm 391 x 249 x 37mm 505 x 303.3 x 41.7mm

Weight 1.2KG 2.65KG 6KG

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F)

Storage Temperature -10°C ~ 60°C (14°F ~ 140°F)

Certification CE, FCC Class B CE, FCC Class A

OS Information Win 10, Linux Ubuntu 16.04, Android 5.1

 BTM系列
Model Number BTM-286 BTM-370 BTM-420

Display Size 28.6” bar type TFT LCD 37” bar type TFT LCD 42” bar type TFT LCD

display area 698.4mm(H)x196.4mm(V) 904.32mm(H) x 254.34mm(V) 1039.68mm(H) x 259.92mm(V)

Resolution 1920(H)x540(V) 1920(H)x540(V) 1920(H)x480(V)

Brightness 1000 nits 1000 nits 500 nits

pixel pitch 0.363mm(H)x0.363mm(V) 0.47mm(H)x0.47mm(V) 0.5415mm(H)x0.5415mm(V)

Display Mode VA, Normally Black Normally Black AMVA3, Normally Black

Contrast Ratio 1000 4000 3500

Support Color 16.7M (true 8bits) 1073.7M(10 bits. 8bits+FRC) 8bit, 16.7M

Response time 25msec 6.5msec 8msec

Surface Anti-Glare, 3H Anti-Glare, 3H Anti-Glare, 3H

View Angle (H/V) 89 (U),89 (D),89 (L),89 (R) 89 (U),89 (D),89 (L),89 (R) 89 (U),89 (D),89 (L),89 (R)

Open Cell type Mask Mask Mask

Input Source
VGA

HDMI
USB Type A for Service

VGA
HDMI
DVI

USB Type A for Service

VGA
HDMI
DVI

USB Type A for Service

Operating Temperature -10°C ~ 60°C 0°C ~ 50°C 0°C ~ 60°C

Storage Temperature -20°C ~ 70°C -20°C ~ 60°C -20°C ~ 60°C

Dimension 736.6 x 234.4 x 49.8mm 927.7 x 281.1 x 55.76mm 1135 x 31.5 x 63mm

Net Weight 9kg 8Kg 5.1kg

Wall Mount 100mm x 100mm, 4*M4 2-100mm x 100mm, 8*M6 2-100mm x 100mm, 8>M6

ower Input DC 12V 5A Input DC 24V 4A Input 100V AC

Area 32", 1/2 42", 1/2 48", 2/5

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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 Venus系列
Model Number VNS-10W01 VNS-15W01

LCD Size 10.1" 15.6"

Display Type WXGA Full HD

Resolution 1280 x 800 1920 x 1280

Pixel Pitch 0.1695 (H) x 0.1695 (V) mm 0.17925 (H) x 0.17925 (V) mm

Luminance 350 cd/m² 220 cd/m²  

Contrast Ratio 800 500

Viewing Angle 85 (U), 85 (D), 85 (L), 85 (R) 89 (U), 89 (D), 89 (L), 89 (R)

Response Time 30ms 8ms

Backlight LED LED

Touch Type Projective Capacitive Projective Capacitive

Touch Light Transmission 86% 86%

Touch Controller I2C interface USB interface

SBC DNA 50 DNA 30

Processor Intel® Atom™ x5-Z8350: 2M Cache, up to 1.92 GHz

System Chipset Intel® Atom™

System Memory 2GB DDR3L RAM

Storage 32GB eMMC

USB 2 x USB 2.0 Type A

COM Port 1 x RJ45 for RS232 or RS422 or RS485

Other
Touch Button for Power / 

Brightness / Volume, 1x 4-Pin 
3.5mm Audio Jack, RFID, Cam 

2.0 MP, LED indicating Bar

Touch Button for Power / 
Brightness / Volume, 1x 4-Pin 
3.5mm Audio Jack, RFID, Cam 

2.0 MP, LED indicating Bar, 
Reading Light x2, Smart card reader

Display Chipset Intel® HD Graphics 400

Display Resolution LVDS: Max. resolution 
1280 x 800

eDP: Max. resolution 
1920 x 1080

Audio Realtek ALC 5645

Audio Interface Mic-In and Line-Out, 2 x 2W Speaker Output

Ethernet Realtek RTL8111H-CG

Power Connector DC Jack+12~24V DC in / Powered LAN

Power Type AT

Adapter Input: 100 ~ 240 Vac / 50~ 60Hz; 
Output: 60W Adapter (12V / 5A Adapter)

Construction (Front, Rear) White Plastic

Dimension 270 x 193 x 28 mm 410 x 269 x 38 mm

Weight 1.1 kg 2.5 kg

Certification CE, FCC Class B CE, FCC Class B

(前) (后)

 CCD系列 
Model Number CCD-07W01 CCD-10W01

LCD Size 7" 10.1"

Display Type WXGA WXGA

Resolution 1024 x 600 1280 x 800

Pixel Pitch 0.1178 x 0.1178 mm 0.1695 x 0.1695 mm

Luminance 300 cd/m² 350 cd/m²

Contrast Ratio 500 800

Viewing Angle  80 (U), 80 (D), 80 (L), 80 (R) 85 (U), 85 (D), 85 (L), 85 (R)

Response Time 20ms 30 ms

Backlight LED LED

Touch Type Projective Capacitive
Multi touch (10f)

Projective Capacitive
Multi touch (10f)

Touch Light Transmission 75% 86%

SBC CCQ5I CCQ5J

Processor Intel® Atom™ Z3735F 1.33GHz SoC

I/O Chipset ENE IO3737LU

System Memory 2GB DDR3L Memory on board

Storage 32GB eMMC on board

USB 2 x USB 2.0 (Type A)

COM Port  N/A

Other Camera, Speaker, Microphone

Display Chipset  Intel® Gen7 HD Graphic

Display Resolution Panl up to 1024 x 600
HDMI up to 1080p

Audio Realtek ALC5645-CGT

Audio Interface 1 x 3.5mm audio jack

Ethernet Microchip LAN9512 10/100 Ethernet

Ethernet Interface 10/100 Fast Ethernet

Wi-Fi  Built-in 802.11 b/g/n

Bluetooth  Built-in Bluetooth 4.0

Power Connector DC-in jack, 12 ~ 24V DC

Power Type AT

Adapter Input: 100 ~ 240Vac/ 50 ~ 60Hz; 
Output: 40W Adapter (19V @ 2.1A Adapter)

Construction (Front, Rear) Plastic

Dimension 191 x 124 x 33mm 261 x 181 x 34mm

Weight 580g 800g

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F)

Storage Temperature -10°C ~ 60°C (14°F ~ 140°F)

Certification CE, FCC Class B

OS Information Win 10, Linux Unbutu 16.4, Android 5.1
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 Medi-View系列
Model Number Medi-View-156 Medi-View-185

LCD Size 15.6” 18.5”

Display Type HD HD

Resolution 1366 x 768 1366 x 768 

Pixel Pitch 0.3 (H) x 0.3 (V) mm 0.3 (H) x 0.3 (V) mm

Luminance 220 cd/m² 300 cd/m²

Contrast Ratio 400 ~ 500 700 ~ 1000 

Viewing Angle Horizontal 40 -45; Vertical 10 ~15 (upper) 30 ~ 35 (lower) Horizontal 150 ~170; Vertical 140 ~160

Response Time TRT 8 - 16ms TR 2.5 -2.5ms; TF 3.5-5.5ms

Backlight LED LED

Touch Type Projective Capacitive Projective Capacitive

Touch Light Transmission 88% +/- 3% 88% +/- 3%

Touch Controller Control Board EETI Control Board EETI

Processor Intel® Atom™ Processor Z3735F

System Memory 2GB DDR3L RAM

Storage 32GB eMMC

USB 3 x USB 2.0, 1 x Mcro USB Client (Andriod)

Other

2 x Stero Phone Jack
 1 x Digital Mic

 1 x Powered LAN (optional)
 Option RFID/SCR module

 Option Wifi module
 Option Multimedia Handset

2 x Stero Phone Jack
 1 x Digital Mic

 Option RFID/SCR module
 Option Wifi module

 Option Multimedia Handset

Audio Realtek ALC5645

Audio Interface Mic-in and Line-out, 2 x 3W Speaker

Ethernet 1 x Microchip LAN9512

Power Connector DC Jack, 12V ~ 24V Input 

Power Type ATX

Adapter Input:100~ 240 Vac/ 50 ~ 60Hz; Output 90W Adapter (19V/4.73A)

Construction (Front, Rear) White Plastic

Finishing Anti-microbial

Dimension 392.45 x 255.45 x 63.42 mm 463.95 x 289.95 x 68.83 mm

Weight 2.82 kgs 3.75 kgs

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F) 

Storage Temperature -10°C ~ 60°C (14°F ~ 140°F) 

Certification
CE CLASS A, FCC Part 15, CLASS A

 UL/IEC/EN60601-1 ANSI/AAMI ES60601-1 CAN/
CSA-C22.2 No. 60601-1

CE CLASS A
 FCC Part 15, CLASS A
 UL/IEC/EN60601-1

OS Information Win 8.1, Win 10, Android 4.4,
 Ubuntu 14.04 

Win 8.1, Win 10, Android 4.4,
 Ubuntu 14.04

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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I/O盖，电缆排列

服务窗口2.5存储替换

优秀的计算机性能

• 21.5“全平PCAP多点触控支持最多１０点
• 英特尔第６代酷睿／赛扬处理器
• UL60601-1 4 th edition/CE/FCC Class B
• IP65等级
• 抗菌
• 超薄设计

Optional Headset + 
1D barcode scanner

前面板触摸键盘

• 无风扇操作设计
• 可选SCR/MSR/Wifi/BT模块
• 可选模块内部备用电池

便于维护的设计

立体扬声器

立体扬声器

LED阅读灯条

LED阅读灯条

可选2.0 CMOS网络摄像头

设计方便使用

可选智能读卡器

多样化身份识别模块

HID Series
多点触控医疗电脑 
IP65,轻薄无风扇设计

医疗专用平板电脑 - HID系列
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• 阅读灯控制 
• 面板背光增加／减少
• 体积上／下
• 电源按钮
• 触摸开／关
• NFC / RFID模块

• 智能读卡器
• 磁条卡阅读器
• 指纹阅读器

  HID系列
Model Number HID-2334 HID-2734

LCD Size 23.8" 27"

Display Type FHD FHD

Resolution 1920 x 1080 1920 x 1080

Pixel Pitch 0.274 x 0.274 0.311 x 0.311

Luminance 250 cd/m2 300 cd/m2

Contrast Ratio 3000 3000

Viewing Angle 89 (U), 89 (D), 89 (L), 89 (R) 89 (U), 89 (D), 89 (L), 89 (R)

Response Time 16 ms 12 ms

Backlight LED LED

Touch Type Projective Capacitive Projective Capacitive

Touch Light Transmission 86% 86%

Touch Controller USB interface, EETI USB interface, EETI

SBC ARC-KBLU

Processor 7th Generation Intel® Kaby Lake Core™ i7/i5/i3/ Celeron® Processor

I/O Chipset EC ITE IT8518E

System Memory 1 x 260pin SODIMM socket up to 16GB DDR4 2133 SDRAM

Expansion 1 x M.2 2230 E-key with PCIe x1, CNVI and USB2.0 for Wireless
1 x M.2 2280 M-key with PCIex4

Storage 1 x 2.5” SATA3 SSD

USB 4 x USB 3.0, 2 x USB 2.0 (by pin header)
 1 x Isolation 5-kV USB1.1 (by IET module)

COM Port 1 x RS-232/422/485, 1 x RS-232
 1 x Isolation 5-kV RS-232/422/485 (by IET Module)

Other Dual LED Reading Light Bar, I/O Cover
Optional 8 hours back battery

Display Chipset Intel® HD Graphics 620

Audio Realtek ALC892

Audio Interface 2 x 2W 

Ethernet 1 x Intel® I211AT, 1 x Intel® I219LM
 1 x Isolation 5-kV Intel® I210AT (by IET Module) 

Power Connector Lockable DC Jack

Power Type AT / ATX

Adapter Medical grade
 Input: 100~240 Vac/50~60Hz; Output: 90W Adapter (19V/4.74A Adapter) 

Construction (Front, Rear) Plastic, Plastic

Dimension 380 x 587 x 45.5mm 421 x 660 x 45.5mm

Weight 8 kg 10 kg

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F)

Storage Temperature -20°C ~ 60°C (-4°F ~ 140°F)

Certification CE, FCC Class B, UL60601-1 4th edition

OS Information Win 10/ Linux
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I/O盖，电缆排列

服务窗口2.5存储替换

优秀的计算机性能

• 21.5“全平PCAP多点触控支持最多１０点
• 英特尔第６代酷睿／赛扬处理器
• UL60601-1 4 th edition/CE/FCC Class B
• IP65等级
• 抗菌
• 超薄设计

Optional Headset + 
1D barcode scanner

前面板触摸键盘

• 无风扇操作设计
• 可选SCR/MSR/Wifi/BT模块
• 可选模块内部备用电池

便于维护的设计

立体扬声器

立体扬声器

LED阅读灯条

LED阅读灯条

可选2.0 CMOS网络摄像头

设计方便使用

可选智能读卡器

多样化身份识别模块

HID Series
多点触控医疗电脑 
IP65,轻薄无风扇设计

医疗专用平板电脑 - HID系列
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• 阅读灯控制 
• 面板背光增加／减少
• 体积上／下
• 电源按钮
• 触摸开／关
• NFC / RFID模块

• 智能读卡器
• 磁条卡阅读器
• 指纹阅读器

  HID系列    
Model Number HID-2132 HID-2232 HID-2332 HID-2432

LCD Size 21.5" 21.5" 23.8” 24”

Display Type Full HD FHD Full HD WUXGA

Resolution 1920 x 1080 1920 x 1080 1920 x 1080 1920 x 1200

Pixel Pitch 0.248 x 0.248 0.248 x 0.248 0.274 x 0.274 0.270 x 0.270

Luminance 250 cd/m² 250 cd/m² 250 cd/m² 300 cd/m²

Contrast Ratio 3000 3000 3000 1000

Viewing Angle 89 (U), 89 (D), 89 (L), 89 (R) 89 (U), 89 (D), 89 (L), 89 (R) 89 (U), 89 (D), 89 (L), 89 (R) 89 (U), 89 (D), 89 (L), 89 (R)

Response Time 18 ms 18 ms N/A 14 ms

Backlight LED LED LED LED

Touch Type Projective Capacitive Projective Capacitive Projective Capacitive Projective Capacitive

Touch Light Transmission 89% 89% 89% 89%

Touch Controller USB interface, EETI USB interface, EETI USB touch (EETI) USB interface, EETI

SBC ARC-SKLU ARC-SKLU ARC-SKLU ARC-SKLU

Processor 6th Gen Intel® Core™ i7/5/3/Celeron processor 6th Gen Intel® Core™ i5-6300U, 2-Core, 2.4GHz processor

I/O Chipset EC ITE IT8528E

System Memory 1 x 260pin SODIMM socket up to 16GB DDR4 2133 SDRAM

Expansion 1 x Full Size (support half size, Auto switch for mSATA, USB, PCIe signal

Storage 1 x 2.5” SATA3 SSD

USB  4 x USB 3.0, 4 x USB 2.0 by pin header
1 x USB 2.0 (Isolated 5KV)

4 x USB 3.0, 4 x USB 2.0 by pin header
2 x USB 2.0 (Isolated 5KV)

COM Port 1 x RS-232/422/485, 1 x RS-232
1 x RS-232 (Isolated 5KV)

1 x RS-232/422/485, 1 x RS-232
1 x RS-232 (Isolated 5KV), 1x RS-232/422/485 (Isolated 5KV) on IET module

Other Dual LED Reading Light Bar, I/O Cover HDMI Video out on IET module, DICOM pre-set

Display Chipset Intel® HD Graphics 520 Intel® HD Graphics 520

Audio Realtek ALC892 Realtek ALC892

Audio Interface 2 x 0.5W Line Out, Mic in, 2 x 0.5W

Ethernet 1 x Intel ® I219LM, 1 x Intel ® I211AT 
1 x Intel ® I210AT (Isolated 5KV) on IET module

1 x Intel® I219LM, 1 x Intel® I211AT
2 x Intel® I210AT (Isolated 5KV) on IET module

Power Connector Lockable DC Jack 4 pin DC Jack

Power Type AT / ATX AT / ATX

Adapter AC/ DC medical power adapter
 Output: 90W Adapter (19V/4.74A Adapter)

AC/ DC medical power adapter
+24Vdc, 3.75A max. (90W) Output Voltage

Construction (Front, Rear) Plastic, Plastic Plastic, Plastic Plastic, Plastic Plastic, Plastic

Dimension 539.6 x 342.6 x 45.2 mm 521.0 x 326.0 x 56.5 mm 587.0 x 367.5 x 59.0 mm 573.8 x 387.8 x 62.5 mm

Weight 6.2 kg 7.5 kg 8.5 kg 10 kg

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F) 0 ~ 35° C (32 ~ 95° F)

Storage Temperature -20°C ~ 60°C (-4°F ~ 140°F) -20°C ~ 60°C (-4°F ~ 140°F)

Certification CE, FCC Class B, UL60601-1 4th edition DIN 6868157/ CE, FCC Class B, UL60601-1 4th edition

OS Information Win 7/10/ Linux Win 7/10/ Linux

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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Up to 100m

HDMI线 Up to 100m

Up to 100m

IP-TBOXB

Avalue工控机 IPM-1501B
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HDBaseT
标准来源

控制 

 

USB

电源

  

音频
视频

100m/
328ftCat6

Cable

100米的网线整合
影像、声音、电源与控制讯号

HDBaseT技术是超高清数字传输的
全球标准。它通过一条普通网线传输
无压缩的超高清音视频、以太网、
控制信号、USB和高达100W电源，
最远传输距离可达100米/328英尺。
HDBaseT避免了繁杂线缆的困扰，
并且毫无传输性能和质量损失。

 HDBaseT标准扩展器
Model Number IPM-TBOXB

HDBaseT Port 1 x RJ45 for HDBaseT-Out

USB 1 x USB 2.0 (TypeA)

Other 1 x HDMI Input

HDBaseT Port 1 x RJ45

Power Connector +12V ~ +26V / Support Power 
over HDBaseT (PoH)

Power Requirement +12~26V

Adapter

Input: 100 ~ 240Vac/ 
50 ~ 60Hz

Output: 60W Adapter 
(12V @ 5A)

Dimension 130 x 130 x 25mm 
w/o Wall Mount Bracket

Weight 0.5 kg

Mounting Kit Wall Mount

Operating Temperature 0°C ~ 50°C 
(32°F ~ 122°F)

Storage Temperature -40°C ~ 75°C 
(-40°F ~ 167°F)

Operating Humidity 5 ~ 90% Relative Humidity, 
Non-condensing

Vibration Test IEC 60068-2-64, Random, 
5 ~ 500Hz, 1hr/axis

Shock Test IEC 60068-2-64, Random, 
5 ~ 500Hz, 1hr/axis

 HDBaseT标准监控
Model Number IPM-1501B

LCD Size 15”

Display Type XGA

Resolution 1024 x 768

Pixel Pitch (H x V) 0.252mm x 0.252mm

Luminance 400 cd/m2

Contrast Ratio 700

Viewing Angle 70 (U), 70 (D), 80 (L), 80 (R)

Response Time 11ms

Backlight LED

Touch Type 5-wire Resistive

Touch Light Transmission 80%

Touch Controller USB touch (PenMount)

HDBaseT Port 1 x RJ45 for HDBaseT-In
1 x RJ45 for HDBaseT-Out

USB 2 x USB 

Other 1 x Headphone Jack

Audio Interface Speaker Out

Power Connector DC Jack (lockable)

Power Requirement +12V ~ +26V / Support Power 
over HDBaseT (PoH)

Adapter

Input: 100 ~ 240Vac/ 
50 ~ 60Hz

Output: 60W Adapter 
(12V @ 5A)

Construction (Front, Rear) Front Aluminum, Rear Metal

Dimension 350 x 274 x 53.5 mm

Weight 4 kg

Mounting Kit VESA 75 x 75, 100 x 100 / 
Din rail (Optional)

Operating Temperature 0°C ~ 50°C (32°F ~ 122°F)

Storage Temperature -30°C ~ 70°C (-22°F ~ 158°F)

Operating Humidity 5~90% Relative Humidity, 
Non-condensing

IP Rating IP65 Compliant Front Panel

Vibration Test
1.5Grms, IEC 60068-2-64, 

Random, 5 ~ 500Hz, 
30min/axis

Shock Test 50Grms, IEC 60068-2-27, 
Half Sine, 11ms
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Up to 100m

HDMI线 Up to 100m

Up to 100m

IP-TBOXB

Avalue工控机 IPM-1501B

 
 

 
HDBaseT

显示 

 
HDBaseT
标准来源

控制 

 

USB

电源

  

音频
视频

100m/
328ftCat6

Cable

100米的网线整合
影像、声音、电源与控制讯号

HDBaseT技术是超高清数字传输的
全球标准。它通过一条普通网线传输
无压缩的超高清音视频、以太网、
控制信号、USB和高达100W电源，
最远传输距离可达100米/328英尺。
HDBaseT避免了繁杂线缆的困扰，
并且毫无传输性能和质量损失。

  半强固手持平板电脑
Model Number RiTab-10T1

Processor Intel® Atom™ Z3735F 1.33GHz Processor

System Memory Onboard 2GB DDR3L

Storage Onboard 32GB eMMC, Optional 64GB

Operating System Win 10 / Android 4.4

LCD Size/Resolution 10.1", WXGA/1280x800

Luminance 350 cd/m²

Touch Screen 10 Points Projective Capacitive

Wireless LAN 802.11 b/g/n

Bluetooth Bluetooth 4.0 Dual Mode

Camera 5MP Rear Camera with Auto Focus

NFC ISO/IEC 14443 A/B, 15693/18092

Barcode Scanner Full: 2D Barcode Scanner (Support 1D, PDF417 and 
2D Bar Codes); Basic: N/A

Smart Card Reader Full: Half-Slot, Reads ISO 7816-1,2,3&4, T=0 & T=1; 
5V Smart Card; Basic: N/A

MSR Full: 3 Track Reader, Triple DES and AES Encryption, 
DUKPT Key Management; Basic: N/A

Downside I/O 
Connectors

1 x Audio Jack,1 x USB 2.0 Type A, 1 x Micro SD,
1 x DC Jack, 1 x Micro HDMI Output, 

1 x Micro SIM Card Slot

Control Button 1 x Power Button, 1 x G Sensor Lock Button,
2 x Barcode Scanner Trigger 

LED Indicator 1 x Power/Battery 

Power Requirement DC Jack +19V

Battery Hot-Swappable 27.75W Li-Polymer Battery (3S1P)
Internal 3.7W Li-Polymer Battery (2S1P)

Battery Operating Time 8 hours

Construction Rubber + Plastic

Dimensions 281.9mm x 201mm x 20.8mm

Weight 1kg  

Operating Temperature 0°C ~ 40°C (32°F~104°F)

Storage Temperature -10°C ~ 60°C (14°F~140°F)

IP Rating IP54 (Without MSR & SCR) 

Certifications CE, FCC Class B, VCCI

  Mini POS终端
Model Number RiPac-10P1

Processor Intel® Atom™ Z3735F 1.33GHz Processor

System Memory 2GB DDR3L SDRAM

Storage 32G (Default)/64G (Optional) eMMC

Operating System Windows 10, Android 4.4 / 5.1

LCD Panel 10.1” LCD, 5” LCD (customer facing)

Resolution 1280 x 800 (10.1”), 1280 x 720 (5”)

Touch Screen Projected Capacitive Touch

Wireless LAN Built-in IEEE 802.11 b/g/n

Bluetooth Built-in Bluetooth 4.0 + Class 1

Serial Port 2 x RS-232 in DB9, Powered with 5/12V

USB Port 4 x USB2.0

LAN Port 1 x RJ45

Cash Drawer 1 x RJ11

NFC ISO/IEC 14443 A/B, 15693/18092

Thermal Printer

                      Printing Method: Thermal Dot Line Printing
                      Resolution: (W) 8 Dots/mm, (H) 8 Dots/mm
                      Maximum Print Speed: 200mm/s
                      Maximum Print Width: 72mm
                      Maximum Paper Width: 80mm
                      Type of Paper Cutting: Full Cut & Partial Cut

Power Type 19.5V/6.15A 120W

Dimensions 299 (L) x 316.2 (W) x 148.9 (H)mm

Weight 3kg±10%

Operating Temperature  5°C ~ 40°C

Storage Temperature -10°C ~ 60°C

Operating Humidity 0~95% non-condensing

Certifications CE/FCC

 HDBaseT标准监控
Model Number IPM-1501B

LCD Size 15”

Display Type XGA

Resolution 1024 x 768

Pixel Pitch (H x V) 0.252mm x 0.252mm

Luminance 400 cd/m2

Contrast Ratio 700

Viewing Angle 70 (U), 70 (D), 80 (L), 80 (R)

Response Time 11ms

Backlight LED

Touch Type 5-wire Resistive

Touch Light Transmission 80%

Touch Controller USB touch (PenMount)

HDBaseT Port 1 x RJ45 for HDBaseT-In
1 x RJ45 for HDBaseT-Out

USB 2 x USB 

Other 1 x Headphone Jack

Audio Interface Speaker Out

Power Connector DC Jack (lockable)

Power Requirement +12V ~ +26V / Support Power 
over HDBaseT (PoH)

Adapter

Input: 100 ~ 240Vac/ 
50 ~ 60Hz

Output: 60W Adapter 
(12V @ 5A)

Construction (Front, Rear) Front Aluminum, Rear Metal

Dimension 350 x 274 x 53.5 mm

Weight 4 kg

Mounting Kit VESA 75 x 75, 100 x 100 / 
Din rail (Optional)

Operating Temperature 0°C ~ 50°C (32°F ~ 122°F)

Storage Temperature -30°C ~ 70°C (-22°F ~ 158°F)

Operating Humidity 5~90% Relative Humidity, 
Non-condensing

IP Rating IP65 Compliant Front Panel

Vibration Test
1.5Grms, IEC 60068-2-64, 

Random, 5 ~ 500Hz, 
30min/axis

Shock Test 50Grms, IEC 60068-2-27, 
Half Sine, 11ms

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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POS 终端

Intel Atom 
Apollo Lake
无风扇整机

14 mm 

可旋转的主屏幕 ６颗螺丝拆卸

易于安装存储和
无线模块

易于组装和维护

Slim & Fanless Design Quick Rail

* 10.1”Will Be Available Soon 

15.6”全高清
PCAP触控照相机
NFC/RFIDMSR, SCR,

指纹读取

Mifare, FeliCa, 
ISO 14443 A/B, 
18092

50/80mm宽票据自动切割 
最大速度200mm/秒

零售用Windows 10
安卓6.x或更高版本
Linux ubuntu

Built-in RFID/NFC Accessories/Customer Display

Integrated Thermal Printer OS Support

Easy Upgrade & MaintenanceAdjustable View Angle

15.6”触摸
主屏幕

58/80mm
热敏打印机

MSR,
读卡器

堆叠式
支架

扩展I/O

15.6” 触摸顾客
可视显示器

时尚设计 创新科技 一机多用途 支持多操作系统
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  POS终端
Model Number RiVar-1501

LCD Size 15.6"

Display Type FHD

Resolution 1920 x 1080

Pixel Pitch 0.179 x 0.179

Luminance 300cd/m2

Contrast Ratio 700

Viewing Angle 89 (U),89 (D),89 (L),89 (R)

Response Time 14ms

Backlight LED

Touch Type Projective Capacitive

Touch Light Transmission 86%

Touch Controller USB interface, EETI

SBC Intel® Celeron® Apollo Lake Platform

Processor Intel® Celeron® Processor N3350

I/O Chipset EC ITE IT8528E

System Memory 1 x 204-pin DDR3L SODIMM Socket Up to 8GB DDR3L 
1600MTs SDRAM

Expansion 1 x M.2 B-key slot for mSATA module
1 x M.2 E-key slot for .2.4/5G WiFi module

Storage 1 x mSATA by M.2 B key slot optional
1 x SD Card slot

USB 2 x USB 3.0 on bottom side of Panel
4 x USB 3.0

COM Port 2 x COM ports supported
All Pin 9 supported 5V/12V 1A max output

Other RJ-11 for Cash Drawer
optional for Web-cam/ NFC/ MSR

Thermal Printer SEIKO thermal printer CAPD347D-E

2nd LCD Panel 15.6” (option 1) or 10.1” (option 2)
both with PCAP touch option

Display Chipset  Intel® HD Graphics 500 

Audio Realtek ALC892 

Audio Interface 2 x 2W 

Ethernet 1 x Intel® I211AT

Power Connector Lockable DC Jack

Power Type AT/ATX

Adapter 24V DC in 60W and 120W

Construction (Front, Rear) Plastic, Die Casting

Operating Temperature 0°C ~ 40°C (32°F ~ 104°F)

Storage Temperature -20°C ~ 60°C (-4°F ~ 140°F)

IP Rating IP65 for front Panel, IP41 for Rear

Certification CE/FCC/VCCI : Class B

OS Information Windows 10, Android 6.x. and above, Linux

Dimension 253 x 390 x 431mm

Weight 7kg



PO
S 终

端

POS 终端

Intel Atom 
Apollo Lake
无风扇整机

14 mm 

可旋转的主屏幕 ６颗螺丝拆卸

易于安装存储和
无线模块

易于组装和维护

Slim & Fanless Design Quick Rail

* 10.1”Will Be Available Soon 

15.6”全高清
PCAP触控照相机
NFC/RFIDMSR, SCR,

指纹读取

Mifare, FeliCa, 
ISO 14443 A/B, 
18092

50/80mm宽票据自动切割 
最大速度200mm/秒

零售用Windows 10
安卓6.x或更高版本
Linux ubuntu

Built-in RFID/NFC Accessories/Customer Display

Integrated Thermal Printer OS Support

Easy Upgrade & MaintenanceAdjustable View Angle

15.6”触摸
主屏幕

58/80mm
热敏打印机

MSR,
读卡器

堆叠式
支架

扩展I/O

15.6” 触摸顾客
可视显示器

时尚设计 创新科技 一机多用途 支持多操作系统
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  POS终端
Model Number Rity102 Rity122 Rity152 Rity103 Rity153

LCD Size  10.1”  12.1”, 4:3 15", 4:3   10.1” 15", 4:3  

Display Type WXGA  XGA  XGA  WXGA  XGA  

Resolution 1024 x 600 1024 x 768  1024 x 768  1024 x 600  1024 x 768  

Pixel Pitch 262K color by 6 bit RGB signal  16.2M  16.2M  262K color by 6 bit RGB signal  16.2M  

Luminance 350 cd/m²  600 cd/m²   400 cd/m²   350 cd/m²  400 cd/m²   

Contrast Ratio 500  700  700  500  700  

Viewing Angle 70(H) x 70(V)    80(H) X 70(V)  80(H) X 70(V)  70(H) x 70(V)  80(H) X 70(V)  

Response Time 16 ms  8 ms  8 ms  16 ms  8 ms  

Backlight LED  LED  LED  LED  LED  

Touch Type 5-Wire Resistive/ Projective Capacitive Touch

Touch Light Transmission RES 75 % / PCT 90%  

Touch Controller Onboard USB touch (PenMount)/ USB touch (EETI)

Processor Intel® Atom™ E3845 4-Core 1.91GHz processor Intel® Celeron® N3350 1.1GHz Processor

System Chipset Intel® Valleyview SoC Intel® Apollo SoC integrated

System Memory 1 x 204-Pin DDR3L 1066MHz SO-DIMMup to 8 GB 1 x 204-Pin DDR3L 1866MHz SO-DIMM up to 8 GB

Expansion 1 x Mini PCIe Supports mSATA 1 x Mini PCIe Supports mSATA

Storage 1 x optional SATA Slim SSD
 1 x mSATA 1 x 2.5” Drive Bay, 1 x mSATA 1 x optional SATA Slim SSD, 

1 x mSATA
1 x 2.5” Drive Bay, 

1 x mSATA

I/O
1 x USB 2.0, 3 x USB 3.0
2 x RS-232/422/485, 1 x 

RS-232

3 x USB 2.0, 3 x USB 3.0
2 x RS-232/422/485, 1 x RS-232

3 x USB 2.0, 3 x USB 3.0, 1 x RS-232, 
2 x RS-232/422/485, 1 x HDMI Output

Display Chipset Intel® Valleyview SoC integrated Graphics Supports dual display Intel® HD Graphics 500 Supports dual display

Audio Intel® Valleyview SoC integrated supports 2-CH Intel® Apollo Lake SoC integrated supports 2-CH

Audio Interface 2 x 2W Speaker Output Line-Out
2 x 2W Speaker Output 2 x 2W Speaker Output Line-Out

2 x 2W Speaker Output

Ethernet 2 x Realtek 8111E 2 x Realtek 8111E

Power Connector Mini-DIN 4P for DC in w/ lock type, +19V ~ +24V Mini-DIN 4P for DC in w/ lock type, +19V ~ +24V

Power Type AT/ATX (ATX is default setting) AT/ATX (ATX is default setting)

Adapter Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 60W Adapter (12V @ 5A Adapter)

Input: 100 ~ 240Vac/ 50 ~ 60Hz
Output: 60W Adapter (12V @ 5A Adapter)

Construction (Front, Rear) Black Coverlens, Black Black Coverlens, Black

Operating Temperature 0°C ~ 35°C (32°F ~ 95°F) 0°C ~ 35°C (32°F ~ 95°F)

Storage Temperature -10°C ~ 60°C (14°F ~ 140°F) -10°C ~ 60°C (14°F ~ 140°F)

Dimension (L x W x H) 260 X 178 X 42mm 322 X 250 X 47mm 362.1 X 290.08 X 51mm 272 X 178 X 42mm 362.1 X 290.08 X 51mm 

Weight 4.9kg 5kg/with Stand 6kg/with Stand 4.9kg 6kg/with Stand

Certifications CE, FCC Class B, VCCI CE, FCC Class B, VCCI

OS Information Win 8, Win 7, POS Ready, Linux, Android Win 10, Linux

Avalue Catalog  2014   Ver.1.0 Avalue Catalog  2014   Ver.1.0 RityPOS Series 1-3

Features Features

Specifications

RityPOS

LPC Series

SPC Series

FPC Series

PPC Series

APC/BFC 
Series

UPC Series

MPC Series

OPM Series

AID Series

MTP Series

RISC

Accessory

n Rich I/O (Including 6 USB, Optional MIC and 
CAM)

n Fanless Design
n Front IP-65 & Back IP-41
n Service Windows for RAM
n Support Cash Drawer (12V/24V)
n 5-wire Resistive Touch (Optional Multi-touch 

P Cap)
n Optional Device: MSR

Rity102 10.1” ALL IN ONE Fanless POS Terminal

Ordering Information
Rity102
10" WXGA TFT Plastic Panel PC with Intel® Atom™ E3845 4-Core 1.91GHz CPU

Panel
LCD Size 10.1"
Display Type WXGA TFT
Resolution 1366 x 768
Color 262K Color by 6-bit RGB Signal
Luminance 200cd/m²
Contrast Ratio 1300
Viewing Angle 85 (H) x 85 (V)
Backlight LED
Touch Type 5-wires Resistive/PCT
Light Transmission RES 75%/PCT 90%
Touch Interface RES RS232/PCT USB

System
CPU Intel® Celeron® Processor J1900 4-Core 2GHz (D, 10W)

Intel® Celeron® Processor N2920 4-Core 1.86GHz 
(M, SDP, 4.5W/TDP, 7.5W)
Intel® Atom™ Processor E3845 4-Core 1.91GHz (I, 10W)

Cooling Method Fanless
System Chipset Intel® Valleyview SoC Integrated
Memory 1 x 204-pin SODIMM Socket Up to 8GB DDR3L 

1066/1333 SDRAM
SSD One mSATA Socket 
Speaker 2W, 8Ω
WIFI Optional USB WIFI 802.11 b/g 

(Will Occupy One USB Pin Heander)
Expansion mPCIe Socket w/SIM Holder for 3G Application

Rear Panel I/O
Serial Port 3 x RS-232

COM1 & 2 Supported RS-422/485 (Setting by BIOS)
All Pin9 Supported RI/5V/12V (Setting by BIOS) 

Ethernet 2 x LAN (Intel® I210AT Gigabit Ethernet Controller)
Cash Drawer 1 x RJ11 for Cash Drawer, Supported DC 12V/24V 

1A Out. Setting by BIOS
HDMI 1 x HDMI
USB 3 x USB 3.0, 1 x USB 2.0
Power 1 x Power Minidin 4P for DC-in w/Lock Type

Mechanical & Environmental
Color Default Black, Optional White
Mounting Wall/Panel/VESA 75mm x 75mm
Power Input +24V DC-in 90W, 

Optional 120W & 130W for 24V DC-out SKU.
Operating Temperature 0 ~ 40°C (32 ~ 104°F)
Storage Temperature -10 ~ 60°C (14 ~ 140°F)
Operating Humidity 10% ~ 95% Relative Humidity, Non-condensing
Dimensions (W x D x H) 260mm x 178mm x 42mm
Weight 1.6 Kgs

Avalue Catalog  2014   Ver.1.0 Avalue Catalog  2014   Ver.1.0 RityPOS Series 1-3

Features Features

Specifications

RityPOS

LPC Series

SPC Series

FPC Series

PPC Series

APC/BFC 
Series

UPC Series

MPC Series

OPM Series

AID Series

MTP Series

RISC

Accessory

n Rich I/O (Including 6 USB, Optional MIC and 
CAM)

n Fanless Design
n Front IP-65 & Back IP-41
n Service Windows for RAM
n Support Cash Drawer (12V/24V)
n 5-wire Resistive Touch (Optional Multi-touch 

P Cap)
n Optional Device: MSR

Rity102 10.1” ALL IN ONE Fanless POS Terminal

Ordering Information
Rity102
10" WXGA TFT Plastic Panel PC with Intel® Atom™ E3845 4-Core 1.91GHz CPU

Panel
LCD Size 10.1"
Display Type WXGA TFT
Resolution 1366 x 768
Color 262K Color by 6-bit RGB Signal
Luminance 200cd/m²
Contrast Ratio 1300
Viewing Angle 85 (H) x 85 (V)
Backlight LED
Touch Type 5-wires Resistive/PCT
Light Transmission RES 75%/PCT 90%
Touch Interface RES RS232/PCT USB

System
CPU Intel® Celeron® Processor J1900 4-Core 2GHz (D, 10W)

Intel® Celeron® Processor N2920 4-Core 1.86GHz 
(M, SDP, 4.5W/TDP, 7.5W)
Intel® Atom™ Processor E3845 4-Core 1.91GHz (I, 10W)

Cooling Method Fanless
System Chipset Intel® Valleyview SoC Integrated
Memory 1 x 204-pin SODIMM Socket Up to 8GB DDR3L 

1066/1333 SDRAM
SSD One mSATA Socket 
Speaker 2W, 8Ω
WIFI Optional USB WIFI 802.11 b/g 

(Will Occupy One USB Pin Heander)
Expansion mPCIe Socket w/SIM Holder for 3G Application

Rear Panel I/O
Serial Port 3 x RS-232

COM1 & 2 Supported RS-422/485 (Setting by BIOS)
All Pin9 Supported RI/5V/12V (Setting by BIOS) 

Ethernet 2 x LAN (Intel® I210AT Gigabit Ethernet Controller)
Cash Drawer 1 x RJ11 for Cash Drawer, Supported DC 12V/24V 

1A Out. Setting by BIOS
HDMI 1 x HDMI
USB 3 x USB 3.0, 1 x USB 2.0
Power 1 x Power Minidin 4P for DC-in w/Lock Type

Mechanical & Environmental
Color Default Black, Optional White
Mounting Wall/Panel/VESA 75mm x 75mm
Power Input +24V DC-in 90W, 

Optional 120W & 130W for 24V DC-out SKU.
Operating Temperature 0 ~ 40°C (32 ~ 104°F)
Storage Temperature -10 ~ 60°C (14 ~ 140°F)
Operating Humidity 10% ~ 95% Relative Humidity, Non-condensing
Dimensions (W x D x H) 260mm x 178mm x 42mm
Weight 1.6 Kgs

The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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USB 2.0
DSUB-9

RJ45
HDMI

Micro SD
Micro USB 2.0

安装支架

丰富的IO接口提供扩展功能
即插即用智能扩展技术 (IET) 通过一种接口，提供了多种扩展，
明显的降低了方案变更的成本

• Standard w/o Expansion

• Extra 4 x USB 3.0 Ports

• 1 x HDMI + 5.1CH Audio 
(Line-in, Line-out, Mic-in)

• 1 x HDMI + 1x MPCIe w SIM 
(Push-Push)

 Standard

 ARC-BYT-DB-A

 ARC-BYT-DB-B

 ARC-BYT-DB-C

P-Cap多点触控 无风扇／薄／全平面
• 超薄设计 
• 全平面的触摸屏易清洗易操作
• 高效整合到任何嵌入式应用
• 投射式电容触摸屏支持多点触摸  

开放式平板电脑－OFT系列
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  OFT 系列 (4:3)    OFT 系列 (16:9, Rock芯片)
Model Number OFT-1202 OFT-1502 OFT-07WR1 OFT-10WR1

LCD Size 12.1” 15.1” 7” 10.1"

Resolution 1024 x 768 1024 x 768 1280 x 800 1280 x 800

Luminance 600 250 300 350

Viewing Angle 160° (H), 140° (V) 160° (H), 140° (V) 160° (H/V) 170° (H/V)

Touch Type PCAP PCAP PCAP PCAP

Processor Intel® Atom™ x5-Z8350 1.44 GHz Quad Core CPU Rockchip RK3288

System Memory 2G DDR3L RAM 2GB DDR3L RAM

Wireless 802.11 b/g/n Wireless LAN and Bluetooth 4.0 802.11 b/g/n Wireless LAN and Bluetooth 4.0

Storage 32G eMMC 16G eMMC

External I/O Connector

1 x DC Jack
1 x Gigabit Ethernet

1 x USB 2.0 type A connector
1 x Micro USB Client (Android only)

1 x RS-232 type DB9 connector
1 x HDMI 1.4a connector

1 x Micro SD socket

1 x Giga Ethernet
2 x USB 2.0 type A connectors

1 x micro USB Client(Android only)
1 x HDMI 1.4a connector

1 x Head phone jack
1 x Micro SD slot

1 x DC jack
1 x Reseat

Internal I/O Connector

1 x USB interface
1 x RS-232 or RS-485
1 x mini PCIe socket

1 x SIM card slot
1 x Audio interface

2 x Speaker connectors
1 x Power button interface

1 x Backlight/volume control interface
1 x I2C interface

1 x Avalue IET interface for extension

1 x LVDS interface, 1 x MPIP interface
1 x USB Touch interface, 1 x I2C Touch interface

2 x USB interface, 1 x USB OTG
2 x RS232 (TX/RX), 1 x RS485

1 x GPIO’s (16) interface
1 x Speaker interface (1.2W stereo)

1 x A-MIC interface, 1 x D-MIC interface
1 x Touch Button connector, 1 x I2C interface (optional)

1 x Debug connector, 1 x Battery Charger connector
1 x DC input 4pin header

1 x M.2 E-Key socket, 1 x RTC Battery

Power Requirement DC 12 ~ 24V DC 12 ~ 24V

Power Type DC Jack DC Jack, DC input 4pin header, optional Powered LAN 802.3AT

Operating Temperature 0°C ~ 40°C 0°C ~ 40°C

Storage Temperature -10°C ~ 60°C -20°C ~ 60°C

Operating Humidity 0% ~ 90% Relative Humidity, Non-condensing 0% ~ 90% Relative Humidity, Non-condensing

Software Support Window 10 IOT (64 Bit) Android 7.1 / 8.1
Linux Debian 9

Dimension 315 x 247 x 54 mm 371 x 295 x 55 mm 116 x 184 x 25 mm 252 x 166 x 38 mm

Certification CE, FCC Class B CE, FCC Class B CE, FCC Class A CE, FCC Class A
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USB 2.0
DSUB-9

RJ45
HDMI

Micro SD
Micro USB 2.0

安装支架

丰富的IO接口提供扩展功能
即插即用智能扩展技术 (IET) 通过一种接口，提供了多种扩展，
明显的降低了方案变更的成本

• Standard w/o Expansion

• Extra 4 x USB 3.0 Ports

• 1 x HDMI + 5.1CH Audio 
(Line-in, Line-out, Mic-in)

• 1 x HDMI + 1x MPCIe w SIM 
(Push-Push)

 Standard

 ARC-BYT-DB-A

 ARC-BYT-DB-B

 ARC-BYT-DB-C

P-Cap多点触控 无风扇／薄／全平面
• 超薄设计 
• 全平面的触摸屏易清洗易操作
• 高效整合到任何嵌入式应用
• 投射式电容触摸屏支持多点触摸  

开放式平板电脑－OFT系列
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  OFT 系列 (16:9, 英特尔)
Model Number OFT-10W02 OFT-07W01 OFT-10W01 OFT-15W01 OFT-21W01

LCD Size 10.1” 7” 10.1" 15.6" 21.5"

Resolution 1280 x 800 1280 x 800 1280 x 800 1920 x 1080 1920 x 1080

Luminance 350 300 350 220 250

Viewing Angle 170° (H/V) 160° (H/V) 170° (H/V) 178° (H/V) 178° (H/V)

Touch Type PCAP PCAP PCAP PCAP PCAP

Processor
Intel® Atom™ x5-Z8300/ Z8350 
Processor 1.44GHz Quad Core 

CPU
Intel® Atom™ Processor Z3735F 1.33GHz Quad Core CPU

System Memory 2G DDR3L RAM 2GB DDR3L RAM

Wireless 802.11 b/g/n WiFi 802.11 b/g/n WiFi

Storage 32GB eMMC 32GB or 8GB eMMC

External I/O Connector

1 x 10/100 Ethernet port
2 x USB 2.0 type A connector

1 x HDMI 1.4a connector
1 x Head Phone Jack

 1 x DC Jack

Internal I/O Connector

1 x USB interface
1 x RS-232(Tx/Rx) or RS-485

2 x Speaker connectors (1.2W stereo)
1 x A-Mic connector

1 x Power button interface
1 x Backlight/volume control interface

1 x 16bit GPIO interface
1 x I2C interface

1 x Micro SD socket
1 x Micro USB Client (Android only)

Power Requirement DC 12 ~ 24V DC 12 ~ 24V 

Power Type 1 x DC-in Jack, 1 x DC-in header
Optional Powered LAN 802.3AT 1 x DC-in Jack,  1 x DC-in header

1 x DC-in Jack, 
1 x DC-in header

Optional Powered LAN 
802.3AT

1 x DC-in Jack,
1 x DC-in header

1 x DC-in Jack,
1 x DC-in header

Operating Temperature 0°C ~ 40°C 0°C ~ 40°C

Storage Temperature -20°C ~ 60°C -20°C ~ 60°C

Operating Humidity 0% ~ 90% Relative Humidity, 
Non-condensing

0% ~ 90% Relative Humidity, 
Non-condensing 

Software Support Windows 10 Windows 10/ Android 4.4/ Android 5.1/ Ubuntu 16.04

Dimension 252 x 166 x 38 mm 116 x 184 x 25 mm 252 x 166 x 38 mm 387 x 235 x 38 mm 500 x 292 x 47 mm

  OFT 系列 (4:3)    OFT 系列 (16:9, Rock芯片)
Model Number OFT-1202 OFT-1502 OFT-07WR1 OFT-10WR1

LCD Size 12.1” 15.1” 7” 10.1"

Resolution 1024 x 768 1024 x 768 1280 x 800 1280 x 800

Luminance 600 250 300 350

Viewing Angle 160° (H), 140° (V) 160° (H), 140° (V) 160° (H/V) 170° (H/V)

Touch Type PCAP PCAP PCAP PCAP

Processor Intel® Atom™ x5-Z8350 1.44 GHz Quad Core CPU Rockchip RK3288

System Memory 2G DDR3L RAM 2GB DDR3L RAM

Wireless 802.11 b/g/n Wireless LAN and Bluetooth 4.0 802.11 b/g/n Wireless LAN and Bluetooth 4.0

Storage 32G eMMC 16G eMMC

External I/O Connector

1 x DC Jack
1 x Gigabit Ethernet

1 x USB 2.0 type A connector
1 x Micro USB Client (Android only)

1 x RS-232 type DB9 connector
1 x HDMI 1.4a connector

1 x Micro SD socket

1 x Giga Ethernet
2 x USB 2.0 type A connectors

1 x micro USB Client(Android only)
1 x HDMI 1.4a connector

1 x Head phone jack
1 x Micro SD slot

1 x DC jack
1 x Reseat

Internal I/O Connector

1 x USB interface
1 x RS-232 or RS-485
1 x mini PCIe socket

1 x SIM card slot
1 x Audio interface

2 x Speaker connectors
1 x Power button interface

1 x Backlight/volume control interface
1 x I2C interface

1 x Avalue IET interface for extension

1 x LVDS interface, 1 x MPIP interface
1 x USB Touch interface, 1 x I2C Touch interface

2 x USB interface, 1 x USB OTG
2 x RS232 (TX/RX), 1 x RS485

1 x GPIO’s (16) interface
1 x Speaker interface (1.2W stereo)

1 x A-MIC interface, 1 x D-MIC interface
1 x Touch Button connector, 1 x I2C interface (optional)

1 x Debug connector, 1 x Battery Charger connector
1 x DC input 4pin header

1 x M.2 E-Key socket, 1 x RTC Battery

Power Requirement DC 12 ~ 24V DC 12 ~ 24V

Power Type DC Jack DC Jack, DC input 4pin header, optional Powered LAN 802.3AT

Operating Temperature 0°C ~ 40°C 0°C ~ 40°C

Storage Temperature -10°C ~ 60°C -20°C ~ 60°C

Operating Humidity 0% ~ 90% Relative Humidity, Non-condensing 0% ~ 90% Relative Humidity, Non-condensing

Software Support Window 10 IOT (64 Bit) Android 7.1 / 8.1
Linux Debian 9

Dimension 315 x 247 x 54 mm 371 x 295 x 55 mm 116 x 184 x 25 mm 252 x 166 x 38 mm

Certification CE, FCC Class B CE, FCC Class B CE, FCC Class A CE, FCC Class A
The product described may contain design defects or errors known as errata which may cause the product to deviate from published specifications.
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